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	In new sections 9.1.11.1 and 9.1.11.2 for CA measurements, the requirements for intra-freq RSRQ relative accuracy when CA is configured are referring to section 9.1.5.2. However, the section 9.1.5.2 which would be assumed to specify

intra-freq RSRQ 'relative' accuracy has not been defined there since it was agreed that RSRQ measurements on intra-frequency would be used to trigger "emergency" handover only. So that, only intra-freq RSRQ 'absolute' requirements have been specified for the time being. Thus, there is inconsistency between the sections in the specification.
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	Simply the section number 9.1.5.2 is removed from section 9.1.11.1 and 9.1.11.2 respectively.

	
	

	Consequences if 
(

not approved:
	There will be ambiguity of CA measurement requirements in the specification.

	
	

	Clauses affected:
(

	9.1.11

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


9.1.11
Carrier aggregation measurement accuracy

This section contains requirements on UE capabilities for support of E-UTRA carrier aggregation. Requirements in this section are applicable to all carrier aggregation capable UEs which have been configured with a downlink Scell. Note : This section covers measurement accuracy requirements for frequencies corresponding to those used for the primary and secondary serving cell; measurements of any other frequency are considered to be inter-frequency measurements covered by the accuracy requirements in section 9.1.3 and 9.1.6

9.1.11.1
Primary component carrier accuracy requirement

RSRP and RSRQ measurements of cells on the primary component carrier shall meet the intrafrequency absolute accuracy requirements in sections 9.1.2.1 and 9.1.5.1. Comparisons between RSRP and RSRQ of cells on the primary component carrier shall also meet the intra-frequency relative accuracy requirements in sections 9.1.2.2.

9.1.11.2
Secondary component carrier accuracy requirement

RSRP and RSRQ measurements of cells on the secondary component carrier shall meet the intrafrequency absolute accuracy requirements in sections 9.1.2.1 and 9.1.5.1. Comparisons between RSRP and RSRQ of cells on the secondary component carrier shall meet the intra-frequency relative accuracy requirements in sections 9.1.2.2.
9.1.11.3
Primary and secondary component carrier relative accuracy requirement

When measurements of cells on the primary component carrier are compared with measurements of cells on the secondary component carrier, the applicable relative accuracy requirements are the RSRP and RSRQ inter-frequency accuracy requirements in sections 9.1.3.2 and 9.1.6.2.
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