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7.5.2.3.2
Co-location with GSM, DCS, UTRA-FDD and/or E-UTRA FDD
This additional blocking requirement may be applied for the protection of TDD BS receivers when GSM, DCS, UTRA-FDD and/or E-UTRA-FDD BTS are co-located with UTRA TDD Wide Area BS.

The blocking performance requirement applies to interfering signals with center frequency within the ranges specified in the tables below, using a 1MHz step size.

In case this additional blocking requirement is applied, the static reference performance as specified in clause 7.2.1 shall be met with a wanted and an interfering signal coupled to BS antenna input using the following parameters.

Table 7.9B:  Additional blocking requirements for Wide Area BS in operating bands defined in subclause 4.2 a) and 4.2 d)
	System type operating in the same geographic area
	Center Frequency of Interfering Signal
	Interfering Signal mean power
	Wanted Signal mean power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal
	Note

	GSM900
	921 - 960 MHz
	+16 dBm
	-103 dBm
	
	CW carrier
	

	DCS1800
	1805 - 1880 MHz
	+16 dBm
	-103 dBm
	
	CW carrier
	

	WA BS UTRA FDD Band VII or 

E-UTRA Band 7
	2620 - 2690 MHz
	+13 dBm
	-103 dBm
	
	CW carrier
	This requirement does not apply to UTRA TDD BS operating in Band 5.2(a)

	LA BS UTRA FDD Band VII or 

E-UTRA Band 7
	2620 - 2690 MHz
	-6 dBm
	-103 dBm
	
	CW carrier
	This requirement does not apply to UTRA TDD BS operating in Band 5.2(a)

	NOTE 1: 
These requirements do not apply when the interfering signal falls within the uplink operating band or in the 10 MHz immediately outside the uplink operating band.

NOTE 2: 
Some combinations of bands may not be possible to co-site based on the requirements above. The current state-of-the-art technology does not allow a single generic solution for co-location of UTRA TDD with UTRA FDD or E-UTRA FDD on adjacent frequencies for 30dB BS-BS minimum coupling loss.  However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [9].


Table 7.10F: Void
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