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1  Introduction

The RRM core requirements related to the following features / work items have been completed and introduced in release 10:

· Inter-frequency detected set measurements

· 4C-HSDPA; Enhanced inter-frequency measurements without compressed mode
However no test cases to verify the core requirements for these features have been defined. 

In this paper we provide a list of test cases to verify the RRM core requirements related to the two HSPA features. A time plan for the completion of this work is also proposed in this paper. 
2 HSPA Test Case Scenario List
The proposed test cases to verify the HSPA RRM core requirements for the inter-frequency detected set measurements and 4C-HSDPA (enhanced inter-frequency measurements without compressed mode) are listed in table 2.1. 
Table 2.1: Proposed HSPA RRM test cases 
	No
	Feature
	Type of Test
	No of tests
	Basic test Configuration
	Comments

	1
	Inter Frequency Detected Set measurements with Compressed Mode
	Verification of cell identification delay and CPICH measurement period 
	1
	Number of cells = 2

Cell 1 and cell 2 on f1 and f2 respectively
Non-DRX

Propagation: Case 5 
	Core requirements in section 8.1.2.3 for Inter Frequency Detected Set measurements with Compressed Mode; cell search delay and L1 measurement period

	2
	Inter Frequency Detected Set measurements without Compressed Mode
	Verification of cell identification delay and CPICH measurement period 
	1
	Number of cells = 2

Cell 1 and cell 2 on f1 and f2 respectively
Non-DRX

Propagation: Case 5
	Core requirements in section 8.1.2.3 for Inter Frequency Detected Set measurements with Compressed Mode; cell search delay and L1 measurement period

	3
	4C-HSDPA; enhanced inter-frequency measurements without compressed mode
	Verification of cell identification delay and CPICH measurement period 
	1
	Number of cells = 3

Cell 1, cell 2 and cell 3 are on f1, f2 and f3 respectively

Non-DRX

Propagation: Case 5
	Core requirements in section 8.1.2.3 for 4C-HSDPA enhanced inter-frequency measurements without compressed mode; cell search delay and L1 measurement period

	Note: Cell1 is the serving cell


3 Time Plan for HSPA Tests

In terms of time plan for the tests, we suggest to complete all the tests by August 2011 during the next two meetings. 

All test cases are intended to be included in release 10 of TS 25.133 [1]. We also expect that the work can be split between the companies for timely completion of the test cases as has been done in the past. It is expected that drafts of these test cases are presented in the next meeting (RAN4#59AH). If the consensus is reached then the tests are finalized with formal CRs in the August meeting (RAN4#60). 

The proposed timeline is:

· Completion until August 2011
· 2 RAN4 meeting cycles

· RAN4#59AH (June-July 2011)

· Initial phase test drafts and alignment
· RAN4#60 (August 2011)

· Final CRs agreed for TS 25.133 

4 Summary
In this paper we have provided a list of test cases to verify the core requirements for the newly introduced release 10 HSPA features. We welcome feedback from other companies on our proposed list of tests. It is expected that in this meeting RAN4 agrees on the test case scenarios so that RAN4 proceeds with the task of developing these test cases. We have also provided initial drafts for some test cases [1-2]. 
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