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<Start of change>
8.1.2.4.15 E-UTRAN FDD – cdma2000 1xRTT measurements for SON

8.1.2.4.15.1
Identification of a new cdma2000 cell for SON
When requested by the network for the purpose of SON UE shall identify and report the strongest cell according to the procedure defined in [15] from the cdma2000 1xRTT neighbor cells indicated by the serving eNode B. The UE shall perform cdma2000 1xRTT measurements only during the measurement gaps configured by the serving eNode B.
8.1.2.4.15.1
Requirements when no DRX is used

When measurement gaps are scheduled for CDMA2000 1xRTT inter RAT measurements, the UE shall perform cdma2000 1xRTT measurements for SON only during the measurement gaps configured by the serving eNode B. The UE physical layer shall be capable of identifying the new cdma2000 cell with measurement accuracy as specified in Section 9.5, corresponding to a 90% measurement success rate within
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where Tbasic_measurement_CDMA2000_1x = 100 ms and the measurement gap specific scale factor Sgap is based on the measurement gap pattern in use as defined in Table 8.1.2.4.9.1-1. 
If the UE does not need measurement gaps to perform CDMA2000 1xRTT RAT measurements, , the UE physical layer shall be capable of identify a new cell within
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If the UE is unable to identify the CDMA2000 1xRTT cell for SON within 8*Tidentify, CDMA2000_1x seconds, the UE may stop searching CDMA2000 1xRTT cells for SON.
8.1.2.4.15.2
Requirements when DRX is used
FFS (Note: The requirements for CDMA2000 1xRTT RAT measurement requirements when DRX is used are not defined in this document yet).
8.1.2.4.15.3
Report DelayThe reporting delay is defined as the time between the identification of the strongest cell for SON until the UE starts to transmit its physical cell identity over the Uu interface. This delay shall be less than T71m defined in [15]. This measurement reporting delay excludes a delay which is caused by the unavailability of the uplink resources for the UE to send the measurement report.The UE shall not report the physical cell identity of an identifiable cell for SON as long as the reporting criteria are not fulfilled.E-UTRAN TDD – cdma2000 1xRTT measurements for SON

8.1.2.4.16 E-UTRAN TDD – cdma2000 1xRTT measurements for SON

The requirements in section 8.1.2.4.15 also apply for this section.
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