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Non-Interleaved R-PDCCH performance

For the parameters specified in Table x the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table x. The downlink physical setup is in accordance with Annex x.
Table x:  Minimum performance R-PDCCH

	Test number
	Bandwidth  
	Aggregation level
	DCI format
	Propagation Condition
	Antenna configuration and correlation Matrix
	Reference value

	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	TBD
	10MHz
	[ 4 PRB]
	[Format 2C]
	LOS with strong dominant component
	1x2
	1
	TBD

	TBD
	10 MHz
	[4 PRB]
	[Format 2C]
	NLOS with medium correlation
	4x2
	1
	TBD


A.x Reference measurement channels for R-PDCCH
Table x:  Reference Channel

	Parameter
	Unit
	Value
	Notation

	
	
	R.x
	

	Subframe type
	
	Normal
	

	SubframeConfiguration
	
	[181] For FDD
	

	
	
	[ TBD] for TDD
	

	DCI format
	
	[Format 2C]
	

	Transmission mode
	
	[TM9]
	

	Payload (without CRC)
	Bits
	[TBD]
	

	The value of Antenna port(s), scrambling identity and number of  in DCI 
	
	0
	Codeword 0 enable, Codeword 1 disable

	Cell ID
	
	0
	

	Allocated RBs for R-PDCCH
	
	PRB index: [23 24 25 26]
	

	Channel bandwidths
	MHz
	10
	

	Aggregation level
	
	[4, 2]
	

	Number of OFDM symbols for R-PDCCH
	
	#3,4,5,6 in the first slot
	

	Precoder
	
	[Random Rank =  1 precoder from Rel-8 codebook]
	

	DL grant
	
	DL grant
	

	Channel estimation
	
	practical channel estimation 
	

	Power allocation
	
	R-PDCCH_RA = R-PDCCH_RB = 0 dB
	

	Cyclic prefix
	
	Normal
	

	Other assumptions
	
	Reuse the assumptions in TS 36.101
	








