
Optical Navigation Division

ACMD-7614 and ACMD-7617 
performance comparison relative to 
customer requests Tx Ant rejectioncustomer requests Tx-Ant rejection



Place Division identifier here in the Slide Master

Customer spec requestsp q

Customer requested two specifications not shown on the Customer requested two specifications not shown on the 
product datasheet for ACMD-7614:
Tx-Ant Rejection at 1880MHz more than 10dBTx-Ant Rejection at 1880MHz more than 10dB
Tx-Ant Rejection at 2010MHz more than 15dB
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Place Division identifier here in the Slide Master

Rejection: ACMD-7614 will not j

0

Ample margin at 
1880MHz

consistently meet -15dB 
at 2010MHz

-20

-10

0

50

-40

-30

-60

-50

-70
1.9 2.0 2.1 2.21.8 2.3

freq, GHz Blue: ACMD-7617

Avago Technologies ConfidentialPage 3

Green: ACMD-7614



Place Division identifier here in the Slide Master

TX Insertion Loss
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Mid-TX-channel: slightly better insertion loss for ACMD-7617
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Low-TX-channel: slightly worse insertion loss for ACMD-7617



Place Division identifier here in the Slide Master

RX Insertion Loss
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ACMD-7617 Rx IL better at all frequencies
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Place Division identifier here in the Slide Master

TYPICAL UNIT COMPARISON PLOTS: 
OTHER PARAMETERSOTHER PARAMETERS
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Place Division identifier here in the Slide Master

TX Rejectionj
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Place Division identifier here in the Slide Master

TX Rejection near B34j
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Place Division identifier here in the Slide Master

TX Rejection near GPS, GLONASSj ,
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Place Division identifier here in the Slide Master

TX Rejection: 2*fo, 3*foj ,
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Place Division identifier here in the Slide Master

RX Rejectionj
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Place Division identifier here in the Slide Master

Isolation
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Place Division identifier here in the Slide Master

Return Loss
0
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