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1 Introduction
Based on [1~5], it is agreed that,

1. Relay Node access and backhaul link reuse the ACLR requirements for BS.
2. Relay Node access link reuses the ACS requirements for Local Area (Pico) BS.
The text proposal to be captured in TR 36.826 Relay WI [6] is proposed for approval.
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8
Backhaul link requirements
8.1
Transmitter
8.1.X Adjacent Channel Leakage power Ratio (ACLR)
ACIR defines the protection against adjacent channel interference. In the backhaul uplink, ACIR is determined by relay ACLR and BS ACS, in which BS ACS is assumed to be 46dB. According to the Relay coexistence simulation results, ACLR requirements for Relay backhaul transmitter shall be 45dB. The E-UTRA BS ACLR requirements defined in TS36.104 [7] are applied to the transmitter of Relay node backhaul link.
8.2
Receiver
8.2.X Adjacent Channel Selectivity (ACS)

ACS requirement for Relay backhaul link is FFS.
9
Access link requirements

<Text will be added>
9.1 Transmitter
9.1.X Adjacent Channel Leakage power Ratio (ACLR)

ACIR defines the protection against adjacent channel interference. In the access downlink, ACIR is determined by relay ACLR and UE ACS, in which UE ACS is assumed to be 33dB. According to the Relay coexistence simulation results, ACLR requirements for Relay backhaul transmitter shall be 45dB. The E-UTRA BS ACLR requirements defined in TS36.104 [7] are applied to the transmitter of Relay node access link. 
9.2
Receiver
9.2.X Adjacent Channel Selectivity (ACS)

According to the Relay coexistence simulation results, the BS ACS requirement should be reused for Relay node access link. For Relay node access link with PRAT=24dBm, the ACS requirements defined in sub-clause 7.5.1 of TS36.104 [7] for local area (Pico) BS are applied.
<End of TP>
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