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1 Introduction
This document presents the simulation assumptions on cell identification requirement for CSFB to LCR TDD based on the assumption in [1].
2 Introduction
The simulation assumption for enhanced UTRA TDD cell search requirement is designed as table 1 and table 2.
Table 1    Parameters for enhanced UTRA TDD cell search

	Parameter
	Unit
	Value
	Note

	Number of cell
	
	3
	Neighbour cell list is sent to UE.

	Frequency
	MHz
	2000
	

	Cell synchronization error
	Μs
	3
	Between first path for DL signals

	Frequency offset of DL signal with indicated UE
	Hz
	0
	

	Number of Tx antennas
	-
	1
	

	P-CCPCH-Ec/Ior
	dB
	-3
	

	DwPCH_Ec/Ior
	dB
	0
	

	Power of UL slots
	dBm
	Same as DL slots
	

	
	
	
	

	Number of Rx antennas
	-
	1
	

	Measurement GAP Cycle for cell search
	Ms
	40
	

	Propagation condition
	
	AWGN，PA3，PB3，VA30，TU50，Case1/3
	


Table 2    Parameters 

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	Cell ID
	
	2
	28
	30

	Cellx_Ior / Ioc
	Case1
	dB
	0 (SINR = -3dB)
	-3
	-3

	
	Case2
	dB
	3 (SINR = 0dB)
	-3
	-3

	
	Case3
	dB
	6 (SINR = 3dB)
	-3
	-3

	
	Case4
	dB
	9 (SINR = 6dB)
	-3
	-3

	Note: Cell 1 is the cell to be identified.
Note: Cell 2 and Cell 3 are interfering cells
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