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1
Introduction
During the RAN4#59 meeting in Barcelona, UE demodulation test cases for CA were agreed in [1]. In this contribution, we provide single-carrier simulation results for the following two test cases according to the agreements in [2]. Please note, numerical values for the presented curves are provided in the attached spreadsheet.
· SIMO: TM1 for 20+20MHz, EVA5

· MIMO: 2Tx+TM3 for 20+20MHz, EVA70
2
Alignment Results for 20MHz single-carrier FDD tests
SIMO: TM1 20MHz, EVA5 low correlation
	Test number
	Bandwidth
	Modulation and coding rate
	Reference Channel
	Propagation model
	Antenna configuration
	Verification point
	Req.SNR

	20
	20MHz
	QPSK 1/3
	R.42 FDD
	EVA5
	1x2 low
	70%
	-5.3 dB


MIMO: TM3 20MHz, EVA70 low correlation
	Test number
	Bandwidth
	Modulation and coding rate
	Reference Channel
	Propagation model
	Antenna configuration
	Verification point
	Req.SNR

	2
	20MHz
	16QAM 1/2
	R.30 FDD
	EVA70
	2x2 low
	70%
	10.6 dB


3
Conclusions
In this contribution, we provided single-carrier simulation results for the two 20MHz FDD tests. We recommend these results are to be taken into consideration for results alignment.
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