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4.1.2.3
Measurement of performance requirement

Table 4.1.2-3: Maximum Test System Uncertainty for Performance Requirements

	Subclause
	Maximum Test System Uncertainty1
	Derivation of Test System Uncertainty

	8.2.1
Performance requirements of PUSCH in multipath fading propagation conditions transmission on single antenna port
	±  0.6 dB
	Overall system uncertainty for fading conditions comprises two quantities:

1. Signal-to-noise ratio uncertainty
2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = [SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)]

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB

	8.2.1A
Performance requirements of PUSCH in multipath fading propagation conditions transmission on two antenna ports
	±  0.8 dB
	Overall system uncertainty for fading conditions comprises two quantities:

1. Signal-to-noise ratio uncertainty
2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = [SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)]

Signal-to-noise ratio uncertainty ±0.3 dB
Fading profile power uncertainty ±0.7 dB for MIMO

	8.2.2
Performance requirements for UL timing adjustment
	±  0.6 dB
	Overall system uncertainty for fading conditions comprises two quantities:

1. Signal-to-noise ratio uncertainty
2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = [SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)]

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB

	
	±  0.3 dB
	Overall system uncertainty for static conditions is equal to signal-to-noise ratio uncertainty.
Signal-to-noise ratio uncertainty ±0.3 dB

	8.2.3  Performance requirements for HARQ-ACK multiplexed on PUSCH
	±  0.6 dB
	Overall system uncertainty for fading conditions comprises two quantities:

1. Signal-to-noise ratio uncertainty
2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = [SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)]

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB

	8.2.4
Performance requirements for High Speed Train conditions
	±  0.3 dB
	Overall system uncertainty for static conditions is equal to signal-to-noise ratio uncertainty.
Signal-to-noise ratio uncertainty ±0.3 dB

	8.3.1
ACK missed detection for single user PUCCH format 1a transmission on single antenna port
	±  0.6 dB
	Overall system uncertainty for fading conditions comprises two quantities:

1. Signal-to-noise ratio uncertainty
2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = [SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)]

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB

	8.3.2
CQI missed detection for PUCCH format 2 transmission on single antenna port
	±  0.6 dB
	Overall system uncertainty for fading conditions comprises two quantities:

1. Signal-to-noise ratio uncertainty
2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = [SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)]

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB

	8.3.3
ACK missed detection for multi user PUCCH format 1a
	±  0.6 dB
	Overall system uncertainty for fading conditions comprises two quantities:

1. Signal-to-noise ratio uncertainty
2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = [SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)]

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB

	8.3.7  ACK missed detection for PUCCH format 1a transmission on two antenna ports
	±  0.8 dB
	Overall system uncertainty for fading conditions comprises two quantities:

1. Signal-to-noise ratio uncertainty
2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = [SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)]

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx diversity

	8.3.8  CQI performance requirements for PUCCH format 2 transmission on two antenna ports
	±  0.8 dB
	Overall system uncertainty for fading conditions comprises two quantities:

1. Signal-to-noise ratio uncertainty
2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = [SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)]

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx diversity

	8.4.1
PRACH false alarm probability and missed detection
	±  0.6 dB
	Overall system uncertainty for fading conditions comprises two quantities:

1. Signal-to-noise ratio uncertainty
2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = [SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)]

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB

	
	±  0.3 dB
	Overall system uncertainty for static conditions is equal to signal-to-noise ratio uncertainty.
Signal-to-noise ratio uncertainty ±0.3 dB

	In addition, the following Test System uncertainties and related constraints apply:

AWGN Bandwidth

≥ 1.08MHz, 2.7MHz, 4.5MHz, 9MHz, 13.5MHz, 18MHz; NRB x 180kHz according to BWConfig 

AWGN absolute power uncertainty, averaged over BWConfig
±1.5 dB

AWGN flatness and signal flatness, max deviation for any Resource Block, relative to average over BWConfig
±2 dB

AWGN flatness over BWChannel, max deviation for any Resource Block, relative to average over BWConfig 

+2 dB

AWGN flatness and signal flatness, max difference between adjacent Resource Blocks

±0.5 dB 
AWGN peak to average ratio 

≥10 dB @0.001%

Signal-to noise ratio uncertainty, averaged over uplink transmission Bandwidth

±0.3 dB

Fading profile power uncertainty

Test-specific
Fading profile delay uncertainty, relative to frame timing

±5 ns (excludes absolute errors relat

d to baseband timing)



	Note 1:
Only the overall stimulus error is considered here. The effect of errors in the throughput measurements due to finite test duration is not considered.


<Unchanged section omitted>

G.3
Measurement of Performance Requirements
Table G.4-1: Derivation of Test Requirements (Performance tests)

	Test 
	Minimum Requirement in TS 36.104
	Test Tolerance
(TT)
	Test Requirement in TS 36.141

	8.2.1
Performance requirements of PUSCH in multipath fading propagation conditions transmission on single antenna port
	SNRs as specified
	0.6dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.1A
Performance requirements of PUSCH in multipath fading propagation conditions transmission on two antenna ports
	SNRs as specified
	0.8dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.2
Performance requirements for UL timing adjustment
	SNRs as specified 
	0.6dB for fading cases

0.3dB for AWGN cases
	Formula: SNR + TT

T-put limit unchanged



	8.2.3   Performance requirements for HARQ-ACK multiplexed on PUSCH
	SNRs as specified
	0.6dB
	Formula: SNR + TT

False ACK limit unchanged

Correct ACK limit unchanged 

	8.2.4
Performance requirements for High Speed Train conditions
	SNRs as specified
	0.3dB
	Formula: SNR + TT

T-put limit unchanged

	8.3.1
ACK missed detection for single user PUCCH format 1a transmission on single antenna port
	SNRs as specified
	0.6dB
	Formula: SNR + TT

False ACK limit unchanged

Correct ACK limit unchanged 

	8.3.2
CQI missed detection for PUCCH format 2 transmission on single antenna port
	SNRs as specified
	0.6dB
	Formula: SNR + TT

False CQI limit unchanged

Correct CQI limit unchanged 

	8.3.3
ACK missed detection for multi user PUCCH format 1a
	SNRs as specified
	0.6dB
	Formula: SNR + TT

False ACK limit unchanged

Correct ACK limit unchanged 

	8.3.7  ACK missed detection for PUCCH format 1a transmission on two antenna ports
	SNRs as specified
	0.8dB
	Formula: SNR + TT

False ACK limit unchanged

Correct ACK limit unchanged

	8.3.8  CQI performance requirements for PUCCH format 2 transmission on two antenna ports
	SNRs as specified
	0.8dB
	Formula: SNR + TT

False ACK limit unchanged

Correct ACK limit unchanged

	8.4.1
PRACH false alarm probability and missed detection
	SNRs as specified
	0.6dB for fading cases

0.3dB for AWGN cases
	Formula: SNR + TT

PRACH False detection limit unchanged

PRACH detection limit unchanged 
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