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Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

1
Scope

The present document is a technical report of the LTE Advanced Carrier Aggregation in Band 41 work item which was approved at TSG RAN #52 [2]. The objective of this work item is to provide specification support for intra-band contiguous carrier aggregation in LTE TDD Band 41.

The report provides motivation, requirements and a list of recommended changes to the specifications.

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]
RP-110673, “LTE Advanced Carrier Aggregation in Band 41”. 
[3]
TR36.812 v10.1.0, “Evolved Universal Terrestrial Radio Access (E-UTRA); LTE TDD 2600MHz in US work item Technical Report”
[4]
R4-113397, Operating bands and bandwidths for CA in Band 41, Clearwire
3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

3.2
Symbols

For the purposes of the present document, the following symbols apply:

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

4
Background
In the US, up to 194MHz is available for deployment of Band 41 based LTE TDD, with often large contiguous (40MHz+) blocks of channels available. Further details on the specific channel and frequency block arrangement of this band, including the regulatory requirements, are provided in [3].
Many network equipment vendors are supporting, or planning to support, dual carrier, 2x 20MHz TDD radios in the near future for the 2600MHz band. 

Due to the spectrum and network equipment availability, Band 41 is a prime candidate for deployment of Release 10 based LTE-advanced carrier aggregation capable UEs. 

This work item was initiated so that RAN4 could work on developing specification support for contiguous, intra-band carrier aggregation for Band 41 to support deployment of  LTE-advanced, building on the initial generic LTE TDD CA work that is developing the framework for TDD intra-band carrier aggregation based on Band 40.
4.1
Task description

The purpose of this WI is:
a. Building on the LTE intra-band CA work completed for Band 40, specify the core RF requirements for contiguous intra-band CA in Band 41, specifically considering aggregation of appropriate channel bandwidths up to:

i. 60MHz at the eNB;

ii. 40MHz at the UE with a maximum of 2 CCs on the DL and 1 or 2 CCs on the UL 

b. Specify band specific RRM requirements

c. Study specific signalling support requirements in RAN2

d. Add the performance requirements for intra-band carrier aggregation for Band 41 in the relevant specifications

Conformance testing aspects will be covered as part of a separate RAN5 WI.

5
Study of E-UTRA requirements


5.1
Operating bands and channel bandwidths

5.1.1
Operating bands for CA

E-UTRA CA for Band 41 is defined to operate in the entire Band 41 range, as defined in Table 5.1.1-1.

Table 5.1.1-1 Intra band CA operating band definition for Band 41

	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	CA_41
	41
	2496 MHz 
	–
	2690 MHz
	2496 MHz 
	–
	2690 MHz
	TDD


5.1.2
Channel bandwidths for CA

Table 5.1.2-1 defines the supported E-UTRA bandwidths for intra-band contiguous CA in Band 41.  As shown, only 10, 15 and 20 MHz component carrier channel bandwidths are proposed to be supported in Band 41 carrier aggregation.

On the UE side, only CA bandwidth class “C” is supported with a maximum number of CCs for combination being two, enabling aggregated bandwidths of 30 and 40 MHz at the UE using symmetric CC BW configurations.

Table 5.1.2-1: Supported E-UTRA bandwidths for intra-band contiguous CA in Band 41

	CA operating band / channel bandwidth

	E-UTRA CA Band
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	CA_41C1
	41
	
	
	
	Yes
	Yes
	Yes

	Note 1:
Combinations of component carriers with unequal channel bandwidth should be considered. The maximum number of CCs for combination is two.


As defined for Band 40, combinations of component carriers with unequal channel bandwidth should be considered for Band 41, specifically combinations of 20 + 10 MHz and 20 + 15 MHz. [4] provides detail on operating scenarios where such configurations may be required and it is proposed to study if these CA combinations can be supported by the intra-band contiguous CA framework developed in Rel-10 for TDD, in the form of Band 40 CA, without significant changes. 
It is also proposed to study if it is needed and beneficial to support the case of a UE capable of 2 CC on the DL and 1 CC on the UL, based on the discussion in [4].

While eNB CA specifications have been developed to be aggregated bandwidth independent, it is worth noting that aggregation of up to 60MHz is considered to be supported at the eNB side with the downlink and uplink aggregated bandwidth always being symmetric. This enables the eNB to use any two adjacent component carriers for aggregating resources for allocation to a UE.
5.2
Specific UE RF requirements

<Text to be added>

5.3
Specific BS RF requirements

<Text to be added>

5.4
Specific UE RRM requirements

<Text to be added>
6
Summary of required changes to E-UTRA specifications

6.1
Required changes to TS36.101

Required changes in UE RF specification TS 36.101 are shown in Table 6.1-1.
Table 6.1-1: Required changes in TS 36.101
	Section
	Requirement
	Required changes in TS 36.101

	5.5A
	Operating bands for CA
	A new row is expected to be added in Table 5.5A-1 to add CA_41 to the supported intra-band CA operating bands. 

	5.6A.1
	Channel bandwidths per operating band for CA
	A new row is expected to be added in Table 5.6A.1-1. for the supported E-UTRA bandwidths of intra-band contiguous B41 CA.

	6.2.2A
	UE Maximum Output Power for intra-band contiguous CA
	A new row is expected to be added in Table 6.2.2A-1. It’s proposed to evaluate the appropriate UE maximum output power requirement for intra-band contiguous B41 CA. 

	6.2.4A
	UE Maximum Output Power with additional requirements for CA
	It’s proposed to evaluate the appropriate A-MPR requirement for intra-band contiguous Band 41 CA with 2 CCs on the UL.

	6.6.2.2.2A
	Additional Spectrum Emission Mask for B41 CA
	It’s proposed to add a new section in 6.6.2.2.2A to define the CA SEM for class C for NS_04 (this will adapt Table 6.6.2.1A-1 to meet current FCC requirements)

	7.3.1A
	Minimum requirements (QPSK) for CA
	A new row is expected to be added in Table 7.3.1A-1 for intra-band CA uplink configuration for reference sensitivity.  

	7.6.1.1A
	In-band blocking for intra-band contiguous CA
	Appropriate changes are expected in Table 7.6.1.1A-2. It’s proposed to evaluate whether the existing CA_40C in-band blocking requirement is valid for CA_41C or not.

	7.6.2.1A
	Out-of-band blocking for intra-band contiguous CA
	Appropriate changes are expected in Table 7.6.2.1A-2. It’s proposed to evaluate whether the existing CA_40C out-of-band blocking requirement is valid for CA_41C or  not.


6.2
Required changes to TS36.104

Required changes in BS RF specification TS 36.104 are shown in Table 6.2-1.

Table 6.2-1: Required changes in TS 36.104
	Section
	Requirement
	Required Changes in TS 36.104

	5.5
	Operating bands
	A new row is expected to be added in Table 5.5-2 to support B41 intra-band contiguous carrier aggregation configuration. 


6.3
Required changes to TS36.133

No changes required in TS 36.133.
6.4
Required changes to TS36.141

Required changes in BS test specification TS 36.141 are shown in Table 6.4-1.

Table 6.4-1: Required changes in TS 36.141

	Section
	Requirement
	Required Changes in TS 36.141

	5.5
	Operating bands
	A new row is expected to be added in Table 5.5-2 to support B41 intra-band contiguous carrier aggregation configuration. 


6.5
Required changes to TS36.307

 Required changes in TS 36.307 are shown in Table 6.5-1.
Table 6.5-1: Required changes in TS 36.307
	Section
	Requirement
	Required Changes in TS 36.307

	8
	Band 41 independent of release
	Expect to add some changes to 36.307 Rel-10 to provide the appropriate pointers to the Rel-11 spec to enable backdating of band 41 CA to Rel-10.


6.6
Required changes to TS37.104

 No changes required in TS 37.104.
6.7
Required changes to TS37.141

Required changes in TS 37.141 are shown in Table 6.7-1.

Table 6.7-1: Required changes in TS 37.141

	Section
	Requirement
	Required changes in TS 37.141

	4.4
	Operating bands and band categories 
	A new row is expected to be added in Table 4.4.3 to support B41 intra-band contiguous carrier aggregation configuration. 


7
Project plan
The high level plan proposed in [2] and agreed in RAN#52 is to complete the LTE_CA_B41-Core part by September 2012 and the LTE_CA_B41-Perf by December 2012.

It is expected that support for 2CC downlink and 1 CC uplink will be completed first, followed by extension to provide support for 2 CC uplink.

The detailed task schedule is provided in the following subclause.
7.1
Schedule and Work Task Status
 Table 7.1-1 summarises the schedule and work task status for LTE_CA_B41 WI.

Table 7.1-1: Schedule and work task status

	Item#
	Necessary work
	Responsibility
	Schedule
	Status

	1
	Provide and approve skeleton TR
	Clearwire
	RAN4#59-AH
	100%

	2
	Study changes required  to operating band for CA and channel bandwidths for CA in the TSs 
	RAN4
	RAN4#60
	100%

	3
	Study UE RF & RRM requirements to support 2 CC DL & 1 CC UL CA
	RAN4
	RAN4#61
	

	4
	Study eNB RF requirements (including MSR aspects)
	RAN4
	RAN4#61
	

	5
	Generate CRs to update appropriate specifications to provide support for 2 CC DL & 1 CC UL
	RAN4
	RAN4#62 

(for RAN#55)
	

	6
	Study UE RF requirements to support 2 CC UL CA
	RAN4
	RAN4#64
	

	7
	Generate CRs to update appropriate specifications to provide support for 2 CC DL & 2 CC UL
	RAN4
	RAN4#65

(for RAN#57)
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