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--- Start of changes ---
6.2.1
Minimum requirement for roaming bands
6.2.1.1  FDD

Minimum performance requirements for FDD roaming bands are shown in Table 6.4 and Table 6.5. The values in Table 6.4 are applicable to USB plug-in devices. The values in Table 6.5 are applicable to notebook devices.
Table 6.4: TRP minimum performance requirement for LME devices (applicable to USB plug-in devices)
	Operating band
	Power Class 1
	Power Class 2
	Power Class 3
	Power Class 3bis
	Power Class 4

	
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)

	
	
	
	Average
	Min
	Average
	Min
	Average
	Min

	I
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	II
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	III
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	IV
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	V
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	VI
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	VII
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	VIII
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	IX
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD


Table 6.5: TRP minimum performance requirement for LEE devices (applicable to notebook devices) 

	Operating band
	Power Class 1
	Power Class 2
	Power Class 3
	Power Class 3bis
	Power Class 4

	
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)

	
	
	
	Average
	Min
	Average
	Min
	Average
	Min

	I
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	II
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	III
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	IV
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	V
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	VI
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	VII
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	VIII
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	IX
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD


6.2.1.2
UTRA LCR TDD

For URTA LCR TDD LME / LEE, the TRP minimum performance requirements are listed in Table 6.6 and Table 6.7.
Table 6.6: TRP minimum performance requirement for LME devices (applicable to USB plug-in devices)
	Operating band 
	Power Class 1 
	Power Class 2 
	Power Class 3 
	Power Class 4 

	
	Power (dBm) 
	Power (dBm) 
	Power (dBm) 
	Power (dBm) 

	
	Average 
	Min
	Average 
	Min
	Average 
	Min
	 Average 
	Min 

	a
	 －
	－
	TBD
	TBD 
	－
	－
	－
	－

	b
	 －
	－
	TBD
	TBD
	－
	－
	－
	－

	c
	 －
	－
	TBD
	TBD
	－
	－
	－
	－

	d
	 －
	－
	TBD
	TBD
	－
	－
	－
	－

	e
	 －
	－
	TBD
	TBD 
	－
	－
	－
	－

	f
	 －
	－
	TBD
	TBD 
	－
	－
	－
	－

	 Note: Applicable for dual-mode GSM/UTRA LCR TDD.


Table 6.7: TRP minimum performance requirement for LEE devices (applicable to notebook devices)
	Operating band 
	Power Class 1 
	Power Class 2 
	Power Class 3 
	Power Class 4 

	
	Power (dBm) 
	Power (dBm) 
	Power (dBm) 
	Power (dBm) 

	
	Average 
	Min
	Average 
	Min
	Average 
	Min
	 Average 
	Min 

	a
	 －
	－
	TBD
	TBD 
	－
	－
	－
	－

	b
	 －
	－
	TBD
	TBD
	－
	－
	－
	－

	c
	 －
	－
	TBD
	TBD
	－
	－
	－
	－

	d
	 －
	－
	TBD
	TBD
	－
	－
	－
	－

	e
	 －
	－
	TBD
	TBD 
	－
	－
	－
	－

	f
	 －
	－
	TBD
	TBD 
	－
	－
	－
	－

	 Note: Applicable for dual-mode GSM/UTRA LCR TDD.


--- End of changes ---
--- Start of changes ---
7.3.1
Minimum requirement for roaming bands

7.3.1.1
FDD
Minimum performance requirements for FDD roaming bands are shown in Table 7.4 and Table 7.5. The values in Table 7.4 are applicable to USB plug-in devices. The values in Table 7.5 are applicable to notebook devices.

Table 7.4: TRS minimum requirements for LME devices (applicable to USB plug-in devices)
	Operating Band
	Unit
	<REFÎor>

	
	
	Average
	Max

	I
	dBm/3.84 MHz
	TBD
	TBD

	II
	dBm/3.84 MHz
	TBD
	TBD

	III
	dBm/3.84 MHz
	TBD
	TBD

	IV
	dBm/3.84 MHz
	TBD
	TBD

	V
	dBm/3.84 MHz
	TBD
	TBD

	VI
	dBm/3.84 MHz
	TBD
	TBD

	VII
	dBm/3.84 MHz
	TBD
	TBD

	VIII
	dBm/3.84 MHz
	TBD
	TBD

	IX
	dBm/3.84 MHz
	TBD
	TBD

	NOTE 1
For Power Class 3, 3bis and 4 this shall be achieved at the maximum output power.

NOTE 2
For the UE which supports both Band III and Band IX operating frequencies, the reference level of TDB dBm TRS <REFÎor> [average and min] shall apply for Band IX. 
NOTE3 
Applicable for dual-mode GSM/UMTS.

NOTE 4    For the UE which supports DB-DC-HSDPA configuration 2, average <REFÎor> level of -98 dBm/3.84 MHz and max <REFÎor> level of -95 dBm/3.84 MHz shall apply for Band II.

NOTE 5    For the UE which supports DB-DC-HSDPA configuration 2, average <REFÎor> level of -100 dBm/3.84 MHz and max <REFÎor> level of -97 dBm/3.84 MHz shall apply for Band IV. 


Table 7.5: TRS minimum requirements for LEE devices (applicable to notebook devices)
	Operating Band
	Unit
	<REFÎor>

	
	
	Average
	Max

	I
	dBm/3.84 MHz
	TBD
	TBD

	II
	dBm/3.84 MHz
	TBD
	TBD

	III
	dBm/3.84 MHz
	TBD
	TBD

	IV
	dBm/3.84 MHz
	TBD
	TBD

	V
	dBm/3.84 MHz
	TBD
	TBD

	VI
	dBm/3.84 MHz
	TBD
	TBD

	VII
	dBm/3.84 MHz
	TBD
	TBD

	VIII
	dBm/3.84 MHz
	TBD
	TBD

	IX
	dBm/3.84 MHz
	TBD
	TBD

	NOTE 1
For Power Class 3, 3bis and 4 this shall be achieved at the maximum output power.

NOTE 2
For the UE which supports both Band III and Band IX operating frequencies, the reference level of TDB dBm TRS <REFÎor> [average and min] shall apply for Band IX. 
NOTE3 
Applicable for dual-mode GSM/UMTS.

NOTE 4    For the UE which supports DB-DC-HSDPA configuration 2, average <REFÎor> level of -98 dBm/3.84 MHz and max <REFÎor> level of -95 dBm/3.84 MHz shall apply for Band II.

NOTE 5    For the UE which supports DB-DC-HSDPA configuration 2, average <REFÎor> level of -100 dBm/3.84 MHz and max <REFÎor> level of -97 dBm/3.84 MHz shall apply for Band IV. 


7.2.3           UTRA LCR  TDD

For URTA LCR TDD LME / LEE, the TRS minimum performance requirements are listed in Table 7.6 and Table 7.7.
Table 7.6: TRS minimum performance requirement for LME devices (applicable to USB plug-in devices)
	Operating Band 
	Unit 
	<REFÎor> 

	-
	-
	Average 
	Max 

	a
	dBm/1.28 MHz 
	TBD
	TBD

	b
	dBm/1.28 MHz
	TBD
	TBD

	c
	dBm/1.28 MHz
	TBD
	TBD

	d
	dBm/1.28 MHz
	TBD
	TBD

	e
	dBm/1.28 MHz
	TBD
	TBD

	f
	dBm/1.28 MHz
	TBD
	TBD

	Note: 
Applicable for dual-mode GSM/UTRA LCR TDD. 


Table 7.7: TRS minimum performance requirement for LEE devices (applicable to notebook devices)
	Operating Band 
	Unit 
	<REFÎor> 

	-
	-
	Average 
	Max 

	a
	dBm/1.28 MHz 
	TBD
	TBD

	b
	dBm/1.28 MHz
	TBD
	TBD

	c
	dBm/1.28 MHz
	TBD
	TBD

	d
	dBm/1.28 MHz
	TBD
	TBD

	e
	dBm/1.28 MHz
	TBD
	TBD

	f
	dBm/1.28 MHz
	TBD
	TBD

	Note: 
Applicable for dual-mode GSM/UTRA LCR TDD. 


--- End of changes ---
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