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8
Performance requirements

8.1
General

Performance requirements for the BS are specified for the measurement channels defined in Annex A and the propagation conditions in Annex B. The requirements only apply to those measurement channels that are supported by the base station. The performance requirements for the high speed train conditions defined in Annex B.3 are optional. All Bit Error Ratio (BER) and Block Error ratio (BLER) measurements shall be carried out according to the general rules for statistical testing defined in ITU-T Recommendation O.153 [10] and Annex F. 

Unless stated otherwise, performance requirements apply for a single carrier only. Performance requirements for a BS supporting MC-HSUPA are defined in terms of single carrier requirements.
The characteristics of the white noise source, simulating interference from other cells (Ioc), shall comply with the AWGN interferer definition in subclause 5.18.

The requirements only apply to a base station with dual receiver antenna diversity unless otherwise stated. The required Îor/Ioc shall be applied separately at each antenna port.

Table 8.1: Summary of Base Station performance targets

	Physical channel
	Measurement channel
	Static
	Multi-path

Case 1
	Multi-path

Case 2**
	Multi-path Case 3**
	High speed train**

	
	
	Performance metric

	DCH
	12,2 kbps
	BLER < 10-2
	BLER < 10-2
	BLER < 10-2
	BLER < 10-2
	BLER<10-2

	
	64 kbps
	BLER < 10-1, 10-2
	BLER < 10-1, 10-2
	BLER < 10-1, 10-2
	BLER < 10-1, 10-2, 10-3
	BLER<

10-1, 10-2

	
	144 kbps
	BLER < 10-1, 10-2
	BLER < 10-1, 10-2
	BLER < 10-1, 10-2
	BLER < 10-1, 10-2, 10-3
	-

	
	384 kbps
	BLER < 10-1, 10-2
	BLER < 10-1, 10-2
	BLER < 10-1, 10-2
	BLER < 10-1, 10-2, 10-3
	-

	*Note: Optional condition, not applicable for all BSs. 

**Note: Not applicable for Home BS


8.2
Demodulation in static propagation conditions
8.2
Demodulation in static propagation conditions

8.2.1
Demodulation of DCH

8.2.1.1
Definition and applicability

The performance requirement of DCH in static propagation conditions is determined by the maximum Block Error Ratio (BLER) allowed when the receiver input signal is at a specified Îor/Ioc limit. The BLER is calculated for each of the measurement channels supported by the base station.

In this subclause, different requirements shall apply to Wide Area BS , Local Area BS and Home BS.

8.2.1.2
Minimum Requirements

-- NEXT MODIFIED SECTION --
8.3
Demodulation of DCH in multipath fading conditions

8.3.1
Multipath fading Case 1

8.3.1.1
Definition and applicability

The performance requirement of DCH in multipath fading Case 1 is determined by the maximum Block Error Ratio (BLER) allowed when the receiver input signal is at a specified Îor/Ioc limit. The BLER is calculated for each of the measurement channels supported by the base station.

In this subclause, different requirements shall apply to Wide Area BS , Local Area BS and Home BS.

8.3.1.2
Minimum Requirements
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