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1. Overall Description:
RAN4 notes that a sentence was added to TS36.306 section 4.3.5.2 which states "In all non-CA band combinations the UE shall indicate a bandwidth class supporting the maximum channel bandwidth defined for the band” in the IE supportedBandInformation.
Related to this, RAN4 would like to ensure that RAN2 is aware of the following aspects to ensure that there is a common understanding of the implications of this sentence.

· The following bandwidth classes are defined in 36.101. Since all CA BW classes except class A indicate support for more than 1CC, and/or have a greater than 100RB aggregated transmission bandwidth configuration , RAN4 understands that the only bandwidth class which could be indicated in a non-CA band combination is class A.

Table 5.6A-1: CA bandwidth classes and corresponding nominal guard bands

	CA Bandwidth Class
	Aggregated Transmission Bandwidth Configuration
	Maximum number of CC
	Nominal Guard Band BWGB

	A
	NRB,agg ≤ 100
	1
	0.05BWChannel(1)

	B
	NRB,agg ≤ 100
	2
	FFS

	C
	100 < NRB,agg ≤ 200
	2
	0.05 max(BWChannel(1),BWChannel(2))

	D
	200 < NRB,agg ≤ [300]
	FFS
	FFS

	E
	[300] < NRB,agg ≤ [400]
	FFS
	FFS

	F
	[400] < NRB,agg ≤ [500]
	FFS
	FFS

	Note 1:
BWChannel(1) and BWChannel(2) are channel bandwidths of two E-UTRA component carriers according to Table 5.6-1.


· RAN4 understands that indication of bandwidth class A in a non-CA band combination should not automatically be taken to mean that 20MHz channel bandwidth can be supported. In 36.101, the following supported channel bandwidths are defined for non CA operation on different bands, and it can be seen that there are several bands where 20MHz E-UTRA channel bandwidth is not defined. As a concrete example, RAN4 understanding is that a UE indicating support for non CA band 5 using BW class A according to 36.306 would only support channel bandwidths up to 10MHz.
Table 5.6.1-1: E-UTRA channel bandwidth

	E-UTRA band / channel bandwidth

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	1
	
	
	Yes
	 Yes
	 Yes
	 Yes

	2
	Yes
	Yes
	Yes
	Yes
	Yes[1]
	Yes[1]

	3
	Yes
	Yes
	Yes
	Yes
	Yes[1]
	Yes[1]

	4
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	5
	Yes
	Yes
	Yes
	Yes[1]
	
	

	6
	
	
	Yes
	Yes[1]
	
	

	7
	
	
	Yes
	Yes
	Yes
	Yes[1]

	8
	Yes
	Yes
	Yes
	Yes[1]
	
	

	9
	
	
	Yes
	Yes
	Yes[1]
	Yes[1]

	10
	
	
	Yes
	Yes
	Yes
	Yes

	11
	
	
	Yes
	Yes[1]
	
	

	12
	Yes
	Yes
	Yes[1]
	Yes[1]
	
	

	13
	
	
	Yes[1]
	Yes[1]
	
	

	14
	
	
	Yes[1]
	Yes[1]
	
	

	...
	
	
	
	
	
	

	17
	
	
	Yes[1]
	Yes[1]
	
	

	18
	
	
	Yes
	Yes[1]
	Yes[1]
	

	19
	
	
	Yes
	Yes[1]
	Yes[1]
	

	20
	
	
	Yes
	Yes[1]
	Yes[1]
	Yes[1]

	21
	
	
	Yes
	Yes[1]
	Yes[1]
	

	...
	
	
	
	
	
	

	23
	Yes
	Yes
	Yes
	Yes
	
	

	24
	
	
	Yes
	Yes
	
	

	25
	Yes
	Yes
	Yes
	Yes
	Yes[1]
	Yes[1]

	...
	
	
	
	
	
	

	33
	
	
	Yes 
	Yes
	Yes
	Yes

	34
	
	
	Yes
	Yes
	Yes
	

	35
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	36
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	37
	
	
	Yes
	Yes
	Yes
	Yes

	38
	
	
	Yes
	Yes
	Yes
	Yes

	39
	
	
	Yes
	Yes
	Yes
	Yes

	40
	
	
	Yes
	Yes
	Yes
	Yes

	41
	
	
	Yes
	Yes
	Yes
	Yes

	42
	
	
	Yes
	Yes
	Yes
	Yes

	43
	
	
	Yes
	Yes
	Yes
	Yes

	NOTE 1:
bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (Clause 7.3) is allowed.


· Table 5.6.1-1: E-UTRA channel bandwidth

	E-UTRA band / channel bandwidth

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	1
	
	
	Yes
	 Yes
	 Yes
	 Yes

	2
	Yes
	Yes
	Yes
	Yes
	Yes[1]
	Yes[1]

	3
	Yes
	Yes
	Yes
	Yes
	Yes[1]
	Yes[1]

	4
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	5
	Yes
	Yes
	Yes
	Yes[1]
	
	

	6
	
	
	Yes
	Yes[1]
	
	

	7
	
	
	Yes
	Yes
	Yes
	Yes[1]

	8
	Yes
	Yes
	Yes
	Yes[1]
	
	

	9
	
	
	Yes
	Yes
	Yes[1]
	Yes[1]

	10
	
	
	Yes
	Yes
	Yes
	Yes

	11
	
	
	Yes
	Yes[1]
	
	

	12
	Yes
	Yes
	Yes[1]
	Yes[1]
	
	

	13
	
	
	Yes[1]
	Yes[1]
	
	

	14
	
	
	Yes[1]
	Yes[1]
	
	

	...
	
	
	
	
	
	

	17
	
	
	Yes[1]
	Yes[1]
	
	

	18
	
	
	Yes
	Yes[1]
	Yes[1]
	

	19
	
	
	Yes
	Yes[1]
	Yes[1]
	

	20
	
	
	Yes
	Yes[1]
	Yes[1]
	Yes[1]

	21
	
	
	Yes
	Yes[1]
	Yes[1]
	

	...
	
	
	
	
	
	

	23
	Yes
	Yes
	Yes
	Yes
	
	

	24
	
	
	Yes
	Yes
	
	

	25
	Yes
	Yes
	Yes
	Yes
	Yes[1]
	Yes[1]

	...
	
	
	
	
	
	

	33
	
	
	Yes 
	Yes
	Yes
	Yes

	34
	
	
	Yes
	Yes
	Yes
	

	35
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	36
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	37
	
	
	Yes
	Yes
	Yes
	Yes

	38
	
	
	Yes
	Yes
	Yes
	Yes

	39
	
	
	Yes
	Yes
	Yes
	Yes

	40
	
	
	Yes
	Yes
	Yes
	Yes

	41
	
	
	Yes
	Yes
	Yes
	Yes

	42
	
	
	Yes
	Yes
	Yes
	Yes

	43
	
	
	Yes
	Yes
	Yes
	Yes

	NOTE 1:
bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (Clause 7.3) is allowed.


· RAN4 also understands that the indication of bandwidth class A for a non-CA band should not be understood as meaning that the UE supports any CA related performance requirements in TS36.101 on that band. So, for example, support of performance requirements for multi-cluster transmission would not be implied by indication of CA bandwidth class A in this case.
2. Actions:
To RAN2:

RAN2 is kindly requested to note RAN4 understanding of the indication of CA bandwidth classes on a non CA band, and to consider whether any further clarification of the corresponding sentence in 36.306 would be beneficial.
3. Date of Next TSG-RAN4 Meetings:

TSG-RAN4 Meeting #60AH
October 10 – 14, 2011

Zhuhai, China
TSGRAN4 Meeting #61 November  November 14-18, 2011
San Francisco, USA
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