
3GPP TSG-RAN WG4 Meeting #60bis  












         R4-114989
Zhuhai, China, 10 Oct – 14 Oct , 2011

Title:
[Draft] LS on “per band OLTD capability” signalling
Release:
Rel-11
Work Item:
HSPA_UL_TxDiv-OL-Core
Source:
TSG-RAN WG4

To:
TSG-RAN WG2

Cc:
None
Contact Person:
Name:


 Liehai Liu
E-mail Address:
liuliehai@huawei.com
Attachments:         
None

1 Introduction:
The complexity impact to the UE implementation due to UL OLTD was studied in uplink transmit diversity for HSPA SI [1]. Compared to baseline non-ULTD UE, OLTD UE may need one more PA, duplexer, antenna and DAC. It should be noted that the PA and duplexer are band specific which will increase the complexity significantly if the UE supports OLTD for all the supported bands. To avoid unnecessary increase of complexity, it is suggested to introduce OLTD capability per band. 
It is noted that LS on the need of "per band CLTD capability" was already agreed to send to RAN2 in RAN4#60.
2 Actions:

To RAN2:

RAN4 kindly asks RAN2 to consider the RAN4 finding on complexity impact due to OLTD and propose RAN2 to introduce “per band OLTD capability” signalling in corresponding specification.
3 Date of Next TSG-RAN WG4 Meeting:

3GPP TSG-RAN WG4 Meeting #61
14th  – 18th  November

San Francisco, US
4 References:

[1] TR25.863.10.0.0, “Uplink transmit diversity for High Speed Packet Access”
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