TSG-RAN Working Group 4 (Radio) meeting #60bis
R4-115147
Zhuhai, China, 10th Oct. – 14th Oct. 2011

Source:
ZTE

Title:
Text proposal of require changes to BS RF requirements for B38 CA
Agenda item:
7.3.2
Document for:
Approval

1. Introduction
A new work item of carrier aggregation in Band 38 was approved during RAN#52 [1]. At the last RAN4 meeting, some documents[2,3] have been agreed and added in[4]. [5] shows the impact on BS RF requirements due to introduction of the new carrier aggregation band.
2. Conclusion

It is shown in [5] that there is no impact foreseen to BS RF specification required to support intra-band carrier aggregation in the band 38. 
The corresponding text proposal is proposed.
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8 E-UTRA RF requirements for BS

No impact is foreseen to BS RF specification. Supporting to Band 38 CA in the BS specifications shall be added to Table 5.5-2 in TS 36.104 and Table 5.5-2 in TS 36.141, respectively. These changes are identified in Section 9.2 and 9.6.


9 Summary of required changes to E-UTRA specifications

9.1 Required changes to TS36.101
<Text to be added> 

9.2 Required changes to TS36.104
Required changes in BS RF specification TS 36.104 are shown in Table 9.2-1.

Table 9.2-1: Required changes in TS 36.104

	Section
	Requirement
	Required Changes in TS 36.104

	5.5
	Operating bands
	A new row is expected to be added in Table 5.5-2 to support B38 intra-band contiguous carrier aggregation configuration. 



9.5 Required changes to TS36.133

<Text to be added> 

9.6 Required changes to TS36.141

Required changes in BS test specification TS 36.141 are shown in Table 9.6-1.

Table 9.6-1: Required changes in TS 36.141

	Section
	Requirement
	Required Changes in TS 36.141

	5.5
	Operating bands
	A new row is expected to be added in Table 5.5-2 to support B38 intra-band contiguous carrier aggregation configuration. 



9.7 Required changes to TS36.307

<Text to be added> 

9.8 Required changes to TS37.104

No changes are foreseen in TS 37.104.


9.9 Required changes to TS37.141

No changes are foreseen in TS 37.141.


<End of TP>




































