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With the correctly defined requirements, the note in Table 8.2.2-1 should also apply to intra-frequency RSTD measurements, which is, however, currently not clear in the specification and may be interpreted as if it applies only for mobility measurements referred to as “Intra-frequency” in Table 8.2.2-1.
The total number of reporting criteria with CA has been calculated without taking into account reporting criteria for positioning measurements, and thus need to be aligned with the numbers in Table 8.2.2-1.
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8.2.2
Requirements

In this section a reporting criterion corresponds to either one event (in the case of event based reporting), or one periodic reporting criterion (in case of periodic reporting), or one no reporting criterion (in case of no reporting). For event based reporting, each instance of event, with the same or different event identities, is counted as separate reporting criterion in table 8.2.2-1.
The UE shall be able to support in parallel per category up to Ecat reporting criteria according to table 8.2.2-1. If the UE is not configured with SCell carrier frequencies, for the measurement categories belonging to measurements on: E-UTRA intra-frequency cells, E-UTRA inter-frequency cells, and inter-RAT per supported RAT, the UE need not support more than 25 reporting criteria in total. If the UE is configured with SCell carrier frequencies, for the measurement categories belonging to measurements on: E-UTRA intra-frequency cells, E-UTRA inter-frequency cells, and inter-RAT per supported RAT, the UE need not support more than 35 reporting criteria in total.

Table 8.2.2-1: Requirements for reporting criteria per measurement category

	Measurement category
	Ecat
	Note

	Intra-frequencyNote 1
	9
	E-UTRA intra-frequency cells

	Intra-frequency UE Rx-Tx time difference
	2
	Intra-frequency UE Rx-Tx time difference measurements reported to E-UTRAN via RRC and to positioning server via LPP. Applies for UE supporting both LPP and UE Rx-Tx time difference measurement on PCell.

	Intra-frequency RSTD Note 2
	1
	Intra-frequency RSTD measurement reporting for UE supporting OTDOA; 1 report capable of minimum 16 cell measurements for the intra-frequency

	Inter-frequency
	7
	E-UTRA inter-frequency cells

	Inter-frequency RSTD
	1
	Inter-frequency RSTD measurement reporting for UE supporting OTDOA; 1 report capable of minimum 16 cell measurements for at least one inter-frequency

	Inter-RAT (E-UTRAN FDD or TDD, UTRAN FDD, UTRAN TDD, GSM, cdma2000 1 x RTT and HRPD)
	5
	Only applicable for UE with this (inter-RAT) capability. This requirement (Ecat = 5) is per supported RAT.

	Note 1:
When the UE is configured with SCell carrier frequencies, Ecat for Intra-frequency is applied per serving frequency.
Note 2:
When the UE is configured with SCell carrier frequencies, Ecat for Intra-frequency RSTD is applied per serving frequency.
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