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1          Introduction
This paper is to consider the  Rel-11 work item for non-contiguous 4C-HSDPA operation  as agreed at RAN#51 meeting [1] which outlines RF requirements for non-contiguous 4C-HSDPA UMTS, and to leverage the Rel-10 NC_MSR specification and definition work. 

The work item covers a range of deployments and covers Networks where more than one block is in use, and where the blocks can be combinations of non-contiguous in frequency and band.
2         Discussion
At the RAN4 Athens meeting there were a number of contributions [2, 3, 4 ] and a subsequent discussion on the best way forward to update 3GPP specifications 25.104 the Core UMTS specification, 36.104 LTE BS or 37.104 MSR BS.

Some proposals that could be considered include updating MSR specification 37.104 and cross reference to 25.104 or to add references into 25.104 to 37.104, or possibly to update 25.104 with the content of 37.104. Whatever method is supported is likely to be a trade off as editorial changes can lead to the omission and overlap or duplication of information and the subsequent maintenance overhead, and most importantly the frustration incurred by factory and test teams. 
Whatever documentation method is chosen is therefore a trade off and the proposal here is to consider updating 25.104 with reference to the performance aspects of 37.104 and to add an applicability table between the two specifications. 
3
Conclusion
The proposal here is to update 25.104 with an applicability table containing a cross reference table of requirements and clauses to 37.104 where appropriate as outlined in [2]  this table could be added as section 7 or perhaps an annex  after the main body of the TS. 
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----------------
Text proposal for 25.104 ------------------
7.7.8
 Applicability of NC_4C_HSDPA requirements to transmitter and receiver  

For a UTRA wide area BS  which supports non-contiguous_4C_HSDPA   also require additional conformance to TS 37.104, as outlined  in  the table below : 
Table 7.8:   NC_4C_HSDPA additional 37.104 requirements  
	wide area BS
	25.104 
	37.104 

	Transmitter 
	Section 
	NC_4C_HSDPA

	Spectrum emission mask 
for wide area BS 
	6.6.2.1
	6.6.2.1

	ACLR
	6.6.2.2
	6.6.4

	Transmitter Intermodulation
	6.7
	6.7.1

	Receiver 
	
	

	In-band selectivity and blocking
	7.5 
	7.4.1 and 7.4.2 

	Receiver Intermodulation
	7.6
	7.7.1 and 7.7.2

	 Time Alignment Error   

	6.8.4
	 n/a


--------------
End of text proposal ---------------
