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1   Introduction
In last RAN4 meeting, there has been an extensive discussion of RI test metric and a way forward [1] was agreed later.  The detailed simulation assumptions and the test metric for evaluation were listed in [2]. In this contribution, we provided the simulation results for baseline receiver according to the agreed eDLMIMO RI way forward..

2   Discussion
In [1] the following way forward was agreed:

· All candidate metrics for the TM9 rank indication tests are for further evaluation in simulation until RAN4#60bis.

· The target completion date for the metric selection is RAN4#60bis.

· Common assumptions:
· Test setup in framework document to be provided by NTT DOCOMO in R4-114847

· Results to be provided per simulation, in Excel format

· Relative quantities defined in R4-114847.

· SNR = -4 to 24 dB with 2 dB steps

· Sim.1

· Baseline receiver (MRC for Rank-1, MMSE for Rank-2)

· Low antenna correlation

· Sim.2

· Baseline receiver (MRC for Rank-1, MMSE for Rank-2)

· High antenna correlation

· Sim.3 (optional)

· Realistic advanced receiver X (improves performance versus baseline)

· Low antenna correlation

· Sim.4 (optional)

· Realistic advanced receiver X (improves performance versus baseline)

· High antenna correlation

Based on this agreed way forward, we have conducted the simulation for Sim1 and Sim2. The simulation curves are as following and the detailed results have been attached in the attached Excel Sheet.
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Figure 1. Low correlation. (Baseline Receiver)
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Figure 2. High correlation. (Baseline Receiver)
3   Conclusion
In this contribution, simulation results for RI TDD tests were provided for baseline receiver according to the agreed way forward.
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