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1
Introduction
The requirement of maximum output power for Relay has been discussed for several meetings, but there is still no consensus agreement on requirement for Relay backhaul link and the high power class of Relay access link. Consequently, the proposal is submitted in this contribution for high power class of access link.. 
2 Text proposal
9.1.7 RN output power

The rated output power for access link is listed in Table 9.1.X-1.

Table 9.1.7-1 Relay Rated output power
	Relay power class
	PRAT
	Tolerance(dB) for

normal conditions
	Tolerance(dB) for

extreme conditions

	Power class 1
	<  + 24 dBm (for one transmit antenna port)

<  + 21dBm (for two transmit antenna ports)

<  + 18 dBm (for four transmit antenna ports)
<  + 15 dBm (for eight transmit antenna ports)
	±2 of rated output

power declared

by manufacturer
	±2.5 of rated output

power declared

by manufacturer

	Power class 2
	<  + 30 dBm (for one transmit antenna port)

<  +27 dBm (for two transmit antenna ports)

< + 24dBm (for four transmit antenna ports) *
<  + 21dBm (for eight transmit antenna ports)*
	±2 of rated output

power declared

by manufacturer
	±2.5 of rated output

power declared

by manufacturer


In certain regions, the minimum requirement for normal conditions may apply also for some conditions outside the range of conditions defined as normal.
<End of TP>
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