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Introduction
This paper establishes the UE Reference sensitivity for carrier aggregation in Band 7. Text proposal for TR of CA in band 7 [1] is attached for approval.

UE Reference sensitivity
Section 7.3.1A in TS36.101 specifies the reference sensitivity requirements for CA. In general FDD intra-band CA does not change the UE reference sensitivity requirement for CA, and as Band 7 does not introduce any new requirements that impact CA aspects of reference sensitivity, it is proposed that no changes need to be made to the existing CA requirements.
The following change is required in the definition of the uplink configuration to support reference sensitivity testing:

· Add a row in Table 7.3.1A-1 for B7_C to describe the UL allocation that shall be used for the case of a UE that supports Bandwidth Class C UL

The change is shown in the following table.

Table 7.3.1A-1: Intra-band CA uplink configuration for reference sensitivity

	CA Band / Aggregated channel bandwidth / NRB / Duplex mode

	CA Band
	100RB+50RB
	75RB+75RB
	100RB+100RB
	Duplex Mode

	CA_1C
	n/a
	n/a
	PCC
	SCC
	PCC
	SCC
	FDD

	
	n/a
	n/a
	75
	55
	100
	30
	

	CA_40C
	PCC
	SCC
	PCC
	SCC
	PCC
	SCC
	TDD

	
	100
	50
	75
	75
	100
	100
	

	CA_7C
	n/a
	n/a
	PCC
	SCC
	PCC
	SCC
	FDD

	
	n/a
	n/a
	75
	55
	100
	30
	

	NOTE 1.
The carrier centre frequency of SCC in the UL operating band is configured closer to the DL operating band.
NOTE 2. 
The transmitted power over both PCC and SCC shall be set to PUMAX as defined in clause 6.2.5.
NOTE 3. 
The UL resource blocks in both PCC and SCC shall be confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1).
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6
E-UTRA RF requirements for UE

6.2 Receiver characteristics
6.2.1 UE Reference sensitivity
Section 7.3.1A in TS36.101 specifies the reference sensitivity requirements for CA. In general FDD intra-band CA does not change the UE reference sensitivity requirement for CA, and as Band 7 does not introduce any new requirements that impact CA aspects of reference sensitivity, it is proposed that no changes need to be made to the existing CA requirements, as shown in the following table.

Table 6.2.1: Intra-band CA uplink configuration for reference sensitivity

	CA Band / Aggregated channel bandwidth / NRB / Duplex mode

	CA Band
	100RB+50RB
	75RB+75RB
	100RB+100RB
	Duplex Mode

	CA_7C
	n/a
	n/a
	PCC
	SCC
	PCC
	SCC
	FDD

	
	n/a
	n/a
	75
	55
	100
	30
	

	NOTE 1.
The carrier centre frequency of SCC in the UL operating band is configured closer to the DL operating band.
NOTE 2. 
The transmitted power over both PCC and SCC shall be set to PUMAX as defined in clause 6.2.5 TS36.101.
NOTE 3. 
The UL resource blocks in both PCC and SCC shall be confined within the transmission bandwidth configuration for the channel bandwidth (TS36.101 Table 5.6-1 ).



<End of Text Proposal >
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