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8.3.2
TDD
The parameters specified in Table 8.3.2-1 are valid for TDD unless otherwise stated. 
Table 8.3.2-1: Common Test Parameters for User-specific Reference Symbols
	Parameter
	Unit
	Value 

	Uplink downlink configuration (Note 1)
	
	1

	Special subframe configuration (Note 2)
	
	4

	Cyclic prefix
	
	Normal

	Cell ID
	
	0

	Inter-TTI Distance
	
	1

	Number of HARQ processes
	Processes
	7

	Maximum number of HARQ transmission
	
	4

	Redundancy version coding sequence
	
	{0,1,2,3} for QPSK and 16QAM

{0,0,1,2} for 64QAM

	Number of OFDM symbols for PDCCH
	OFDM symbols
	2

	Beamforming Model
	
	As specified in Section B.4.1 and B.4.2

	Precoder update granularity
	
	Frequency domain: 1 PRB

Time domain: 1 ms

	ACK/NACK feedback mode
	
	Multiplexing

	Note 1:
as specified in Table 4.2-2 in TS 36.211 [4]

Note 2:
as specified in Table 4.2-1 in TS 36.211 [4]


—————————————————— NEXT MODIFICATION ——————————————————

B.4
Beamforming Model

B.4.1
Single-layer random beamforming (Antenna port 5, 7, or 8)

Single-layer transmission on antenna port 5 or on antenna port 7 or 8 without a simultaneous transmission on the other antenna port, is defined by using a precoder vector 
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 the number of modulation symbols including the user-specific reference symbols (DRS), and generates a block of signals 
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 the elements of which are to be mapped onto the same physical RE but transmitted on different antenna elements:
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Single-layer transmission on antenna port 7 or 8 with a simultaneous transmission on the other antenna port, is defined by using a pair of precoder vectors 
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 from Table 6.3.4.2.3-1 in [4], as beamforming weights, and normalizing the transmit power as follows:
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The precoder update granularity is specific to a test case.
The CSI reference symbols 
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B.4.2
Dual-layer random beamforming (antenna ports 7 and 8)
Dual-layer transmission on antenna ports 7 and 8 is defined by using a precoder matrix 
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 from Table 6.3.4.2.3-1 in [4] as beamforming weights. This precoder takes as an input a block of signals for antenna ports 7 and 8, 
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 being the number of modulation symbols per antenna port including the user-specific reference symbols, and generates a block of signals
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 the elements of which are to be mapped onto the same physical RE but transmitted on different antenna elements: 
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The precoder update granularity is specific to a test case.
The CSI reference symbols 
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B.4.3
Generic beamforming model (antenna ports 7-14)
The transmission on antenna port(s) 
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is the number of CSI reference signals configured per test and 
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 is the number of spatial layers. This precoder takes as an input a block of signals for antenna port(s) 
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 being the number of modulation symbols per antenna port including the user-specific reference symbols (DM-RS), and generates a block of signals 
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 the elements of which are to be mapped onto the same time-frequency index pair 
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The precoder matrix 
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The physical antenna elements are identified by indices 
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 is the number of physical antenna elements configured per test.

Modulation symbols 
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 (i.e. beamformed PDSCH and DM-RS) are mapped to the physical antenna index 
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Modulation symbols 
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Modulation symbols 
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