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<< Unchanged sections omitted >>
6.2.5
Configured transmitted Power

The UE is allowed to set its configured maximum output power PCMAX. The configured maximum output power PCMAX is set within the following bounds:

PCMAX_L ≤  PCMAX  ≤  PCMAX_H 

Where

-
PCMAX_L = MIN { PEMAX – TC,  PPowerClass – MAX(MPR + A-MPR+ TIB,c, P-MPR) – TC}

-
PCMAX_H = MIN {PEMAX,  PPowerClass}

-
PEMAX is the value given to IE P-Max, defined in [7] 

-
PPowerClass is the maximum UE power specified in Table 6.2.2-1 without taking into account the tolerance specified in the Table 6.2.2-1

-
MPR and A-MPR are specified in Section 6.2.3 and Section 6.2.4, respectively

-
TIB,c is the additional tolerance as specified in Table 6.2.5A-3, Table 6.2.5A-4, and Table 6.2.5A-5 for the UE that supports interband CA, DB-DC-HSDPA, or dual band 4C-HSDPA.

-
P-MPR is the power management term

-
TC = 1.5 dB when Note 2 in Table 6.2.2-1 applies

-
TC = 0 dB when Note 2 in Table 6.2.2-1 does not apply

The measured configured maximum output power PUMAX shall be within the following bounds:

PCMAX_L  –  T(PCMAX_L)  ≤  PUMAX  ≤  PCMAX_H  +  T(PCMAX_H) 

Where T(PCMAX) is defined by the tolerance table below and applies to PCMAX_L and PCMAX_H separately

Table 6.2.5-1: PCMAX tolerance 

	PCMAX             (dBm)
	Tolerance T(PCMAX)   (dB)

	21 ≤ PCMAX ≤ 23
	2.0

	20 ≤ PCMAX < 21
	2.5

	19 ≤ PCMAX < 20
	3.5

	18 ≤ PCMAX < 19
	4.0

	13 ≤ PCMAX < 18
	5.0

	8 ≤ PCMAX < 13
	6.0

	-40 ≤ PCMAX < 8
	7.0


6.2.5A
Configured transmitted Power for CA

For carrier aggregation the UE is allowed to set its configured maximum output power PCMAX,c  on serving cell c and its total configured maximum output power PCMAX. 

The configured maximum output power on serving cell c shall be set within the following bounds:

PCMAX_L,c ≤  PCMAX,c  ≤  PCMAX_H,c
For intra-band contiguous carrier aggregation:

-
PCMAX_L,c = MIN { PEMAX,c – TC,c,  PPowerClass – MAX(MPR c + A-MPR c+ TIB,c, P-MPR c) – TC, c }

For inter-band non-contiguous carrier aggregation:

-
-
PCMAX_L,c = MIN { PEMAX,c – TC,c,  PPowerClass – MAX(MPR c + A-MPR c + TIB,c, P-MPR c) – TC, c }

-
-
PCMAX_H,c = MIN {PEMAX,c, PPowerClass}

-
-
PEMAX, c is the value given by IE P-Max for serving cell c in [7].

-
-
PPowerClass is the maximum UE power specified in Table 6.2.2-1 without taking into account the tolerance specified in the Table 6.2.2-1. 
-
TIB,c is the additional tolerance for serving cell c as specified in Table 6.2.5A-3, Table 6.2.5A-4, and Table 6.2.5A-5.
For inter-band CA, MPR c and A-MPR c apply per serving cell c and are specified in Section 6.2.3 and Section 6.2.4, respectively. For intra-band contiguous CA, MPR c = MPR and A-MPR c = A-MPR with MPR and A-MPR specified in Section 6.2.3A and Section 6.2.4A respectively. 

-
P-MPR c accounts for power management for serving cell c. For intra-band CA, there is one power management term for the UE, P-MPR, and P-MPR c = P-MPR.

-
TC,c = 1.5 dB when Note 2 in Table 6.2.2-1 applies to the serving cell c. 

-
TC,c = 0 dB when Note 2 in Table 6.2.2-1 does not apply to the serving cell c.
For inter-band carrier aggregation with one UL serving cell the total configured maximum output power PCMAX shall be set within the following bounds:

PCMAX_L ≤  PCMAX  ≤  PCMAX_H
where 

-
PCMAX_L   = PCMAX_L,c
-
PCMAX_H   = PCMAX_H,c
The measured maximum output power PUMAX shall be within the following bounds:
PCMAX_L  –  T(PCMAX_L)  ≤  PUMAX  ≤  PCMAX_H  +  T(PCMAX_H)

T(PCMAX) is defined by the table below and applies to PCMAX_L and PCMAX_H separately. 

Table 6.2.5A-1: PCMAX tolerance 

	PCMAX             (dBm)
	Tolerance T(PCMAX)   (dB)

	21 ≤ PCMAX ≤ 23
	2.0

	20 ≤ PCMAX < 21
	[2.5]

	19 ≤ PCMAX < 20
	[3.5]


	18 ≤ PCMAX < 19
	[4.0]

	13 ≤ PCMAX < 18
	[5.0]

	8 ≤ PCMAX < 13
	[6.0]

	-40 ≤ PCMAX < 8
	[7.0]


For carrier aggregation with two UL serving cells, the total configured maximum output power PCMAX shall be set within the following bounds:

PCMAX_L_CA ≤  PCMAX  ≤  PCMAX_H_CA
For intra-band contiguous carrier aggregation, 
-
PCMAX_L _CA = MIN{10 log10 ∑ pEMAX,c  - TC , PPowerClass – MAX(MPR + A-MPR, P-MPR ) – TC}
-
PCMAX_H_CA  = MIN{10 log10 ∑ pEMAX,c , PPowerClass}
where 
-
pEMAX,c is the linear value of PEMAX, c which is given by IE P-Max for serving cell c in [7].

-
PPowerClass is the maximum UE power specified in Table 6.2.2A-1 without taking into account the tolerance specified in the Table 6.2.2A-1.
-
MPR and A-MPR specified in Section 6.2.3A and Section 6.2.4A respectively.
-
P-MPR is the power management term for the UE. 
-
TC is the highest value TC,c among all serving cells c in the subframe over both timeslots. TC,c = 1.5 dB when Note 2 in Table 6.2.2A-1 applies to the serving cell c. TC,c = 0 dB when Note 2 in Table 6.2.2A-1 does not apply to the serving cell c. 

For inter-band carrier aggregation with up to one serving cell c per operating band: 
PCMAX_L_CA  = MIN {10log10∑ MIN [ pEMAX,c/ (tC,c),  pPowerClass/(mprc·a-mprc·tC,c ·tIB,c) ,

pPowerClass/(pmprc·tC,c) ], PPowerClass}
PCMAX_H_CA  = MIN{10 log10 ∑ pEMAX,c , PPowerClass}
where
-
pEMAX,c is the linear value of PEMAX, c which is given by IE P-Max for serving cell c in [7].
-
PPowerClass is the maximum UE power specified in Table 6.2.2A-1 without taking into account the tolerance specified in the Table 6.2.2A-1. pPowerClass is the linear value of PPowerClass.

-
MPR c and A-MPR c apply per serving cell c and are specified in Section 6.2.3 and Section 6.2.4, respectively. mpr c is the linear value of MPR c. a-mpr c is the linear value of A-MPR c. 
-
P-MPR c accounts for power management for serving cell c. pmprc is the linear value of P-MPR c. 
-
tC,c = 1.41 when Note 2 in Table 6.2.2-1 applies for a serving cell c
-
tC,c = 1 when Note 2 in Table 6.2.2-1 does not apply for a serving cell c

-
tIB,c  is the linear value of the inter-band relaxation term of the serving cell c TIB,c. tIB,cwhen no inter-band relaxation is allowed.

The measured maximum output power PUMAX over all serving cells shall be within the following range:

PCMAX_L_CA  –  T(PCMAX_L_CA)  ≤  PUMAX  ≤  PCMAX_H_CA  +  T(PCMAX_H_CA) 

PUMAX = 10 log10 ∑ pUMAX,c  
where pUMAX,c  denotes the measured maximum output power for serving cell c expressed in linear scale. 

The tolerance T(PCMAX) is defined by the table below and applies to PCMAX_L_CA and PCMAX_H_CA separately.

Table 6.2.5A-2: PCMAX tolerance 

	PCMAX             (dBm)
	Tolerance T(PCMAX)   Intra-band with two active UL serving cells

(dB)
	Tolerance T(PCMAX)   Inter-band with two active UL serving cells

 (dB)

	21 ≤ PCMAX ≤ 23
	2.0
	2.0

	20 ≤ PCMAX < 21
	[2.5]
	TBD

	19 ≤ PCMAX < 20
	[3.5]
	TBD

	18 ≤ PCMAX < 19
	[4.0]
	TBD

	13 ≤ PCMAX < 18
	[5.0]
	TBD

	8 ≤ PCMAX < 13
	[6.0]
	TBD

	-40 ≤ PCMAX < 8
	[7.0]
	TBD


For the UE which supports inter-band CA configuration the ΔTIB,c is defined for applicable bands in Table 6.2.5A-3. For the UE which supports DB-DC-HSDPA the ΔTIB,c is defined for applicable bands in Table 6.2.5A-4.  For the UE that supports dual band 4C-HSDPA the the ΔTIB,c is defined for applicable bands in Table 6.2.5A-5.  In the event that  different values of ΔTIB,c as defined in Table 6.2.5A-3, Table 6.2.5A-4, and Table 6.2.5A-5 are applicable, the largest value shall be used.
Table 6.2.5A-3: ΔTIB,c for the UE that supports inter-band CA
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c  [dB] 



	CA_1A-5A
	1
	0.3

	
	5
	0.3


Table 6.2.5A-4: ΔTIB,c for the UE that supports DB-DC-HSDPA
	DB-DC-HSDPA Configuration
	E-UTRA Band
	ΔTIB,c  [dB] 



	1
	1
	0.3

	
	8
	0.3

	2
	2, 25
	1.0

	
	4
	1.0

	3
	1
	0.3

	
	5, [26]
	0.3

	4
	1
	1.0

	
	11
	1.0

	5
	2, 25
	0.3

	
	5, [26]
	0.3


Table 6.2.5A-5: ΔTIB,c for the UE that supports dual band 4C-HSDPA
	Dual Band 4C-HSDPA Configuration
	E-UTRA Band
	ΔTIB,c  [dB] 



	I-2-VIII-1, I-3-VIII-1
	1
	0.3

	
	8
	0.3

	II-1-IV-2, II-2-IV-1, II-2-IV-2
	2, 25
	1.0

	
	4
	1.0

	I-1-V-2, I-2-V-1, I-2-V-2
	1
	0.3

	
	5, [26]
	0.3


<< Unchanged sections omitted >>
7.3
Reference sensitivity power level

The reference sensitivity power level REFSENS is the minimum mean power applied to both the UE antenna ports at which the throughput shall meet or exceed the requirements for the specified reference measurement channel.

7.3.1

Minimum requirements (QPSK) 

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3.1-1 and table 7.3.1-2

Table 7.3.1-1: Reference sensitivity QPSK PREFSENS 

	Channel bandwidth

	E-UTRA Band
	1.4 MHz

(dBm)
	3 MHz

(dBm)
	5 MHz

(dBm)
	10 MHz

(dBm)
	15 MHz

(dBm)
	20 MHz

(dBm)
	Duplex Mode

	1
	
	
	-100
	 -97
	-95.2 
	-94 
	FDD

	2
	-102.7
	-99.7
	-98 
	-95
	-93.2
	-92
	FDD

	3
	-101.7
	-98.7
	-97 
	-94
	-92.2
	-91
	FDD

	4
	-104.7
	-101.7
	-100
	-97
	-95.2
	-94
	FDD

	5
	-103.2
	-100.2
	-98
	-95
	
	
	FDD

	6
	
	
	-100
	-97
	
	
	FDD

	7
	
	
	-98
	-95
	-93.2
	-92
	FDD

	8
	-102.2
	-99.2
	-97
	-94
	
	
	FDD

	9
	
	
	-99
	-96
	-94.2
	-93
	FDD

	10
	
	
	-100
	-97
	-95.2
	-94
	FDD

	11
	
	
	-100
	-97
	
	
	FDD

	12
	-101.7
	-98.7
	-97
	-94
	
	
	FDD

	13
	
	
	-97
	-94
	
	
	FDD

	14
	
	
	-97
	-94
	
	
	FDD

	…
	
	
	
	
	
	
	

	17
	
	
	-97
	-94
	
	
	FDD

	18
	
	
	-100
	 -97
	-95.2 
	
	FDD

	19
	
	
	-100
	 -97
	-95.2 
	
	FDD

	20
	
	
	-97
	-94
	-91.2
	-90
	FDD

	21
	
	
	-100
	 -97
	-95.2 
	
	FDD

	22
	
	
	-97
	-94
	-92.2
	-91
	FDD

	23
	-104.7
	-101.7
	-100
	-97
	
	
	FDD

	24
	
	
	-100
	-97
	
	
	FDD

	25
	-101.2
	-98.2
	-96.5
	-93.5
	-91.7
	-90.5
	FDD

	…
	
	
	
	
	
	
	

	33
	
	
	-100
	-97
	-95.2
	-94
	TDD

	34
	
	
	-100
	-97
	-95.2
	
	TDD

	35
	-106.2
	-102.2
	-100
	-97
	-95.2
	-94
	TDD

	36
	-106.2
	-102.2
	-100
	-97
	-95.2
	-94
	TDD

	37
	
	
	-100
	-97
	-95.2
	-94
	TDD

	38
	
	
	-100
	-97
	-95.2
	-94
	TDD

	39
	
	
	-100
	-97
	-95.2
	-94
	TDD

	40
	
	
	-100
	-97
	-95.2
	-94
	TDD

	41
	
	
	-99
	-96
	-94.2
	-93
	TDD

	42
	
	
	-99
	-96
	-94.2
	-93
	TDD

	43
	
	
	-99
	-96
	-94.2
	-93
	TDD

	Note 1:
The transmitter shall be set to PUMAX as defined in clause 6.2.5
Note 2:
Reference measurement channel is A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1

Note 3:
The signal power is specified per port

Note 4:
For the UE which supports both Band 3 and Band 9 the reference sensitivity level is FFS.

Note 5:
For the UE which supports both Band 11 and Band 21 the reference sensitivity level is FFS.


The reference receive sensitivity (REFSENS) requirement specified in Table 7.3.1-1 shall be met for an uplink transmission bandwidth less than or equal to that specified in Table 7.3.1-2.

Note: Table 7.3.1-2 is intended for conformance tests and does not necessarily reflect the operational conditions of the network, where the number of uplink and downlink allocated resource blocks will be practically constrained by other factors. Typical receiver sensitivity performance with HARQ retransmission enabled and using a residual BLER metric relevant for e.g. Speech Services is given in the Annex X (informative).

The minimum requirement for reference sensitivity in Table 7.3.1-1 shall be increased by the amount given in ΔRIB in Table 7.3.1A-2 for the UE that supports inter-band CA, Table 7.3.1A-3 for the UE that supports DB-DC-HSDPA, and Table 7.3.1A-4 for the UE that supports dual band 4C-HSDPA.  In the event that different values of ΔRIB as defined in Table 7.3.1A-2, Table 7.3.1A-3, and Table 7.3.1A-4 are applicable, the largest value shall be used.

Table 7.3.1A-2:  ΔRIB for the UE that supports inter-band CA
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB  [dB] 



	CA_1A-5A
	1
	0

	
	5
	0


Table 7.3.1A-3:  ΔRIB for the UE that supports DB-DC-HSDPA
	DB-DC-HSDPA Configuration
	E-UTRA Band
	ΔRIB  [dB] 



	1
	1
	0

	
	8
	0

	2
	2, 25
	1.0

	
	4
	1.0

	3
	1
	0

	
	5, [26]
	0

	4
	1
	1.0

	
	11
	1.0

	5
	2, 25
	0

	
	5, [26]
	0


Table 7.3.1A-3:  ΔRIB for the UE that supports dual band 4C-HSDPA
	Dual Band 4C-HSDPA Configuration
	E-UTRA Band
	ΔRIB  [dB] 



	I-2-VIII-1, I-3-VIII-1
	1
	0

	
	8
	0

	II-1-IV-2, II-2-IV-1, II-2-IV-2
	2, 25
	1.0

	
	4
	1.0

	I-1-V-2, I-2-V-1, I-2-V-2
	1
	0

	
	5, [26]
	0
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