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1
Introduction
It is agreed in last RAN4 meeting that the TDD frequency arrangement in APAC700 is the whole frequency range of 703 – 803 MHz, of which the guard band to adjacent band is aligned with recommendation for FDD. In this document, we provide a text proposal to include the corresponding channel number schemes and supported channel bandwidth for TDD system in TR36.820.
2 Text proposal

10.1
Carrier frequency and EARFCN
For the whole band 703-803 MHz the band arrangement for TDD is described in subclause 7.1. The band is arranged as:

- 703-803MHz
The band is given number [44]. EARFCN definitions are given in table10.1-1.

Table 10.1-1 EARFCN definition for band[44].
	E-UTRA Operating Band
	Downlink
	Uplink

	
	FDL_low [MHz]
	NOffs-DL
	Range of NDL
	FUL_low [MHz]
	NOffs-UL
	Range of NUL

	…
	
	
	
	
	
	

	[44]
	703
	45590
	45590 –46589
	703
	45590
	45590 –46589


10.2 
Channel bandwidths 
For Band [44] specification of radio requirements are considered for the bandwidths shown in Table 10.1.1-1. Whether the 1.4MHz and 3MHz bandwidth could be supported by band [44] is dependent on the demand and allocation in practice, which is marked as FFS. 
Table 10.2-1: E-UTRA channel bandwidth

	E-UTRA band / channel bandwidth

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10  MHz
	15 MHz
	20  MHz

	…
	
	
	
	
	
	

	[44]
	FFS
	FFS
	Yes
	Yes
	Yes
	Yes
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