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TSG RAN WG4 would like to thank RAN2 for their LS in R4-116121/R2-115520 “on time to continue attempting to search for a suitable E-UTRA cell”. 
[RAN2 Question]: RAN2 kindly ask RAN4 to inform RAN2 whether the following assumption is fair and can be used in RAN2 specifications:

The time to continue to search for a cell within a set (1-8) of E-UTRA frequencies in case no suitable cells are found could be set to: (nr of signalled E-UTRA frequencies) x 1 seconds. 

If RAN4 thinks it is not a fair assumption, RAN2 kindly asks RAN4 to provide guidance to RAN2 about the time to be used in TS 25.331.

[RAN4 Response]: RAN4 would like to inform RAN2 of the following findings:

· For UTRAN to E-UTRAN redirection, it is feasible for the UE to identify one E-UTRA cell and acquire its system information (assuming only MIB and SIB1 reading) in less than or equal to 1 second per E-UTRA frequency out of the searched E-UTRA frequencies, if there is no failure in acquisition and SI reading.  
· There are no performance requirements for UTRAN to E-UTRAN redirection in RAN4 specifications.
2. Actions:

To RAN2 group

ACTION: RAN4 kindly request RAN2 to take into account RAN4 feedback on their future work on UTRAN to E-UTRAN redirection.
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