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	As intra-band non-contiguous carrier aggregation operation is introduced in Rel-11, corresponding TAE requirement is needed. The worst case should be considered to define NC CA TAE requirement, e.g. when the operating band frequency range is large and sub-blocks are placed at the frequency edges of operating band respectively, which is to some extent similar to inter-band CA deployment scenario. Therefore, we think a relaxed requirement, i.e. 1.3 μs, is acceptable for NC CA TAE requirement and to be treated as baseline for future introduction of new bands.
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-- START OF CHANGES --
6.5.3
Time alignment between transmitter branches

This requirement applies to frame timing in TX diversity, MIMO transmission, carrier aggregation and their combinations. 

Frames of the LTE signals present at the BS transmitter antenna port(s) are not perfectly aligned in time. In relation to each other, the RF signals present at the BS transmitter antenna port(s) experience certain timing differences.

For a specific set of signals/transmitter configuration/transmission mode, time alignment error (TAE) is defined as the largest timing difference between any two signals.
6.5.3.1
Minimum Requirement

For MIMO or TX diversity transmissions, at each carrier frequency, TAE shall not exceed 65 ns.

For intra-band contiguous carrier aggregation, with or without MIMO or TX diversity, TAE shall not exceed 130 ns.
For intra-band non-contiguous carrier aggregation, with or without MIMO or TX diversity, TAE shall not exceed 1.3 μs.
For inter-band carrier aggregation, with or without MIMO or TX diversity, TAE shall not exceed 1.3 μs.
-- END OF CHANGES --
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