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****************************** Start of the Modified Section *******************************
3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply in the case of a single component carrier. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Aggregated Channel Bandwidth: The RF bandwidth in which a UE transmits and receives multiple contiguously aggregated carriers.
Aggregated Transmission Bandwidth Configuration: The number of resource block allocated within the aggregated channel bandwidth.
Carrier aggregation: Aggregation of two or more component carriers in order to support wider transmission bandwidths. 
Carrier aggregation band: A set of one or more operating bands across which multiple carriers are aggregated with a specific set of technical requirements.

Carrier aggregation bandwidth class: A class defined by the aggregated transmission bandwidth configuration and maximum number of component carriers supported by a UE.

Carrier aggregation configuration: A combination of CA operating band(s) and CA bandwidth class(es) supported by a UE.
Channel edge: The lowest and highest frequency of the carrier, separated by the channel bandwidth.

Channel bandwidth: The RF bandwidth supporting a single E-UTRA RF carrier with the transmission bandwidth configured in the uplink or downlink of a cell. The channel bandwidth is measured in MHz and is used as a reference for transmitter and receiver RF requirements.

Contiguous carriers: A set of two or more carriers configured in a spectrum block where there are no RF requirements based on co-existence for un-coordinated operation within the spectrum block.

Inter-band carrier aggregation: Carrier aggregation of component carriers in different operating bands.

NOTE:
Carriers aggregated in each band can be contiguous or non-contiguous.

Intra-band contiguous carrier aggregation: Contiguous carriers aggregated in the same operating band. 

Intra-band non-contiguous carrier aggregation: Non-contiguous carriers aggregated in the same operating band.
UL retuning: Change of the UE transmitter configuration between  transmissions within the aggregated channel bandwidth and  transmissions within E-UTRA channel bandwidths. 

****************************** Un- Modified Section omited*******************************
6.2.4
UE Maximum Output Power with additional requirements 

Additional ACLR and spectrum emission requirements can be signalled by the network to indicate that the UE shall also meet additional requirements in a specific deployment scenario. To meet these additional requirements, Additional Maximum Power Reduction (A-MPR) is allowed for the output power as specified in Table 6.2.2-1. Unless stated otherwise, an A-MPR of 0 dB shall be used. 

For UE Power Class 3 the specific requirements and identified sub-clauses are specified in Table 6.2.4-1 along with the allowed A-MPR values that may be used to meet these requirements. The allowed A-MPR values specified below in Table 6.2.4.-1 and 6.2.4-2 are in addition to the allowed MPR requirements specified in clause 6.2.3.

Table 6.2.4-1: Additional Maximum Power Reduction (A-MPR)

	Network Signalling value
	Requirements (sub-clause)
	E-UTRA Band
	Channel bandwidth (MHz)
	Resources Blocks (NRB)
	A-MPR (dB)

	NS_01
	6.6.2.1.1
	Table 5.5-1
	1.4, 3, 5, 10, 15, 20
	Table 5.6-1
	NA

	NS_03
	6.6.2.2.1
	2, 4,10, 23, 25, 35, 36
	3
	>5 
	≤ 1

	
	
	
	5
	>6
	≤ 1

	
	
	
	10
	>6
	≤ 1

	
	
	
	15
	>8
	≤ 1

	
	
	
	20
	>10
	≤ 1

	NS_04
	6.6.2.2.2
	41
	5
	>6
	≤ 1

	
	
	
	10, 15, 20
	See Table 6.2.4-4

	NS_05
	6.6.3.3.1
	1
	10,15,20
	≥ 50
	≤ 1

	NS_06
	6.6.2.2.3
	12, 13, 14, 17
	1.4, 3, 5, 10
	Table 5.6-1
	n/a

	NS_07
	6.6.2.2.3

6.6.3.3.2
	13
	10
	Table 6.2.4-2
	Table 6.2.4-2

	NS_08
	6.6.3.3.3
	19
	10, 15
	> 44
	≤ 3

	NS_09
	6.6.3.3.4
	21
	10, 15
	> 40
	≤ 1

	
	
	
	
	> 55
	≤ 2

	NS_10
	
	20
	15, 20
	Table 6.2.4-3
	Table 6.2.4-3

	NS_11
	6.6.2.2.1
	231
	1.4, 3, 5, 10
	Table 6.2.4-5
	Table 6.2.4-5

	..
	
	
	
	
	

	NS_32
	-
	-
	-
	-
	-

	Note 1:
Applies to the lower block of Band 23, i.e. a carrier placed in the 2000-2010 MHz region.


Table 6.2.4-2: A-MPR for “NS_07”

	 Parameters
	Region A
	Region B
	Region C

	RB_start1
	0 - 12
	13 – 18
	19 – 42
	43 – 49

	L_CRB2 [RBs]
	6-8
	1 to 5 and 9-50
	≥8
	≥18
	≤2

	 A-MPR [dB]
	≤ 8
	≤ 12
	≤ 12
	≤ 6
	≤ 3

	Note

1
RB_start indicates the lowest RB index of transmitted resource blocks

2

L_CRB is the length of a contiguous resource block allocation

3
For intra-subframe frequency hopping between two regions, notes 1 and 2 apply on a per slot basis.

4
For intra-subframe frequency hopping between two regions, the larger A-MPR value of the two regions may be applied for both slots in the subframe.


Table 6.2.4-3: A-MPR for “NS_10”

	Channel BW
	Parameters
	Region A

	15
	RB_start1
	0 – 10

	
	L_CRB [RBs]
	1 -20

	
	 A-MPR [dB]
	≤ 2

	20
	RB_start1
	0 – 15

	
	L_CRB [RBs]
	1 -20

	
	 A-MPR [dB]
	≤ 5

	Note

 

1
RB_start indicates the lowest RB index of transmitted resource blocks

2
L_CRB is the length of a contiguous resource block allocation

3
For intra-subframe frequency hopping which intersects Region A, notes 1 and 2 apply on a per slot basis
4
For intra-subframe frequency hopping which intersect Region A, the larger A-MPR value may be applied for both slots in the subframe


Table 6.2.4-4: A-MPR requirements for NS_04 with bandwidth >5MHz

	Channel BW
	Parameters
	Region A
	Region B
	Region C

	10
	RB_start1
	0 – 12
	13 – 36
	37 – 49

	
	RB_start1 + L_CRB2 [RBs]
	n/a3
	>37
	n/a3

	
	A-MPR [dB]
	≤3dB
	≤2dB
	≤3dB

	15
	RB_start1
	0 – 18
	19 – 55
	56 – 74

	
	RB_start1 + L_CRB2 [RBs]
	n/a3
	>56
	n/a3

	
	A-MPR [dB]
	≤3dB
	≤2dB
	≤3dB

	20
	RB_start1
	0 – 24
	25 – 74
	75 – 99

	
	RB_start1 + L_CRB2 [RBs]
	n/a3
	>75
	n/a3

	
	A-MPR [dB]
	≤3dB
	≤2dB
	≤3dB

	Note

1
RB_start indicates the lowest RB index of transmitted resource blocks

2
L_CRB is the length of a contiguous resource block allocation

3
Any RB allocation that starts in Region A or C is allowed the specified A-MPR
4
For intra-subframe frequency hopping which intersects regions, notes 1 and 2 apply on a per slot basis
5
For intra-subframe frequency hopping which intersects regions, the larger A-MPR value may be applied for both slots in the subframe


Table 6.2.4-5: A-MPR for NS_11

	Channel Bandwidth
	Parameters


	3
	Fc (MHz)
	<2004
	≥2004
	

	
	L_CRB (RBs)
	1-15
	>5
	

	
	A-MPR
	≤5
	≤ 1
	

	5
	Fc (MHz)
	<2004
	2004 ≤ Fc <2007
	≥2007

	
	L_CRB (RBs)
	1-25
	1-6 & 15-25
	8-12
	>6

	
	A-MPR
	≤7
	≤ 4
	0
	≤ 1

	10
	Fc (MHz)
	2005

	
	RB_start (RBs)
	0-49

	
	L_CRB (RBs)
	1-50

	
	A-MPR
	≤ 12


For the UE maximum output power modified by A-MPR, the power limits specified in subclause 6.2.5 apply.

6.2.4A
UE Maximum Output Power with additional requirements for CA
Additional ACLR, spectrum emission and spurious emission requirements for carrier aggregation can be signalled by the network to indicate that the UE shall also meet additional requirements in a specific deployment scenario. To meet these additional requirements, Additional Maximum Power Reduction (A-MPR) is allowed for the CA Power Class as specified in Table 6.2.2A-1
If the UE is configured for carrier aggregation, the allowed maximum output power reduction is specified in Table 6.2.4A-1 and clause 6.2.3A does not apply. 

Table 6.2.4A-1: Additional Maximum Power Reduction (A-MPR) for CA
	CA Network Signalling value
	Requirements 

(sub-clause)
	Uplink CA Configuration
	A-MPR (dB)

(sub-clause)

	CA_NS_01
	6.6.3.3A.1
	CA_1C
	6.2.4A.1

	CA_NS_02
	6.6.3.3A.2
	CA_1C
	6.2.4A.2

	CA_NS_03
	6.6.3.3A.3
	CA_1C
	6.2.4A.3


The following applies for intra-band contiguous carrier aggregation. If the UE is configured with an Scell that is activated, the requirements for NS value indicated by IE additionalSpectrumEmissionSCell-r10 according to Table 6.2.4A-1 apply.; if the SCell is deactivated and the UE does not performs UL retuning into single carrier mode the requirements for NS value indicated by IE additionalSpectrumEmissionSCell-r10 according to  Table 6.2.4A-1 apply.; if the SCell is deactivated or released and the UE performs UL retuning into single carrier mode the requirements for NS value indicated in the IE additionalSpectrumEmissionaccording to subclause 6.2.4 applies. 

For the UE maximum output power modified by A-MPR, the power limits specified in subclause 6.2.5A apply.

6.2.4A.1
A-MPR for CA_NS_01 for CA_1C 
If the UE is configured to CA_1C and it receives IE CA_NS_01 the allowed maximum output power reduction applied to transmissions on the PCell and the SCell due to multi-cluster transmission is defined as follows
A-MPR = CEIL {MA, 0.5}

Where MA is defined as follows 
[MA

 = -26.66A + 17,

0 ≤ A < 0.15

= -8.24A + 14.24, 
0.15 ≤ A ≤ 1]

Where A = NRB_alloc / NRB_agg.

6.2.4A.2
A-MPR for CA_NS_02 for CA_1C
TBD
6.2.4A.3
A-MPR for CA_NS_03 for CA_1C
TBD
****************************** Unmodified Section omited *******************************
6.6.3.2
Spurious emission band UE co-existence

This clause specifies the requirements for the specified E-UTRA band, for coexistence with protected bands

NOTE:
For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band.

Table 6.6.3.2-1: Requirements

	E-UTRA  Band
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	Comment

	1
	E-UTRA Band 1, 3, 7, 8, 9, 11, 20, 21, 22, 34, 38, 40, 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA band 33
	FDL_low
	- 
	FDL_high
	-50
	1
	Note3

	
	E-UTRA band 39
	FDL_low
	- 
	FDL_high
	-50
	1
	Note3

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range 
	1884.5
	-
	1919.6
	-41
	0.3
	Note6,Note7

	
	
	1884.5
	-
	1915.7
	
	
	Note 6, Note8

	2
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 23, 24, 25, 41, 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	3
	E-UTRA Band 1, 3, 7, 8, 20, 33, 34, 38, 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 11, 21
	FDL_low  
	-
	FDL_high
	-50
	1
	Note13

	
	E-UTRA Band 22
	FDL_low 
	- 
	FDL_high
	-50
	1
	Note2

	
	Frequency range
	860
	-
	895
	-50
	1
	Note13

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	Note13

	4
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 23, 24, 25, 41, 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	5
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 23, 24, 25, 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	Note2

	6
	E-UTRA Band 1, 9, 11, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	-
	875
	-37
	1
	

	
	Frequency range
	875
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	Note7

	
	
	1884.5
	-
	1915.7
	
	
	Note8

	7
	E-UTRA Band 1, 3, 7, 8, 20, 22, 33, 34, 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 38
	FDL_low
	- 
	FDL_high
	-50
	1
	Note 3

	8
	E-UTRA Band 1, 8, 20, 33, 34, 38, 39, 40, 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA band 3
	FDL_low
	- 
	FDL_high
	-50
	1
	Note 2

	
	E-UTRA band 7
	FDL_low
	-
	FDL_high
	-50
	1
	Note 2

	
	E-UTRA Band 22
	FDL_low 
	- 
	FDL_high
	-50
	1
	Note2

	9
	E-UTRA Band 1, 9, 11, 21, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	Note7

	
	
	1884.5
	-
	1915.7
	
	
	Note8

	10
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 23, 24, 25, 41, 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	11
	E-UTRA Band 1, 9, 11, 21, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	
	1919.6
	-41
	0.3
	Note7

	
	
	1884.5
	-
	1915.7
	
	
	Note8

	12
	E-UTRA Band 2, 5, 12, 13, 14, 17, 23, 24, 25, 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 4, 10
	FDL_low
	-
	FDL_high
	-50
	1
	Note2

	13
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 23, 25, 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	769
	-
	775
	-35
	0.00625
	

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	Note11

	
	E-UTRA Band 24
	FDL_low
	-
	FDL_high
	-50
	1
	Note2

	14

 
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 23, 24, 25, 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	769
	-
	775
	-35
	0.00625
	Note12

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	Note11, Note12

	17
	E-UTRA Band 2, 5, 12, 13, 14, 17, 23, 24, 25, 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 4, 10
	FDL_low
	-
	FDL_high
	-50
	1
	Note2

	18
	E-UTRA Band 1, 9, 11, 21, 34
	FDL_low
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	-
	895
	-40
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	Note7

	
	
	1884.5
	-
	1915.7
	
	
	Note8

	19
	E-UTRA Band 1, 9, 11, 21, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	-
	895
	-40
	1
	Note9

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	Note7

	
	
	1884.5
	-
	1915.7
	
	
	Note8

	20
	E-UTRA Band 1, 3, 7, 8, 20, 22, 33, 34, 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 38
	FDL_low
	-
	FDL_high
	-50
	1
	Note 2

	21
	E-UTRA Band 11, 21
	FDL_low 
	- 
	FDL_high 
	-35
	1
	Note10

	
	E-UTRA Band 1, 9, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	
	1919.6
	-41
	0.3
	Note7

	
	
	1884.5
	-
	1915.7
	
	
	Note8

	22
	E-UTRA Band 1, 3, 7, 8, 20, 33, 34, 38, 39, 40, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	3510
	-
	3525
	-40
	1
	

	
	Frequency range
	3525
	-
	3590
	-50
	1
	

	23
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 23, 24, 41
	FDL_low  
	- 
	FDL_high
	-50
	1
	Note14

	
	Frequency range
	1998
	-
	1999
	-21
	1
	Note14

	
	Frequency range
	1997
	-
	1998
	-27
	1
	Note14

	
	Frequency range
	1996
	-
	1997
	-32
	1
	Note14

	
	Frequency range
	1995
	-
	1996
	-37
	1
	Note14

	24
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 23, 24, 25, 41
	FDL_low
	-
	FDL_high
	-50
	1
	

	25
	E-UTRA Band 2, 4, 5, 10,12, 13, 14, 17, 24,  25, 41, 42, 43
	FDL_low
	-
	FDL_high
	-50
	1
	

	…
	
	
	
	
	
	
	

	33
	E-UTRA Band 1, 3, 7, 8, 20, 22, 34, 38, 39, 40, 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	Note5

	34
	E-UTRA Band 1, 3, 7, 8, 9, 11, 20, 21, 22, 33, 38,39, 40, 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	Note5

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range 
	1884.5
	-
	1919.6
	-41
	0.3
	Note7

	
	
	1884.5
	-
	1915.7
	
	
	Note8

	35
	
	
	
	
	
	
	

	36
	
	
	
	
	
	
	

	37
	
	
	-
	
	
	
	

	38
	E-UTRA Band 1,3, 8, 20, 22, 33, 34, 42, 43
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 7
	FDL_low 
	-
	FDL_high
	-50
	1
	Note3

	39
	E-UTRA Band 22, 34, 40
	FDL_low 
	-
	FDL_high
	-50
	1
	

	40
	E-UTRA Band 1, 3, 22, 33, 34, 39, 42, 43 
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	41
	E-UTRA Band 2, 4, 5, 10, 12, 13 , 14, 17, 23, 24, 25
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	42
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 10, 20, 25, 33, 34, 38, 40


	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	Note3

	43
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 10, 20, 25, 33, 34, 38, 40
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	Note3

	
	E-UTRA Band 22
	FDL_low 
	- 
	FDL_high
	[-50]
	[1]
	Note3

	Note 1
FDL_low and FDL_high refer to each E-UTRA frequency band specified in Table 5.5-1

Note 2
As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd, 3rd or 4th harmonic spurious emissions. An exception is allowed if there is at least one individual RE within the transmission bandwidth (see Figure 5.6-1) for which the 2nd, 3rd or 4th harmonic, i.e. the frequency equal to two, three or four times the frequency of that RE, is within the measurement bandwidth (MBW).

Note 3
To meet these requirements some restriction will be needed for either the operating band or protected band

Note 4
N/A

Note 5
For non synchronised TDD operation to meet these requirements some restriction will be needed for either the operating band or protected band

Note 6
Applicable when NS_05 in section 6.6.3.3.1 is signalled by the network.

Note 7
Applicable when co-existence with PHS system operating in 1884.5
-1919.6MHz. 

Note 8
Applicable when co-existence with PHS system operating in 1884.5 -1915.7MHz.

Note 9
Applicable when NS_08 in section 6.6.3.3.3 is signalled by the network

Note 10
Applicable when NS_09 in section 6.6.3.3.4 is signalled by the network

Note 11
Whether the applicable frequency range should be 793-805MHz instead of 799-805MHz is TBD 

Note12

The emissions measurement shall be sufficiently power averaged to ensure a standard deviation < 0.5 dB 

Note13
Applicable when the assigned E-UTRA UL operating channel is ≥1749.9MHz and ≤ 1784.9MHz.

Note14
To meet this requirement NS_11 value shall be signalled when operating in 2000-2010 MHz


6.6.3.2A
Spurious emission band UE co-existence for CA
This clause specifies the requirements for the specified E-UTRA CA configuration for coexistence with protected bands
NOTE:
For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band. 

Table 6.6.3.2A-1: Requirements

	E-UTRA  CA Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	Notes

	CA_1C
	E-UTRA Band 1, 3, 7, 8, 9, 11, 20, 21, 38, 40, 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA band 33
	FDL_low
	- 
	FDL_high
	-50
	1
	3, 7

	
	E-UTRA band 34
	FDL_low
	- 
	FDL_high
	-50
	1
	4, 7, 8

	
	E-UTRA band 39
	FDL_low
	- 
	FDL_high
	-50
	1
	3, 8  

	
	Frequency range 
	1884.5
	-
	1919.6
	-41
	0.3
	4, 5

	
	
	1884.5
	-
	1915.7
	
	
	4, 6

	CA_40C
	E-UTRA Band 1, 3, 33, 34, 39 
	FDL_low  
	- 
	FDL_high
	-50
	1
	

	Note 1
FDL_low and FDL_high refer to each E-UTRA frequency band specified in Table 5.5-1

Note 2
As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd or 3rd harmonic spurious emissions. An exception is allowed if there is at least one individual RE within the transmission bandwidth (see Figure 5.6-1) for which the 2nd or 3rd harmonic, i.e. the frequency equal to two or three times the frequency of that RE, is within the measurement bandwidth (MBW).

Note 3
To meet these requirements some restriction will be needed for either the operating band or protected band

Note 4
Applicable when CA_NS_01 in section 6.6.3.3A.1 is signalled by the network.
Note 5           Applicable when co-existence with PHS system operating in 1884.5
-1919.6MHz. 

Note 6
Applicable when co-existence with PHS system operating in 1884.5 -1915.7MHz.

Note 7
Applicable when CA_NS_02 in section 6.6.3.3A.2 is signalled by the network.
Note 8
Applicable when CA_NS_03 in section 6.6.3.3A.3 is signalled by the network.



6.6.3.3
Additional spurious emissions

These requirements are specified in terms of an additional spectrum emission requirement. Additional spurious emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message. 

6.6.3.3.1 
Minimum requirement (network signalled value "NS_05")

When "NS_05" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3.1-1. This requirement also applies for the frequency ranges that are less than ΔfOOB (MHz) in Table 6.6.3.1-1 from the edge of the channel bandwidth. 

Table 6.6.3.3.1-1: Additional requirements (PHS)

	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	

	1884.5 f 1919.6*1
	-41
	-41
	-41
	-41
	300 KHz

	1884.5 f 1915.7*2
	-41
	-41
	-41
	-41
	300 KHz

	Note

1. Applicable when the lower edge of the assigned E-UTRA UL channel bandwidth frequency is larger than or equal to the upper edge of PHS band (1919.6 MHz) + 4 MHz + the Channel BW assigned, where Channel BW is as defined in Subclause 5.6. Operations below this point are for further study.

2. Applicable when the lower edge of the assigned E-UTRA UL channel bandwidth frequency is larger than or equal to the upper edge of PHS band (1915.7 MHz) + 4 MHz + the Channel BW assigned, where Channel BW is as defined in Subclause 5.6. Operations below this point are for further study.


NOTE:
For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth (300 kHz).

6.6.3.3.2 
Minimum requirement (network signalled value “NS_07”)

When “NS_07” is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3.2-1. 

Table 6.6.3.3.2-1: Additional requirements 

	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	10 MHz


	

	769 ≤ f ≤ 775
	-57
	6.25 kHz

	Note:  The emissions measurement shall be sufficiently power averaged to ensure a standard deviation < 0.5 dB.


NOTE:
For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth (6.25 kHz).

6.6.3.3.3 
Minimum requirement (network signalled value “NS_08”)

When “NS 08” is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3.3-1. This requirement also applies for the frequency ranges that are less than ΔfOOB (MHz) in Table 6.6.3.1-1 from the edge of the channel bandwidth.

Table 6.6.3.3.3-1 Additional requirement

	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	5MHz
	10MHz
	15MHz
	

	860 ≤ f ≤ 895
	-40
	-40
	-40
	1 MHz


NOTE:
For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth (1 MHz).

6.6.3.3.4 
Minimum requirement (network signalled value “NS_09”)

When “NS 09” is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3.4-1. This requirement also applies for the frequency ranges that are less than ΔfOOB (MHz) in Table 6.6.3.1-1 from the edge of the channel bandwidth.

Table 6.6.3.3.4-1 Additional requirement

	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth

	
	5MHz
	10MHz
	15MHz
	

	1475.9 ≤ f ≤ 1510.9
	-35
	-35
	-35
	1 MHz


NOTE 1:
For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth (1 MHz).

NOTE 2:
To improve measurement accuracy, A-MPR values for NS_09 specified in Table 6.2.4-1 in sub-clause 6.2.4 are derived based on both the above NOTE 1 and 100 kHz RBW.
6.6.3.3A
Additional spurious emissions for CA
These requirements are specified in terms of an additional spectrum emission requirement. Additional spurious emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell reconfiguration message. 

6.6.3.3A.1 
Minimum requirement for CA_1C (network signalled value "CA_NS_01")

When "CA_NS_01" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3A.1-1. This requirement also applies for the frequency ranges that are less than ΔfOOB (MHz) in Table 6.6.3.1A-1 from the edge of the aggregated channel bandwidth. 

Table 6.6.3.3A.1-1: Additional requirements (PHS)

	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	Note

	E-UTRA band 34
	FDL_low
	- 
	FDL_high
	-50
	1
	

	Frequency range 
	1884.5
	-
	1919.6
	-41
	0.3
	1

	Note 1       Applicable when the aggregated channel bandwidth is confined within frequency range 1940 – 1980 MHz


NOTE:
For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth (300 kHz).
6.6.3.3A.2 
Minimum requirement for CA_1C (network signalled value "CA_NS_02")

When "CA_NS_02" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3A.2-1. This requirement also applies for the frequency ranges that are less than ΔfOOB (MHz) in Table 6.6.3.1A-1 from the edge of the aggregated channel bandwidth. 

Table 6.6.3.3A.2-1: Additional requirements
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	Note

	E-UTRA band 33
	FDL_low
	- 
	FDL_high
	-50
	1
	1

	E-UTRA band 34
	FDL_low
	- 
	FDL_high
	-50
	1
	

	Note 1      To meet these requirements some restriction will be needed for either the operating band or protected band


6.6.3.3A.3 
Minimum requirement for CA_1C (network signalled value "CA_NS_03")

When "CA_NS_03" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3A.3-1. This requirement also applies for the frequency ranges that are less than ΔfOOB (MHz) in Table 6.6.3.1A-1 from the edge of the aggregated channel bandwidth. 

Table 6.6.3.3A.3-1: Additional requirements
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	Note

	E-UTRA band 34
	FDL_low
	- 
	FDL_high
	-50
	1
	

	E-UTRA band 39
	FDL_low
	- 
	FDL_high
	-50
	1
	1

	Note 1      To meet these requirements some restriction will be needed for either the operating band or protected band


6.6.3A
Void
<reserved for future use>
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