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<start of changes>
3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

ACLR
Adjacent Channel Leakage Ratio

ACS
Adjacent Channel Selectivity

A-MPR
Additional Maximum Power Reduction

AWGN
Additive White Gaussian Noise

BS
Base Station

CA
Carrier Aggregation

CA_X
CA for band X where X is the applicable E-UTRA operating band

CA_X-Y
CA for band X and Band Y where X and Y are the applicable E-UTRA operating band 

CC
Component Carriers 

CPE
Customer Premise Equipment

CPE_X
Customer Premise Equipment for E-UTRA operating band X

CW
Continuous Wave

DL
Downlink

eDL-MIMO
Down 
Link Multiple Antenna transmission 

EARFCN 
E-UTRA Absolute Radio Frequency Channel Number

EPRE
Energy Per Resource Element

E-UTRA 
Evolved UMTS Terrestrial Radio Access

EUTRAN
Evolved UMTS Terrestrial Radio Access Network

EVM
Error Vector Magnitude

FDD
Frequency Division Duplex

FRC
Fixed Reference Channel

HD-FDD
Half- Duplex FDD

MCS
Modulation and Coding Scheme

MOP
Maximum Output Power 
MPR
Maximum Power Reduction

MSD
Maximum Sensitivity Degradation

OCNG
OFDMA Channel Noise Generator

OFDMA
Orthogonal Frequency Division Multiple Access 

OOB
Out-of-band

PA
Power Amplifier 

P-MPR
Power Management Maximum Power Reduction

PSS
Primary Synchronization Signal

PSS_RA
PSS-to-RS EPRE ratio for the channel PSS

RE
Resource Element

REFSENS
Reference Sensitivity power level

r.m.s
Root Mean Square 

SNR
Signal-to-Noise Ratio

SSS
Secondary Synchronization Signal

SSS_RA
SSS-to-RS EPRE ratio for the channel SSS

TDD
Time Division Duplex

UE
User Equipment

UL
Uplink

UL-MIMO
Up Link Multiple Antenna transmission 

UMTS
Universal Mobile Telecommunications System

UTRA
UMTS Terrestrial Radio Access

UTRAN
UMTS Terrestrial Radio Access Network

xCH_RA
xCH-to-CRS EPRE ratio for the channel xCH in all transmitted OFDM symbols not containing CRS

xCH_RB
xCH-to-CRS EPRE ratio for the channel xCH in all transmitted OFDM symbols containing CRS

<end of changes>
<start of changes>
9.2.2
Minimum requirement PUCCH 1-1

The minimum requirements for dual codeword transmission are defined in terms of a reporting spread of the wideband CQI value for codeword #1, and their BLER performance using the transport format indicated by the reported CQI median of codeword #0 and codeword #1. The precoding used at the transmitter is a fixed precoding matrix specified by the bitmap parameter codebookSubsetRestriction. The propagation condition assumed for the minimum performance requirement is defined in subclause B.1.

9.2.2.1
FDD (Cell-specific Reference Symbol)
The following requirements apply to UE Category 2-5. For the parameters specified in table 9.2.2.1-1, and using the downlink physical channels specified in tables C.3.2-1 and C.3.2-2, the reported offset level of the wideband spatial differential CQI for codeword #1 (Table 7.2.2 in TS 36.213 [6]) shall be used to determine the wideband CQI index for codeword #1 as 


wideband CQI1 = wideband CQI0 – Codeword 1 offset level
The wideband CQI1 shall be within the set {median CQI1 -1, median CQI1 +1} for more than 90% of the time, where the resulting wideband values CQI1 shall be used to determine the median CQI values for codeword #1. For both codewords #0 and #1, the PDSCH BLER using the transport format indicated by the respective median CQI0 – 1 and median CQI1 – 1 shall be less than or equal to 0.1. Furthermore, for both codewords #0 and #1, the PDSCH BLER using the transport format indicated by the respective median CQI0 + 1 and median CQI1 + 1 shall be greater than or equal to 0.1.

Table 9.2.2.1-1: PUCCH 1-1 static test (FDD)

	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	10

	PDSCH transmission mode
	
	4

	Downlink power allocation
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	dB
	-3
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	dB
	-3

	Propagation condition and antenna configuration
	
	Clause B.1 (2 x 2)

	CodeBookSubsetRestriction bitmap
	
	010000

	SNR (Note 2)
	dB
	10
	11
	16
	17
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	dB[mW/15kHz]
	-88
	-87
	-82
	-81
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	dB[mW/15kHz]
	-98
	-98

	Max number of HARQ transmissions
	
	1

	Physical channel for CQI/PMI reporting
	
	PUCCH Format 2

	PUCCH Report Type for CQI/PMI
	
	2

	PUCCH Report Type for RI
	
	3

	Reporting periodicity 
	Ms
	NP = 5

	cqi-pmi-ConfigurationIndex
	
	6

	ri-ConfigIndex
	
	1 (Note 3)

	Note 1:
Reference measurement channel according to Table A.4-1 with one sided dynamic OCNG Pattern OP.1 FDD as described in Annex A.5.1.1.

Note 2:
For each test, the minimum requirements shall be fulfilled for at least one of the two SNR(s) and the respective wanted signal input level.

Note 3:
It is intended to have UL collisions between RI reports and HARQ-ACK, since the RI reports shall not be used by the eNB in this test.


9.2.2.1a
FDD (CSI-RS)
The following requirements apply to UE Category 2-8. For the parameters specified in table 9.2.2.1a-1, and using the downlink physical channels specified in tables C.3.2-1 and C.3.2-2, the reported offset level of the wideband spatial differential CQI for codeword #1 (Table 7.2.2 in TS 36.213 [6]) shall be used to determine the wideband CQI index for codeword #1 as 


wideband CQI1 = wideband CQI0 – Codeword 1 offset level
The wideband CQI1 shall be within the set {median CQI1 -1, median CQI1 +1} for more than [TBD] of the time, where the resulting wideband values CQI1 shall be used to determine the median CQI values for codeword #1. For both codewords #0 and #1, the PDSCH BLER using the transport format indicated by the respective median CQI0 – 1 and median CQI1 – 1 shall be less than or equal to 0.1. Furthermore, for both codewords #0 and #1, the PDSCH BLER using the transport format indicated by the respective median CQI0 + 1 and median CQI1 + 1 shall be greater than or equal to 0.1.
Table 9.2.2.1a-1: PUCCH 1-1 static test (FDD)

	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	10

	PDSCH transmission mode
	
	9

	 Downlink power allocation
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	dB
	[0]
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	dB
	[0]

	
	Pc
	dB
	[TBD]

	Cell-specific reference signals
	
	Antenna ports 0,1

	CSI reference signals
	
	Antenna ports [15,…18]

	Propagation condition and antenna configuration
	
	Clause B.1 (4x2)

	CodeBookSubsetRestriction bitmap
	
	[0x0000 0000 0100 0000]

	SNR (Note 2)
	Db
	7
	8
	13
	14
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	dB[mW/15kHz]
	-91
	-90
	-85
	-84
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	dB[mW/15kHz]
	-98
	-98

	 CSI-RS SubframeConfig
	
	[1]

	CSI-RS reference signal configuration
	
	[0]

	Max number of HARQ transmissions
	
	1

	Physical channel for CQI/PMI reporting
	
	PUCCH Format 2

	PUCCH Report Type for CQI/PMI
	
	2

	PUCCH Report Type for RI
	
	3

	Reporting periodicity 
	Ms
	NP = 5

	CQI delay
	
	8

	cqi-pmi-ConfigurationIndex
	
	2

	ri-ConfigIndex
	
	1 (Note 3)

	Note 1:
Reference measurement channel according to Table A.4-1a with one sided dynamic OCNG Pattern OP.1 FDD as described in Annex A.5.1.1.

Note 2:
For each test, the minimum requirements shall be fulfilled for at least one of the two SNR(s) and the respective wanted signal input level.

Note 3:
It is intended to have UL collisions between RI reports and HARQ-ACK, since the RI reports shall not be used by the eNB in this test.


9.2.2.2
TDD (Cell-specific Reference Symbol)
The following requirements apply to UE Category 2-5. For the parameters specified in table 9.2.2.2-1, and using the downlink physical channels specified in tables C.3.2-1 and C.3.2-2, the reported offset level of the wideband spatial differential CQI for codeword #1 (Table 7.2.2 in TS 36.213 [6]) shall be used to determine the wideband CQI index for codeword #1 as 


wideband CQI1 = wideband CQI0 – Codeword 1 offset level
The wideband CQI1 shall be within the set {median CQI1 -1, median CQI1 +1} for more than 90% of the time, where the resulting wideband values CQI1 shall be used to determine the median CQI values for codeword #1. For both codewords #0 and #1, the PDSCH BLER using the transport format indicated by the respective median CQI0 – 1 and median CQI1 – 1 shall be less than or equal to 0.1. Furthermore, for both codewords #0 and #1, the PDSCH BLER using the transport format indicated by the respective median CQI0 + 1 and median CQI1 + 1 shall be greater than or equal to 0.1.

Table 9.2.2.2-1: PUCCH 1-1 static test (TDD)

	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	10

	PDSCH transmission mode
	
	4

	Uplink downlink configuration
	
	2

	Special subframe configuration
	
	4

	Downlink power allocation
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	dB
	-3

	Propagation condition and antenna configuration
	
	Clause B.1 (2 x 2)

	CodeBookSubsetRestriction bitmap
	
	010000

	SNR (Note 2)
	dB
	10
	11
	16
	17
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	dB[mW/15kHz]
	-88
	-87
	-82
	-81
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	dB[mW/15kHz]
	-98
	-98

	Max number of HARQ transmissions
	
	1

	Physical channel for CQI/PMI reporting 
	
	PUSCH (Note 3)

	PUCCH Report Type
	
	2

	Reporting periodicity 
	Ms
	NP = 5

	cqi-pmi-ConfigurationIndex
	
	3

	ri-ConfigIndex
	
	805 (Note 4)

	ACK/NACK feedback mode
	
	Multiplexing

	Note 1:
Reference measurement channel according to Table A.4-2 with one sided dynamic OCNG Pattern OP.1 TDD as described in Annex A.5.2.1.

Note 2:
For each test, the minimum requirements shall be fulfilled for at least one of the two SNR(s) and the respective wanted signal input level.

Note 3:
To avoid collisions between CQI/PMI reports and HARQ-ACK it is necessary to report both on PUSCH instead of PUCCH. PDCCH DCI format 0 shall be transmitted in downlink SF#3 and #8 to allow periodic CQI/PMI to multiplex with the HARQ-ACK on PUSCH in uplink subframe SF#7 and #2.

Note 4:
RI reporting interval is set to the maximum allowable length of 160ms to minimise collisions between RI, CQI/PMI and HARQ-ACK reports. In the case when all three reports collide, it is expected that CQI/PMI reports will be dropped, while RI and HARQ-ACK will be multiplexed. At eNB, CQI report collection shall be skipped every 160ms during performance verification.


9.2.2.2a
TDD (CSI-RS)
The following requirements apply to UE Category 2-8. For the parameters specified in table 9.2.2.2a-1, and using the downlink physical channels specified in tables C.3.2-1 and C.3.2-2, the reported offset level of the wideband spatial differential CQI for codeword #1 (Table 7.2.2 in TS 36.213 [6]) shall be used to determine the wideband CQI index for codeword #1 as 


wideband CQI1 = wideband CQI0 – Codeword 1 offset level
The wideband CQI1 shall be within the set {median CQI1 -1, median CQI1 +1} for more than [TBD] % of the time, where the resulting wideband values CQI1 shall be used to determine the median CQI values for codeword #1. For both codewords #0 and #1, the PDSCH BLER using the transport format indicated by the respective median CQI0 – 1 and median CQI1 – 1 shall be less than or equal to 0.1. Furthermore, for both codewords #0 and #1, the PDSCH BLER using the transport format indicated by the respective median CQI0 + 1 and median CQI1 + 1 shall be greater than or equal to 0.1.
Submode for PUCCH1-1 is TBD.
Table 9.2.2.2a-1: PUCCH 1-1 static test (TDD)

	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	10

	PDSCH transmission mode
	
	9

	Uplink downlink configuration
	
	2

	Special subframe configuration
	
	4

	 Downlink power allocation
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	dB
	[0]
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	dB
	[0]

	
	Pc
	dB
	TBD

	Cell-specific reference signals
	
	Antenna ports 0,1

	CSI reference signals
	
	Antenna ports [15,…,22]

	Propagation condition and antenna configuration
	
	Clause B.1 (8x2)

	CodeBookSubsetRestriction bitmap
	
	[0x0000 0000 0020 0000 0000 0001 0000]

	SNR (Note 2)
	dB
	4
	5
	10
	11
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	-94
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	dB[mW/15kHz]
	-98
	-98

	 CSI-RS SubframeConfig
	
	[3]

	CSI-RS reference signal configuration
	
	[0]

	Max number of HARQ transmissions
	
	1

	Physical channel for CQI/PMI reporting 
	
	PUSCH (Note 3)

	PUCCH Report Type for CQI/ second PMI reporting
	
	[TBD]

	PUCCH Report Type for first  PMI/ RI
	
	[TBD]

	Reporting periodicity 
	Ms
	NP = 5

	CQI delay
	
	10

	cqi-pmi-ConfigurationIndex
	
	3

	ri-ConfigIndex
	
	805 (Note 4)

	ACK/NACK feedback mode
	
	Multiplexing

	Note 1:
Reference measurement channel according to Table A.4-2a with one sided dynamic OCNG Pattern OP.1 TDD as described in Annex A.5.2.1.

Note 2:
For each test, the minimum requirements shall be fulfilled for at least one of the two SNR(s) and the respective wanted signal input level.

Note 3:
To avoid collisions between CQI/PMI reports and HARQ-ACK it is necessary to report both on PUSCH instead of PUCCH. PDCCH DCI format 0 shall be transmitted in downlink SF#3 and #8 to allow periodic CQI/PMI to multiplex with the HARQ-ACK on PUSCH in uplink subframe SF#7 and #2.

Note 4:
RI reporting interval is set to the maximum allowable length of 160ms to minimise collisions between RI, CQI/PMI and HARQ-ACK reports. In the case when all three reports collide, it is expected that CQI/PMI reports will be dropped, while RI and HARQ-ACK will be multiplexed. At eNB, CQI report collection shall be skipped every 160ms during performance verification.


<end of changes>
<start of changes>
A.4
CSI reference measurement channels

This section defines the DL signal applicable to the reporting of channel quality information (Clause 9.2, 9.3 and 9.5).

The reference channel in Table A.4-1 complies with the CQI definition specified in Sec. 7.2.3 of [6].  Table A.4-3 specifies the transport format corresponding to each CQI for single antenna transmission. Table A.4-3a specifies the transport format corresponding to each CQI for dual antenna transmission.
Table A.4-1: Reference channel for CQI requirements (FDD) full PRB allocation for CRS
	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	6
	15
	25
	50
	75
	100

	Subcarriers per resource block
	
	12
	12
	12
	12
	12
	12

	Allocated subframes per Radio Frame
	
	8
	8
	8
	8
	8
	8

	Modulation
	
	
	
	
	Table A.4-3
	Table A.4-3a
	
	

	Target coding rate
	
	
	
	
	Table A.4-3
	Table A.4-3a
	
	

	Number of HARQ Processes
	Processes
	8
	8
	8
	8
	8
	8

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1
	1
	1

	Note 1:
3 symbols allocated to PDCCH 

Note 2:
Only subframes 1,2,3,4,6,7,8, and 9 are allocated to avoid PBCH and synchronization signal overhead


Table A.4-1a: Reference channel for CQI requirements (FDD) full PRB allocation for CSI-RS
	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	6
	15
	25
	50
	75
	100

	Subcarriers per resource block
	
	12
	12
	12
	12
	12
	12

	Allocated subframes per Radio Frame
	
	8
	8
	8
	8
	8
	8

	Modulation
	
	
	
	
	Table A.4-3b 
	
	

	Target coding rate
	
	
	
	
	Table A.4-3b 
	
	

	Number of HARQ Processes
	Processes
	8
	8
	8
	8
	8
	8

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1
	1
	1

	Note 1:
3 symbols allocated to PDCCH 

Note 2:
Only subframes 1,2,3,4,6,7,8, and 9 are allocated to avoid PBCH and synchronization signal overhead


Table A.4-2: Reference channel for CQI requirements (TDD) full PRB allocation for CRS
	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	6
	15
	25
	50
	75
	100

	Subcarriers per resource block
	
	12
	12
	12
	12
	12
	12

	Allocated subframes per Radio Frame
	
	4
	4
	4
	4
	4
	4

	Modulation
	
	
	
	
	Table A.4-3
	Table A.4-3a
	
	

	Target coding rate
	
	
	
	
	Table A.4-3
	Table A.4-3a
	
	

	Number of HARQ Processes
	Processes
	10
	10
	10
	10
	10
	10

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1
	1
	1

	Note 1:
3 symbols allocated to PDCCH 

Note 2:     UL-DL configuration 2 is used and only subframes 3, 4, 8, and 9 are allocated to avoid PBCH and synchronization signal overhead


Table A.4-2a: Reference channel for CQI requirements (TDD) full PRB allocation for CSI-RS
	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	6
	15
	25
	50
	75
	100

	Subcarriers per resource block
	
	12
	12
	12
	12
	12
	12

	Allocated subframes per Radio Frame
	
	4
	4
	4
	4
	4
	4

	Modulation
	
	
	
	
	Table A.4-3b 
	
	

	Target coding rate
	
	
	
	
	Table A.4-3b 
	
	

	Number of HARQ Processes
	Processes
	10
	10
	10
	10
	10
	10

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1
	1
	1

	Note 1:
3 symbols allocated to PDCCH 

Note 2:     UL-DL configuration 2 is used and only subframes 3, 4, 8, and 9 are allocated to avoid PBCH and synchronization signal overhead


Table A.4-3: Transport format corresponding to each CQI index for 50 PRB allocation single antenna transmission based on CRS estimation
	CQI index
	Modulation
	Target code rate 
	Imcs
	Information Bit Payload

(Subframes 1,2,3,4,6,7,8,9)
	Binary Channel Bits Per Sub-Frame (Subframes 1,2,3,4,6,7,8,9)
	Actual Code rate 

	0
	out of range
	out of range
	DTX
	-
	-
	-

	1
	QPSK
	0.0762
	0
	1384
	12600
	0.1117

	2
	QPSK
	0.1172
	0
	1384
	12600
	0.1117

	3
	QPSK
	0.1885
	2
	2216
	12600
	0.1778

	4
	QPSK
	0.3008
	4
	3624
	12600
	0.2895

	5
	QPSK
	0.4385
	6
	5160
	12600
	0.4114

	6
	QPSK
	0.5879
	8
	6968
	12600
	0.5549

	7
	16QAM
	0.3691
	11
	8760
	25200
	0.3486

	8
	16QAM
	0.4785
	13
	11448
	25200
	0.4552

	9
	16QAM
	0.6016
	16
	15264
	25200
	0.6067

	10
	64QAM
	0.4551
	18
	16416
	37800
	0.4349

	11
	64QAM
	0.5537
	21
	21384
	37800
	0.5663

	12
	64QAM
	0.6504
	23
	25456
	37800
	0.6741

	13
	64QAM
	0.7539
	25
	28336
	37800
	0.7503

	14
	64QAM
	0.8525
	27
	31704
	37800
	0.8394

	15
	64QAM
	0.9258
	27
	31704
	37800
	0.8394

	Note1: Sub-frame#0 and #5 are not used for the corresponding requirement.


Table A.4-3a: Transport format corresponding to each CQI index for 50 PRB allocation dual antenna transmission based on CRS estimation
	CQI index
	Modulation
	Target code rate 
	Imcs
	Information Bit Payload

(Subframes 1,2,3,4,6,7,8,9)
	Binary Channel Bits Per Sub-Frame (Subframes 1,2,3,4,6,7,8,9)
	Actual Code rate 

	0
	out of range
	out of range
	DTX
	-
	-
	-

	1
	QPSK
	0.0762
	0
	1384
	12000
	0.1173 

	2
	QPSK
	0.1172
	0
	1384
	12000
	0.1173 

	3
	QPSK
	0.1885
	2
	2216
	12000
	0.1867 

	4
	QPSK
	0.3008
	4
	3624
	12000
	0.3040 

	5
	QPSK
	0.4385
	6
	5160
	12000
	0.4320 

	6
	QPSK
	0.5879
	8
	6968
	12000
	0.5827 

	7
	16QAM
	0.3691
	11
	8760
	24000
	0.3660 

	8
	16QAM
	0.4785
	13
	11448
	24000
	0.4780 

	9
	16QAM
	0.6016
	15
	14112
	24000
	0.5890 

	10
	64QAM
	0.4551
	18
	16416
	36000
	0.4567 

	11
	64QAM
	0.5537
	20
	19848
	36000
	0.5520 

	12
	64QAM
	0.6504
	22
	22920
	36000
	0.6373 

	13
	64QAM
	0.7539
	24
	27376
	36000
	0.7611 

	14
	64QAM
	0.8525
	26
	30576
	36000
	0.8500 

	15
	64QAM
	0.9258
	27
	31704
	36000
	0.8813 

	Note1: Sub-frame#0 and #5 are not used for the corresponding requirement. The next subframe (i.e. sub-frame#1 or #6) shall be used for the retransmission.


Table A.4-3b: Transport format corresponding to each CQI index for 50 PRB allocation transmission based on CSI-RS estimation (Non CSI-RS subframe)
	CQI index
	Modulation
	Target code rate
	Imcs
	Information Bit Payload

	Binary Channel Bits Per Sub-Frame 
	Actual Code rate

	0
	out of range
	out of range
	DTX
	-
	-
	-

	1
	QPSK
	0.0762
	0
	1384
	10800
	0.1304 

	2
	QPSK
	0.1172
	0
	1384
	10800
	0.1304 

	3
	QPSK
	0.1885
	2
	2216
	10800
	0.2074 

	4
	QPSK
	0.3008
	[4]
	[3624]
	10800
	0.3378 

	5
	QPSK
	0.4385
	5
	4392
	10800
	0.4089 

	6
	QPSK
	0.5879
	7
	6200
	10800
	0.5763 

	7
	16QAM
	0.3691
	10
	7992
	21600
	0.3711 

	8
	16QAM
	0.4785
	12
	9912
	21600
	0.4600 

	9
	16QAM
	0.6016
	14
	12960
	21600
	0.6011 

	10
	64QAM
	0.4551
	17
	15264
	32400
	0.4719 

	11
	64QAM
	0.5537
	19
	18336
	32400
	0.5667 

	12
	64QAM
	0.6504
	21
	21384
	32400
	0.6607 

	13
	64QAM
	0.7539
	23
	25456
	32400
	0.7864 

	14
	64QAM
	0.8525
	24
	27376
	32400
	0.8457 

	15
	64QAM
	0.9258
	25
	28336
	32400
	0.8753 

	Note1: Sub-frame#0 and #5 are not used for the corresponding requirement. The next subframe (i.e. sub-frame#1 or #6) shall be used for the retransmission.


Table A.4-3c: Transport format corresponding to each CQI index for 50 PRB allocation transmission based on CSI-RS estimation for 4 CSI-RS port (CSI-RS subframe)
	CQI index
	Modulation
	Target code rate
	Imcs
	Information Bit Payload

	Binary Channel Bits Per Sub-Frame 
	Actual Code rate

	0
	out of range
	out of range
	DTX
	-
	-
	

	1
	QPSK
	0.0762
	0
	1384
	10400
	

	2
	QPSK
	0.1172
	0
	1384
	10400
	

	3
	QPSK
	0.1885
	1
	1800
	10400
	

	4
	QPSK
	0.3008
	3
	2856
	10400
	

	5
	QPSK
	0.4385
	5
	4392
	10400
	

	6
	QPSK
	0.5879
	7
	6200
	10400
	

	7
	16QAM
	0.3691
	10
	7992
	20800
	

	8
	16QAM
	0.4785
	12
	9912
	20800
	

	9
	16QAM
	0.6016
	14
	12960
	20800
	

	10
	64QAM
	0.4551
	17
	15264
	31200
	

	11
	64QAM
	0.5537
	18
	16416
	31200
	

	12
	64QAM
	0.6504
	20
	19848
	31200
	

	13
	64QAM
	0.7539
	22
	22920
	31200
	

	14
	64QAM
	0.8525
	24
	27376
	31200
	

	15
	64QAM
	0.9258
	25
	28336
	31200
	

	Note1: Sub-frame#0 and #5 are not used for the corresponding requirement. The next subframe (i.e. sub-frame#1 or #6) shall be used for the retransmission.


Table A.4-3d: Transport format corresponding to each CQI index for 50 PRB allocation transmission based on CSI-RS estimation for 8 CSI-RS port (CSI-RS subframe)
	CQI index
	Modulation
	Target code rate
	Imcs
	Information Bit Payload

	Binary Channel Bits Per Sub-Frame 
	Actual Code rate

	0
	out of range
	out of range
	DTX
	-
	-
	

	1
	QPSK
	0.0762
	0
	1384
	10000
	

	2
	QPSK
	0.1172
	0
	1384
	10000
	

	3
	QPSK
	0.1885
	1
	1800
	10000
	

	4
	QPSK
	0.3008
	3
	2856
	10000
	

	5
	QPSK
	0.4385
	5
	4392
	10000
	

	6
	QPSK
	0.5879
	7
	6200
	10000
	

	7
	16QAM
	0.3691
	10
	7992
	20000
	

	8
	16QAM
	0.4785
	12
	9912
	20000
	

	9
	16QAM
	0.6016
	13
	11448
	20000
	

	10
	64QAM
	0.4551
	17
	15264
	30000
	

	11
	64QAM
	0.5537
	18
	16416
	30000
	

	12
	64QAM
	0.6504
	20
	19848
	30000
	

	13
	64QAM
	0.7539
	22
	22920
	30000
	

	14
	64QAM
	0.8525
	23
	25456
	30000
	

	15
	64QAM
	0.9258
	24
	27376
	30000
	

	Note1: Sub-frame#0 and #5 are not used for the corresponding requirement. The next subframe (i.e. sub-frame#1 or #6) shall be used for the retransmission.


Table A.4-3d: Transport format corresponding to each CQI index for 50 PRB allocation transmission based on CSI-RS estimation (Non CSI-RS subframe, 1 CRS port)
	CQI index
	Modulation
	Target code rate
	Imcs
	Information Bit Payload

	Binary Channel Bits Per Sub-Frame 
	Actual Code rate

	0
	out of range
	out of range
	DTX
	-
	-
	

	1
	QPSK
	0.0762
	0
	1384
	11400
	

	2
	QPSK
	0.1172
	0
	1384
	11400
	

	3
	QPSK
	0.1885
	2
	2216
	11400
	

	4
	QPSK
	0.3008
	4
	3624
	11400
	

	5
	QPSK
	0.4385
	6
	5160
	11400
	

	6
	QPSK
	0.5879
	8
	6968
	11400
	

	7
	16QAM
	0.3691
	[11]
	[8760]
	22800
	

	8
	16QAM
	0.4785
	13
	11448
	22800
	

	9
	16QAM
	0.6016
	15
	14112
	22800
	

	10
	64QAM
	0.4551
	17
	15264
	34200
	

	11
	64QAM
	0.5537
	19
	18336
	34200
	

	12
	64QAM
	0.6504
	[22]
	[22920]
	34200
	

	13
	64QAM
	0.7539
	23
	25456
	34200
	

	14
	64QAM
	0.8525
	25
	28336
	34200
	

	15
	64QAM
	0.9258
	[26]
	[30576]
	34200
	

	Note1: Sub-frame#0 and #5 are not used for the corresponding requirement. The next subframe (i.e. sub-frame#1 or #6) shall be used for the retransmission.


Table A.4-3e: Transport format corresponding to each CQI index for 50 PRB allocation transmission based on CSI-RS estimation for 2 CSI-RS port (CSI-RS subframe, 1 CRS port)
	CQI index
	Modulation
	Target code rate
	Imcs
	Information Bit Payload

	Binary Channel Bits Per Sub-Frame 
	Actual Code rate

	0
	out of range
	out of range
	DTX
	-
	-
	

	1
	QPSK
	0.0762
	0
	1384
	11200
	

	2
	QPSK
	0.1172
	0
	1384
	11200
	

	3
	QPSK
	0.1885
	2
	2216
	11200
	

	4
	QPSK
	0.3008
	4
	3624
	11200
	

	5
	QPSK
	0.4385
	6
	5160
	11200
	

	6
	QPSK
	0.5879
	[8]
	[6968]
	11200
	

	7
	16QAM
	0.3691
	10
	7992
	22400
	

	8
	16QAM
	0.4785
	[13]
	[11448]
	22400
	

	9
	16QAM
	0.6016
	14
	12960
	22400
	

	10
	64QAM
	0.4551
	17
	15264
	33600
	

	11
	64QAM
	0.5537
	19
	18336
	33600
	

	12
	64QAM
	0.6504
	21
	21384
	33600
	

	13
	64QAM
	0.7539
	23
	25456
	33600
	

	14
	64QAM
	0.8525
	25
	28336
	33600
	

	15
	64QAM
	0.9258
	26
	30576
	33600
	

	Note1: Sub-frame#0 and #5 are not used for the corresponding requirement. The next subframe (i.e. sub-frame#1 or #6) shall be used for the retransmission.


Table A.4-4: Reference channel for CQI requirements (FDD) 6 PRB allocation for CRS
	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	6
	6
	6
	6
	6
	6

	Subcarriers per resource block
	
	12
	12
	12
	12
	12
	12

	Allocated subframes per Radio Frame
	
	8
	8
	8
	8
	8
	8

	Modulation
	
	
	
	
	Table A.4-6
	
	

	Target coding rate
	
	
	
	
	Table A.4-6
	
	

	Number of HARQ Processes
	Processes
	8
	8
	8
	8
	8
	8

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1
	1
	1

	Note 1:
3 symbols allocated to PDCCH

Note 2:
Only subframes 1,2,3,4,6,7,8, and 9 are allocated to avoid PBCH and synchronization signal overhead


Table A.4-4a: Reference channel for CQI requirements (FDD) 6 PRB allocation for CSI-RS
	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	6
	6
	6
	6
	6
	6

	Subcarriers per resource block
	
	12
	12
	12
	12
	12
	12

	Allocated subframes per Radio Frame
	
	8
	8
	8
	8
	8
	8

	Modulation
	
	
	
	
	Table A.4-6a
	
	

	Target coding rate
	
	
	
	
	Table A.4-6a
	
	

	Number of HARQ Processes
	Processes
	8
	8
	8
	8
	8
	8

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1
	1
	1

	Note 1:
3 symbols allocated to PDCCH

Note 2:
Only subframes 1,2,3,4,6,7,8, and 9 are allocated to avoid PBCH and synchronization signal overhead


Table A.4-5: Reference channel for CQI requirements (TDD) 6 PRB allocation for CRS
	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	6
	6
	6
	6
	6
	6

	Subcarriers per resource block
	
	12
	12
	12
	12
	12
	12

	Allocated subframes per Radio Frame
	
	4
	4
	4
	4
	4
	4

	Modulation
	
	
	
	
	Table A.4-6
	
	

	Target coding rate
	
	
	
	
	Table A.4-6
	
	

	Number of HARQ Processes
	Processes
	10
	10
	10
	10
	10
	10

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1
	1
	1

	Note 1:
3 symbols allocated to PDCCH

Note 2:
UL-DL configuration 2 is used and only subframes 3, 4, 8, and 9 are allocated to avoid PBCH and synchronization signal overhead


Table A.4-5a: Reference channel for CQI requirements (TDD) 6 PRB allocation for CSI-RS
	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	6
	6
	6
	6
	6
	6

	Subcarriers per resource block
	
	12
	12
	12
	12
	12
	12

	Allocated subframes per Radio Frame
	
	4
	4
	4
	4
	4
	4

	Modulation
	
	
	
	
	Table A.4-6a
	
	

	Target coding rate
	
	
	
	
	Table A.4-6a
	
	

	Number of HARQ Processes
	Processes
	10
	10
	10
	10
	10
	10

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1
	1
	1

	Note 1:
3 symbols allocated to PDCCH

Note 2:
UL-DL configuration 2 is used and only subframes 3, 4, 8, and 9 are allocated to avoid PBCH and synchronization signal overhead


Table A.4-6: Transport format corresponding to each CQI index for 6 PRB allocation based on CRS estimation
	CQI index
	Modulation
	Target code rate 
	Imcs
	Information Bit Payload

(Subframes 1,2,3,4,6,7,8,9)
	Binary Channel Bits Per Sub-Frame (Subframes 1,2,3,4,6,7,8,9)
	Actual Code rate 

	0
	out of range
	out of range
	DTX
	-
	-
	-

	1
	QPSK
	0.0762
	0
	152
	1512
	0.1005

	2
	QPSK
	0.1172
	0
	152
	1512
	0.1005

	3
	QPSK
	0.1885
	2
	256
	1512
	0.1693

	4
	QPSK
	0.3008
	4
	408
	1512
	0.2698

	5
	QPSK
	0.4385
	6
	600
	1512
	0.3968

	6
	QPSK
	0.5879
	8
	808
	1512
	0.5344

	7
	16QAM
	0.3691
	11
	1032
	3024
	0.3413

	8
	16QAM
	0.4785
	13
	1352
	3024
	0.4471

	9
	16QAM
	0.6016
	16
	1800
	3024
	0.5952

	10
	64QAM
	0.4551
	19
	2152
	4536
	0.4744

	11
	64QAM
	0.5537
	21
	2600
	4536
	0.5732

	12
	64QAM
	0.6504
	23
	2984
	4536
	0.6578

	13
	64QAM
	0.7539
	25
	3496
	4536
	0.7707

	14
	64QAM
	0.8525
	27
	3752
	4536
	0.8272

	15
	64QAM
	0.9258
	27
	3752
	4536
	0.8272

	Note1:
Sub-frame#0 and #5 are not used for the corresponding requirement.


Table A.4-6a: Transport format corresponding to each CQI index for 6 PRB allocation based on CSI-RS estimation (Non CSI-RS subframe)
	CQI index
	Modulation
	Target code rate
	Imcs
	Information Bit Payload
	Binary Channel Bits Per Sub-Frame
	Actual Code rate

	0
	out of range
	out of range
	DTX
	-
	-
	-

	1
	QPSK
	0.0762
	0
	152
	1296
	0.1358 

	2
	QPSK
	0.1172
	0
	152
	1296
	0.1358 

	3
	QPSK
	0.1885
	2
	256
	1296
	0.2160 

	4
	QPSK
	0.3008
	4
	408
	1296
	0.3333 

	5
	QPSK
	0.4385
	5
	600
	1296
	0.4815 

	6
	QPSK
	0.5879
	7
	808
	1296
	0.6420 

	7
	16QAM
	0.3691
	10
	936
	2592
	0.3704 

	8
	16QAM
	0.4785
	12
	1192
	2592
	0.4691 

	9
	16QAM
	0.6016
	14
	1544
	2592
	0.6049 

	10
	64QAM
	0.4551
	17
	1800
	3888
	0.4691 

	11
	64QAM
	0.5537
	19
	2152
	3888
	0.5597 

	12
	64QAM
	0.6504
	21
	2600
	3888
	0.6749 

	13
	64QAM
	0.7539
	23
	2984
	3888
	0.7737 

	14
	64QAM
	0.8525
	24
	3240
	3888
	0.8395 

	15
	64QAM
	0.9258
	25
	3496
	3888
	0.9053 

	Note1: Sub-frame#0 and #5 are not used for the corresponding requirement. The next subframe (i.e. sub-frame#1 or #6) shall be used for the retransmission.


Table A.4-6b: Transport format corresponding to each CQI index for 6 PRB allocation based on CSI-RS estimation for 4 CSI-RS port (CSI-RS subframe, 2 CRS port)
	CQI index
	Modulation
	Target code rate
	Imcs
	Information Bit Payload
	Binary Channel Bits Per Sub-Frame
	Actual Code rate

	0
	out of range
	out of range
	DTX
	-
	-
	-

	1
	QPSK
	0.0762
	0
	152
	1248
	0.1410

	2
	QPSK
	0.1172
	0
	152
	1248
	0.1410

	3
	QPSK
	0.1885
	1
	208
	1248
	0.1859

	4
	QPSK
	0.3008
	3
	328
	1248
	0.2821

	5
	QPSK
	0.4385
	5
	504
	1248
	0.4231

	6
	QPSK
	0.5879
	7
	712
	1248
	0.5897

	7
	16QAM
	0.3691
	10
	936
	2496
	0.3846

	8
	16QAM
	0.4785
	12
	1192
	2496
	0.4872

	9
	16QAM
	0.6016
	14
	1544
	2496
	0.6282

	10
	64QAM
	0.4551
	17
	1800
	3744
	0.4872

	11
	64QAM
	0.5537
	19
	2152
	3744
	0.5812

	12
	64QAM
	0.6504
	20
	2344
	3744
	0.6325

	13
	64QAM
	0.7539
	22
	2792
	3744
	0.7521

	14
	64QAM
	0.8525
	24
	3240
	3744
	0.8718

	15
	64QAM
	0.9258
	25
	3496
	3744
	0.9402

	Note1: Sub-frame#0 and #5 are not used for the corresponding requirement. The next subframe (i.e. sub-frame#1 or #6) shall be used for the retransmission.


Table A.4-6c: Transport format corresponding to each CQI index for 6 PRB allocation based on CSI-RS estimation for 8 CSI-RS port (CSI-RS subframe, 2 CRS port)
	CQI index
	Modulation
	Target code rate
	Imcs
	Information Bit Payload
	Binary Channel Bits Per Sub-Frame
	Actual Code rate

	0
	out of range
	out of range
	DTX
	-
	-
	-

	1
	QPSK
	0.0762
	0
	152
	1200
	0.1467

	2
	QPSK
	0.1172
	0
	152
	1200
	0.1467

	3
	QPSK
	0.1885
	1
	208
	1200
	0.1933

	4
	QPSK
	0.3008
	3
	328
	1200
	0.2933

	5
	QPSK
	0.4385
	5
	504
	1200
	0.4400

	6
	QPSK
	0.5879
	7
	712
	1200
	0.6133

	7
	16QAM
	0.3691
	10
	936
	2400
	0.4000

	8
	16QAM
	0.4785
	12
	1192
	2400
	0.5067

	9
	16QAM
	0.6016
	13
	1352
	2400
	0.5733

	10
	64QAM
	0.4551
	17
	1800
	3600
	0.5067

	11
	64QAM
	0.5537
	18
	1928
	3600
	0.5422

	12
	64QAM
	0.6504
	20
	2344
	3600
	0.6578

	13
	64QAM
	0.7539
	21
	2600
	3600
	0.7289

	14
	64QAM
	0.8525
	23
	2984
	3600
	0.8356

	15
	64QAM
	0.9258
	24
	3240
	3600
	0.9067

	Note1: Sub-frame#0 and #5 are not used for the corresponding requirement. The next subframe (i.e. sub-frame#1 or #6) shall be used for the retransmission.


Table A.4-7: Reference channel for CQI requirements (FDD) partial PRB allocation for CRS
	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	
	
	15

(Note 3)
	
	

	Subcarriers per resource block
	
	
	
	12
	
	

	Allocated subframes per Radio Frame
	
	
	
	8
	
	

	Modulation
	
	Table A.4-9

	Target coding rate
	
	Table A.4-9

	Number of HARQ processes
	
	
	
	8
	
	

	Maximum number of HARQ transmissions
	
	
	
	1
	
	

	Note 1:
3 symbols allocated to PDCCH.

Note 2:
Only subframes 1,2,3,4,6,7,8, and 9 are allocated to avoid PBCH and synchronization signal overhead.

Note 3:
Centered within the Transmission Bandwidth Configuration (Figure 5.6-1).


Table A.4-8: Reference channel for CQI requirements (TDD) partial PRB allocation for CRS
	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	
	
	15

(Note 3)
	
	

	Subcarriers per resource block
	
	
	
	12
	
	

	Allocated subframes per Radio Frame
	
	
	
	4
	
	

	Modulation
	
	Table A.4-9

	Target coding rate
	
	Table A.4-9

	Number of HARQ processes
	
	
	
	10
	
	

	Maximum number of HARQ transmissions
	
	
	
	1
	
	

	Note 1:
3 symbols allocated to PDCCH.

Note 2:
UL-DL configuration 2 is used and only subframes 3, 4, 8, and 9 are allocated to avoid PBCH and synchronization signal overhead.

Note 3:
Centered within the Transmission Bandwidth Configuration (Figure 5.6-1).


Table A.4-9: Transport format corresponding to each CQI index for 15 PRB allocation based on CRS estimation
	CQI index
	Modulation
	Target code rate 
	Imcs
	Information Bit Payload

(Subframes 1,2,3,4,6,7,8,9)
	Binary Channel Bits Per Sub-Frame (Subframes 1,2,3,4,6,7,8,9)
	Actual Code rate 

	0
	out of range
	out of range
	DTX
	-
	-
	-

	1
	QPSK
	0.0762
	0
	392
	3780
	0.1037

	2
	QPSK
	0.1172
	0
	392
	3780
	0.1037

	3
	QPSK
	0.1885
	2
	648
	3780
	0.1714

	4
	QPSK
	0.3008
	4
	1064
	3780
	0.2815

	5
	QPSK
	0.4385
	6
	1544
	3780
	0.4085

	6
	QPSK
	0.5879
	8
	2088
	3780
	0.5524

	7
	16QAM
	0.3691
	11
	2664
	7560
	0.3524

	8
	16QAM
	0.4785
	13
	3368
	7560
	0.4455

	9
	16QAM
	0.6016
	16
	4584
	7560
	0.6063

	10
	64QAM
	0.4551
	19
	4968
	11340
	0.4381

	11
	64QAM
	0.5537
	21
	6456
	11340
	0.5693

	12
	64QAM
	0.6504
	23
	7480
	11340
	0.6596

	13
	64QAM
	0.7539
	25
	8504
	11340
	0.7499

	14
	64QAM
	0.8525
	27
	9528
	11340
	0.8402

	15
	64QAM
	0.9258
	27
	9528
	11340
	0.8402

	Note1:
Sub-frame#0 and #5 are not used for the corresponding requirement.


Table A.4-10: Reference channel for CQI requirements (FDD) 3 PRB allocation for CRS
	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	3
	3
	3
	3
	3
	3

	Subcarriers per resource block
	
	12
	12
	12
	12
	12
	12

	Allocated subframes per Radio Frame
	
	8
	8
	8
	8
	8
	8

	Modulation
	
	
	
	
	Table A.4-12
	
	

	Target coding rate
	
	
	
	
	Table A.4-12
	
	

	Number of HARQ Processes
	Processes
	8
	8
	8
	8
	8
	8

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1
	1
	1

	Note 1:
3 symbols allocated to PDCCH

Note 2:
Only subframes 1,2,3,4,6,7,8, and 9 are allocated to avoid PBCH and synchronization signal overhead


Table A.4-11: Reference channel for CQI requirements (TDD) 3 PRB allocation for CRS
	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	3
	3
	3
	3
	3
	3

	Subcarriers per resource block
	
	12
	12
	12
	12
	12
	12

	Allocated subframes per Radio Frame
	
	4
	4
	4
	4
	4
	4

	Modulation
	
	
	
	
	Table A.4-12
	
	

	Target coding rate
	
	
	
	
	Table A.4-12
	
	

	Number of HARQ Processes
	Processes
	10
	10
	10
	10
	10
	10

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1
	1
	1

	Note 1:
3 symbols allocated to PDCCH

Note 2:   UL-DL configuration 2 is used and only subframes 3, 4, 8, and 9 are allocated to avoid PBCH and synchronization signal overhead


Table A.4-12: Transport format corresponding to each CQI index for 3 PRB allocation based on CRS estimation
	CQI index
	Modulation
	Target code rate 
	Imcs
	Information Bit Payload

(Subframes 1,2,3,4,6,7,8,9)
	Binary Channel Bits Per Sub-Frame (Subframes 1,2,3,4,6,7,8,9)
	Actual Code rate 

	0
	out of range
	out of range
	DTX
	-
	-
	-

	1
	QPSK
	0.0762
	0
	56
	756
	0.0741

	2
	QPSK
	0.1172
	1
	88
	756
	0.1164

	3
	QPSK
	0.1885
	2
	144
	756
	0.1905

	4
	QPSK
	0.3008
	5
	224
	756
	0.2963

	5
	QPSK
	0.4385
	7
	328
	756
	0.4339

	6
	QPSK
	0.5879
	9
	456
	756
	0.6032

	7
	16QAM
	0.3691
	12
	584
	1512
	0.3862

	8
	16QAM
	0.4785
	13
	744
	1512
	0.4921

	9
	16QAM
	0.6016
	16
	904
	1512
	0.5979

	10
	64QAM
	0.4551
	19
	1064
	2268
	0.4691

	11
	64QAM
	0.5537
	21
	1288
	2268
	0.5679

	12
	64QAM
	0.6504
	23
	1480
	2268
	0.6526

	13
	64QAM
	0.7539
	25
	1736
	2268
	0.7654

	14
	64QAM
	0.8525
	27
	1864
	2268
	0.8219

	15
	64QAM
	0.9258
	27
	1864
	2268
	0.8219

	Note1: Sub-frame#0 and #5 are not used for the corresponding requirement.


<end of changes>
<start of changes>
C.3.2
Measurement of Performance requirements

Table C.3.2-1 is applicable for measurements in which uniform RS-to-EPRE boosting for all downlink physical channels.

Table C.3.2-1: Downlink Physical Channels transmitted during a connection (FDD and TDD)
	Physical Channel
	EPRE Ratio
	

	PBCH
	PBCH_RA = A
	

	
	PBCH_RB = B
	

	PSS
	PSS_RA = A
	

	SSS
	SSS_RA = A
	

	PCFICH
	PCFICH_RB = B
	

	PDCCH
	PDCCH_RA = A
	

	
	PDCCH_RB = B
	

	PDSCH
	PDSCH_RA = A
	

	
	PDSCH_RB = B
	

	PMCH
	PMCH_RA = A
	

	
	PMCH_RB = B
	

	MBSFN RS
	MBSFN RS_RA = A
	

	
	MBSFN RS_RB = B
	

	CSI RS
	CSI RS_RA = A
	

	
	CSI RS_RB = B
	

	OCNG
	OCNG_RA = A
	

	
	OCNG_RB = B
	


NOTE 1: A= B = 0 dB means no RS boosting.

NOTE 2: MBSFN RS and OCNG are not defined downlink physical channels in [4].
NOTE 3: Power setting other than A  and B  in each requirement shoud be priotized than A  and B..
Table C.3.2-2: Power allocation for OFDM symbols and reference signals
	Parameter
	Unit
	Value
	Note

	Total transmitted power spectral density 
[image: image17.wmf]or

I


	dBm/15 kHz
	Test specific
	1. 
[image: image18.wmf]or
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shall be kept constant throughout all OFDM symbols


	Cell-specific reference signal power ratio
[image: image19.wmf]or
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	Test specific
	1. Applies for antenna port p



<end of changes>
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