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1 Introduction

A new work item of intra-band carrier aggregation on Band 38 was approved in RAN#52 in Bratislava. Deployment scenarios as well as the potential impacts on RF core requirements for CA_38 were discussed in the following RAN4 #59AH [1]. This paper gives analysis and the corresponding text proposal of UE minimum output power for CA_38.

2 UE Minimum power for CA_38
It was agreed in [2] that “It is proposed that the Minimum output power for intra-band contiguous CA: requirement per CC should remain the same as Rel-8 under the condition that the minimum power is transmitted on both CC.” Since 5MHz component carrier is introduced in CA_38, only the measurement bandwidth should need to be modified as below.
Table 6.3.2A.1-1: Minimum output power for intra-band contiguous CA UE
	
	Channel bandwidth / Minimum output power  / measurement bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	Minimum output power
	-40 dBm

	Measurement bandwidth
	
	
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz


3 References
[1] R4-113354, Considerations on deployment scenarios for CA_38, CMCC
[2] R4-103431, 3GPP TR 36.807 V0.1.0
Annex: Text Proposal
<start of text proposal>
6.3.2A.1
Minimum requirement for CA

The minimum output power is defined as the mean power in one sub-frame (1ms). The minimum output power shall not exceed the values specified in Table 6.3.2A.1-1. 
Table 6.3.2A.1-1: Minimum output power for intra-band contiguous CA UE
	
	Channel bandwidth / Minimum output power  / measurement bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	Minimum output power
	-40 dBm

	Measurement bandwidth
	
	
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz


- End of text proposal for TR –
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