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	Reason for change:
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	The reason to define operating band unwanted emissions requirement and ACLR requirement at the same time is not quite clear and not mentioned in the core requirement. Sometimes this unclear situation may cause confusion and misleading understanding.

	
	

	Summary of change:
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	ACLR requirement is used to guarantee the co-existence with adjacent system. The purpose of defining operating band unwanted emissions requirement is to meet the regulatory as well as system co-existence requirements.
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	The unclear situation of defining operating band unwanted emissions and ACLR requriements will be remained.
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	Other comments:
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	This CR does not change any GSM/EDGE related requirements for BC2.


<Start of change>
6.6
Unwanted emissions

Unwanted emissions consist of out-of-band emissions and spurious emissions [6]. Out of band emissions are unwanted emissions immediately outside the channel bandwidth resulting from the modulation process and non-linearity in the transmitter but excluding spurious emissions. Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emission, intermodulation products and frequency conversion products, but exclude out of band emissions. 

The out-of-band emissions requirement for the BS transmitter is specified in terms of an Operating band unwanted emissions requirement that defines limits for emissions in the downlink operating band plus the frequency ranges 10 MHz above and 10 MHz below the band. Emissions outside of this frequency range are limited by a spurious emissions requirement. Operating band unwanted emissions is specified as a measure of the capability of the transmitter to meet the regional regulatory requirement as well as the adjacent system co-existence requirement.
There is in addition a requirement for occupied bandwidth and an ACLR requirement applicable for some RATs. ACLR is specified as a measure of the capability of the transmitter to guarantee the interfering signal below an acceptable level to the adjacent system. 
<End of change>
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