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<First Modification>

6.2
Total Radiated Power for LME/LEE
Requirements in this section are stated for free space configuration and are applicable to devices used in data transfer position such as laptop mounted equipment (LME) plug-in UEs and laptop embedded equipment (LEE) UEs.

The average TRP of low, mid and high channel shall be higher than minimum performance requirements for roaming bands shown in section 5.2. The averaging shall be done in linear scale for the TRP results.
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Figure 6.3: Average TRP

In addition the minimum TRP of each measured channel shall be higher than minimum performance requirements shown in the columns "Min".
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Figure 6.4: Minimum TRP
6.2.1
Minimum requirement for roaming bands
6.2.1.1
FDD

Minimum performance requirements for FDD roaming bands are shown in Table 6.4 and Table 6.5.
Table 6.4: TRP minimum performance requirement for LME devices in the data transfers position
	Operating band
	Power Class 1
	Power Class 2
	Power Class 3
	Power Class 3bis
	Power Class 4

	
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)

	
	
	
	Average
	Min
	Average
	Min
	Average
	Min

	I
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	II
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	III
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	IV
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	V
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	VI
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	VII
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	VIII
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	IX
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	NOTE 1: Applicable for dual-mode GSM/UMTS.

NOTE 2: Applicable for USB plug-in devices.


Table 6.5: TRP minimum performance requirement for LEE devices in the data transfers position

	Operating band
	Power Class 1
	Power Class 2
	Power Class 3
	Power Class 3bis
	Power Class 4

	
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)

	
	
	
	Average
	Min
	Average
	Min
	Average
	Min

	I
	-
	-
	+17
	+15
	TBD
	TBD
	TBD
	TBD

	II
	-
	-
	+17
	+15
	TBD
	TBD
	TBD
	TBD

	III
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	IV
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	V
	-
	-
	+17
	+15
	TBD
	TBD
	TBD
	TBD

	VI
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	VII
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	VIII
	-
	-
	+17
	+15
	TBD
	TBD
	TBD
	TBD

	IX
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	NOTE 1: Applicable for dual-mode GSM/UMTS.

NOTE 2: Applicable for notebook devices.


6.2.1.2
GSM

Minimum performance requirements for GSM roaming bands are shown in Table 6.6 and Table 6.7.

Table 6.6: TRP minimum performance requirement for LME devices in the data transfer position

	Operating band
	Power Class 1
	Power Class 2
	Power Class 3
	Power Class 4
	Power Class 5

	
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)

	
	Average
	Min
	Average
	Min
	Average
	Min
	Average
	Min
	Average
	Min

	GSM 850
	-
	-
	-
	-
	-
	-
	TBD
	TBD
	-
	-

	GSM 900
	-
	-
	-
	-
	-
	-
	TBD
	TBD
	-
	-

	DCS 1800
	TBD
	TBD
	-
	-
	-
	-
	-
	-
	-
	-

	PCS 1900
	TBD
	TBD
	-
	-
	-
	-
	-
	-
	-
	-

	NOTE 1:
Applicable for dual-mode GSM/UMTS.

NOTE 2: 
Applicable for USB plug-in devices.


Table 6.7: TRP minimum performance requirement for LEE devices in the data transfer position

	Operating band
	Power Class 1
	Power Class 2
	Power Class 3
	Power Class 4
	Power Class 5

	
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)

	
	Average
	Min
	Average
	Min
	Average
	Min
	Average
	Min
	Average
	Min

	GSM 850
	-
	-
	-
	-
	-
	-
	TBD
	TBD
	-
	-

	GSM 900
	-
	-
	-
	-
	-
	-
	TBD
	TBD
	-
	-

	DCS 1800
	TBD
	TBD
	-
	-
	-
	-
	-
	-
	-
	-

	PCS 1900
	TBD
	TBD
	-
	-
	-
	-
	-
	-
	-
	-

	NOTE 1:
Applicable for dual-mode GSM/UMTS.

NOTE 2: 
Applicable for notebook devices.


6.2.1.3
UTRA LCR TDD
For URTA LCR TDD the TRP minimum performance requirements are listed in Table 6.8 and Table 6.9.
Table 6.8: TRP minimum performance requirement for LME devices in the data transfer position
	Operating band 
	Power Class 1 
	Power Class 2 
	Power Class 3 
	Power Class 4 

	
	Power (dBm) 
	Power (dBm) 
	Power (dBm) 
	Power (dBm) 

	
	Average 
	Min
	Average 
	Min
	Average 
	Min
	 Average 
	Min 

	a
	 －
	－
	TBD
	TBD 
	－
	－
	－
	－

	b
	 －
	－
	TBD
	TBD
	－
	－
	－
	－

	c
	 －
	－
	TBD
	TBD
	－
	－
	－
	－

	d
	 －
	－
	TBD
	TBD
	－
	－
	－
	－

	e
	 －
	－
	TBD
	TBD 
	－
	－
	－
	－

	f
	 －
	－
	TBD
	TBD 
	－
	－
	－
	－

	NOTE 1: Applicable for dual-mode GSM/UTRA LCR TDD.

NOTE 2: Applicable for USB plug-in devices.


Table 6.9: TRP minimum performance requirement for LEE devices in the data transfer position
	Operating band 
	Power Class 1 
	Power Class 2 
	Power Class 3 
	Power Class 4 

	
	Power (dBm) 
	Power (dBm) 
	Power (dBm) 
	Power (dBm) 

	
	Average 
	Min
	Average 
	Min
	Average 
	Min
	 Average 
	Min 

	A
	 －
	－
	TBD
	TBD 
	－
	－
	－
	－

	B
	 －
	－
	TBD
	TBD
	－
	－
	－
	－

	C
	 －
	－
	TBD
	TBD
	－
	－
	－
	－

	D
	 －
	－
	TBD
	TBD
	－
	－
	－
	－

	E
	 －
	－
	TBD
	TBD 
	－
	－
	－
	－

	F
	 －
	－
	TBD
	TBD 
	－
	－
	－
	－

	NOTE 1: Applicable for dual-mode GSM/UTRA LCR TDD.

NOTE 2: Applicable for notebook devices.
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