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<Start of changes>

9.1.12
Reference Signal Time Difference (RSTD) Measurement Accuracy Requirements for Carrier Aggregation
This section contains RSTD measurement accuracy requirements for a UE configured with a downlink secondary cell. The UE may operate in either E-UTRA inter-band or intra-band carrier aggregation mode. The requirements in this section shall apply regardless whether the configured downlink secondary cell is activated or deactivated by the MAC-CE command [17].
The RSTD measurements, which are obtained when both the reference cell and neighbouring cell belong to the primary component carrier, shall meet the intra-frequency RSTD accuracy requirements defined in section 9.1.10.1. 

The RSTD measurements, which are obtained when both the reference cell and neighbouring cell belong to the secondary component carrier, shall meet the intra-frequency RSTD accuracy requirements defined in section 9.1.10.1.

The RSTD measurements, which are obtained when the reference cell and neighbouring cell do not belong to the same carrier, shall meet the inter-frequency RSTD accuracy requirements defined in section 9.1.10.2.
The RSTD measurements, which are obtained when the reference cell and neighbouring cell belong to the same inter-frequency carrier that is neither the primary component carrier nor the secondary component carrier, shall meet the inter-frequency RSTD accuracy requirements defined in section 9.1.10.2.
<End of changes>
