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1. Introduction

This contribution is a TP to incorporate the agreements made in [1] and [2] that correspond to the raster definition.

Raster size has been agreed in [2] with background in [1], specifying:
-----------

In RAN4# 60bis meeting, raster of 5MHz was proposed to allow 20MHz Channel Bandwidth in 700MHz band when considering Type 1 configuration (30MHz pass band). However, in applying the restriction from Proposal 2 (centre frequency (fc) in the locations 723MHz < fc < 728MHz is not allowed), we believe that this is not needed and that 100KHz raster can be used and therefore this would provide the following benefits:

· 20MHz channel bandwidth (as well as channels of other bandwidths) could be deployed with more flexibility by operators.

· No requirement for UE vendors to modify their existing UE cell/PLMN search algorithms when implementing this band.

However, in applying the restrictions in Proposal 2 (centre frequency (fc) in the locations 723MHz < fc < 728MHz is not allowed), it is acknowledged that regulators would need to be aware of this restriction, as this would affect how they allocate the spectrum. And then no special raster definition is defined for this particular band.

-----------

In this contribution a new the raster size is included in section 7.5.1
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7.5
Regional frequency arrangements


7.5.1
Channel raster

The channel raster is 100 kHz for all bands, which means that the carrier centre frequency must be an integer multiple of 100 kHz.

7.5.2
Carrier frequency and EARFCN

Under the assumption of the use of dual duplex filter with 30MHz BW, and 15MHz overlap in Figure 7.5.2-1, channel bandwidth of 20MHz is allowed considering that the EARFCN corresponding to carrier frequencies from 723.1 to 728.1 MHz are not supported.
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Figure 7.5.2-1. UE duplex configuration assumption
---- End of TP ----
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