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<< Unchanged sections omitted >>
7.6.1
Introduction

The UE shall monitor the downlink link quality based on the cell-specific reference signal in order to detect the downlink radio link quality of the PCell as specified in [3]. 

The UE shall estimate the downlink radio link quality and compare it to the thresholds Qout and Qin for the purpose of monitoring downlink radio link quality of the PCell. 

The threshold Qout is defined as the level at which the downlink radio link cannot be reliably received and shall correspond to 10% block error rate of a hypothetical PDCCH transmission taking into account the PCFICH errors with transmission parameters specified in Table 7.6.1-1. 

The threshold Qin is defined as the level at which the downlink radio link quality can be significantly more reliably received than at Qout and shall correspond to 2% block error rate of a hypothetical PDCCH transmission taking into account the PCFICH errors with transmission parameters specified in Table 7.6.1-2.
When higher-layer signalling indicates certain subframes for restricted radio link monitoring, the radio link quality shall be monitored as specified in [3].
The requirements in sections 7.6.2.1, 7.6.2.2 and 7.6.2.3 shall also apply when a time domain measurement resource restriction pattern for performing rdio link monitoring measurements is configured by higher layers [2], provided that also the following additional condition is fulfilled:

The time domain measurement resource restriction pattern configured for the measured cell indicates at least one subframe per radio frame for performing the radio link monitoring measurements. 
Note: For the requirements in the following sections, similar Release 8 and 9 requirements apply for time domain measurements restriction under colliding CRS with ABS configured in non-MBSFN subframes.

Table 7.6.1-1 PDCCH/PCFICH transmission parameters for out-of-sync

	Attribute
	Value

	DCI format
	1A

	Number of control OFDM symbols


	2; Bandwidth ( 10 MHz

3; [3] MHz ( Bandwidth ( 5 MHz

4; Bandwidth = 1.4 MHz

	Aggregation level (CCE)
	4; Bandwidth = 1.4 MHz

8; Bandwidth ( 3 MHz

	Ratio of PDCCH RE energy to average RS RE energy
	4 dB; when single antenna port is used for cell-specific reference signal transmission by the PCell.
1 dB: when two or four antenna ports are used for cell-specific reference signal transmission by the PCell.

	Ratio of PCFICH RE energy to average RS RE energy
	4 dB; when single antenna port is used for cell-specific reference signal transmission by the PCell.
1 dB: when two or four antenna ports are used for cell-specific reference signal transmission by the PCell.

	Note 1:
DCI format 1A is defined in section 5.3.3.1.3 in 3GPP TS 36.212 [21].

Note 2:
A hypothetical PCFICH transmission corresponding to the number of control symbols shall be assumed.


Table 7.6.1-2 PDCCH/PCFICH transmission parameters for in-sync
	Attribute
	Value

	DCI format
	1C

	Number of control OFDM symbols
	2; Bandwidth ( 10 MHz

3; 3 MHz ( Bandwidth ( 5 MHz

4; Bandwidth = 1.4 MHz

	Aggregation level (CCE)
	4

	Ratio of PDCCH RE energy to average RS RE energy
	0 dB; when single antenna port is used for cell-specific reference signal transmission by the PCell.

-3 dB; when two or four antenna ports are used for cell-specific reference signal transmission by the PCell.

	Ratio of PCFICH RE energy to average RS RE energy
	4 dB; when single antenna port is used for cell-specific reference signal transmission by the PCell.
1 dB: when two or four antenna ports are used for cell-specific reference signal transmission by the PCell.

	Note 1:
DCI format 1C is defined in section 5.3.3.1.4 in 3GPP TS 36.212 [21].

Note 2:
A hypothetical PCFICH transmission corresponding to the number of control symbols shall be assumed.


--- next changed section ---
9.1.1 Introduction

The requirements in this clause are applicable for a UE:

-
in state RRC_CONNECTED

-
performing measurements with appropriate measurement gaps as defined in Section 8.1.2.1.

-
that is synchronised to the cell that is measured.

The reported measurement result after layer 1 filtering shall be an estimate of the average value of the measured quantity over the measurement period. The reference point for the measurement result after layer 1 filtering is referred to as point B in the measurement model described in [25]. 

The accuracy requirements in this clause are valid for the reported measurement result after layer 1 filtering. The accuracy requirements are verified from the measurement report at point D in the measurement model having the higher layer filtering disabled.
Note: For the requirements in the following sections, similar Release 8 and 9 requirements apply for time domain measurements restriction under colliding CRS with ABS configured in non-MBSFN subframes.
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