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1. Introduction
During last RAN4 meeting the following CR to 36.104 was agreed [1]: Introduction of intra-band non-contiguous operation for E-UTRA. This document is a TP to CA Enhancement TR on BS characteristics on the basis of agreements made at the last RAN4 meeting. It is proposed to agree on this Text Proposal to the CA Enhancement TR.
2. References

[1] 

R4-121079; “Introduction of intra-band non-contiguous operation for E-UTRA”, Nokia Siemens Networks, Alcatel-Lucent, Ericsson, CATT, Huawei, ZTE, NTT DOCOMO; RAN4 #62

3. Text Proposal
*** Start of TP to Carrier Aggregation Enhancement TR ***
6.1

BS characteristics
Carrier Aggregation Enhancement Work Item specified BS requirements for intra-band non-contiguous operation for E-UTRA. Requirements are based on the MSR specification 37.104 which specifies BS non-contiguous operation from Rel’10. The following changes were made in 36.104 in order to support intra-band non-contiguous operation:
· Introduction of new definitions, symbols and abbreviations
· Introduction of new table on intra-band non-contiguous carrier aggregation bands

· Introduction of definition of sub-block bandwidth for intra-band non-contiguous spectrum

· Clarification on requirements for contiguous and non-contiguous spectrum
· Introduction of Time Alignment Error requirement for intra-band non-contiguous operation
· Clarification of occupied bandwidth and ACLR requirements for non-contiguous spectrum

· Introduction of Cumulative ACLR (CACLR) requirement for intra-band non-contiguous operation
· Clarification of operating band unwanted emissions and transmitter intermodulation requirements for non-contiguous spectrum

· Clarification of ACS, narrowband blocking, blocking and receiver intermodulation requirements for non-contiguous spectrum
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