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----------------------------------------------------- Beginning of Change ------------------------------------------------------------
3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply

4C-HSDPA
Four-Carrier HSDPA. HSDPA operation configured on 3 or 4 DL carriers.

AWGN 
Additive White Gaussian Noise

BER
Bit Error Ratio

BLER
Block Error Ratio

BS
Base Station

CFN
Connection Frame Number

CPICH
Common Pilot Channel 

CSG
Closed Subscriber Group

CGI
Cell Global Identifier
DB-DC-HSDPA
Dual Band Dual Cell HSDPA
DC-HSDPA
Dual Cell HSDPA
DC-HSDPA-MIMO


DC-HSDPA with MIMO 

DC-HSUPA
Dual Cell HSUPA
DL
Down link (forward link)

DPCH
Dedicated Physical Channel

DRX
Discontinuous Reception 

eNB
E-UTRAN NodeB

E-UTRA
Enhanced Universal Terrestrial Radio Access

E-UTRAN
Enhanced Universal Terrestrial Radio Access Network
FDD
Frequency Division Duplex

F-DPCH
Fractional Dedicated Physical Channel

GERAN
GSM EDGE Radio Access Network

GSM
Global System for Mobile communication

HO
Handover

HSDPA
High Speed Downlink Packet Access 

HSUPA
High Speed Uplink Packet Access
MBSFN
MBMS over a Single Frequency Network
MIB
Master Information Block

MDT
Minimization of Drive Tests

MIMO
Multiple Input Multiple Output

OCNS
Orthogonal Channel Noise Simulator, a mechanism used to simulate the users or control signals on the other orthogonal channels of a downlink.

OFDM
Orthogonal Frequency Division Multiplexing

OFDMA
Orthogonal Frequency Division Multiple Access

PCCPCH
Primary Common Control Physical Channel

PICH
Paging Indicator Channel

PIN
Personal Identification Number

PLMN
Public Land Mobile Network 

QAM
Quadrature Amplitude Modulation

RAT
Radio Access Technology

RNC
Radio Network ControllerRSCP
Received Signal Code Power

RRC
Radio Resource Control

RRM
Radio Resource Management 

RSRP
Reference Signal Received Power

RSRQ
Reference Signal Received Quality

RSSI
Received Signal Strength Indicator

SCH
Synchronisation Channel, power of SCH shall be divided equally between Primary and Secondary Synchronous channels.

SFN
System Frame Number

SIB
System Information Block
SIR
Signal to Interference ratio

TDD
Time Division Duplex

TPC
Transmit Power Control 

TTI
Transmission Time Interval

UTRA
Universal Terrestrial Radio Access

UTRAN
Universal Terrestrial Radio Access Network

UE
User Equipment

UL
Up link (reverse link)

USIM
Universal Subscriber Identity Module

UTRA
Universal Terrestrial Radio Access 

UTRAN
Universal Terrestrial Radio Access Network

------------------------------------------------------------- End of change ------------------------------------------------------------
----------------------------------------------------- Beginning of Change ------------------------------------------------------------
8.1.2.3.1
Identification of a new cell

The UE shall be able to identify a new detectable cell belonging to the monitored set within 
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and UE that supports inter frequency detected set CPICH measurements shall also be able to identify a new detectable cell belonging to the detected set within Tidentify inter detected set = 30·Nfreq  s.
For UE that supports DC-HSDPA, DB-DC-HSDPA or 4C-HSDPA, the UE shall be able to identify a new detectable cell belonging to the monitored set on configured frequenc(ies) within (3.5·Nfreq) s without requiring compressed mode. 

If the UE does not need compressed mode to measure cells on a frequency adjacent to the intra-frequency (irrespective of the number of serving cells configured in the UE) according to its measurement capability in the IE “Adjacent Frequency measurements without compressed mode” defined in section 10.3.3.21 of TS 25.331 [16], and if the Adjacent Frequency Index [16] is configured, the UE shall be able to identify a new detectable cell on the indicated adjacent frequency belonging to the monitored set within Tidentify,inter,optional and UE that supports inter frequency detected set CPICH measurements shall be able to identify a new detectable cell on the indicated adjacent frequency within Tidentify,inter detected set  = 30s.
If the UE does not need compressed mode to measure cells on a frequency in a band jointly supported with the band of intra-frequency according to its measurement capability in the IE “Inter-band Frequency measurements without compressed mode” defined in section 10.3.3.21 of TS 25.331 [16], the UE shall be able to identify a new detectable cell on that frequency belonging to the monitored set within Tidentify,inter,optional  and UE that supports inter frequency detected set CPICH measurements shall be able to identify a new detectable cell on that frequency within Tidentify,inter detected set  = 30s.
If the UE is able to search enhanced inter-frequency measurements without compressed mode according to its measurement capability in the IE “Enhanced inter-frequency measurements without compressed mode” defined in section 10.3.3.21 of TS 25.331 [16],

· when a single uplink frequency is configured, the UE shall be able to identify a new detectable cell each of the 2 indicated frequencies belonging to the monitored set within Tidentify,inter,optional; or

· when dual uplink frequencies are configured, the UE shall be able to identify a new detectable cell on the indicated frequency belong to the monitored set within Tidentify,inter,optional,
where the indicated frequenc(ies) together with intra-frequenc(ies) shall be within UE RF capability as per Band Combination and Supported Carrier Combination List in [16] and UE that supports inter frequency detected set CPICH measurements shall be able to identify a new detectable cell on the indicated frequenc(ies) within Tidentify,inter detected set  = 30s.
If DL_DRX_Active = 0,
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If DL_DRX_Active = 1 and the UE DRX cycle < 10 subframes, Tidentify, inter, optional = 800ms.
If DL_DRX_Active = 1 and the UE DRX cycle ≥ 10 subframes, Tidentify, inter, optional = 1.5s.

A cell shall be considered detectable when 

-
CPICH Ec/Io > -20 dB,

-
SCH_Ec/Io > -17 dB for at least one channel tap and SCH_Ec/Ior is equally divided between primary synchronisation code and secondary synchronisation code. When L3 filtering is used an additional delay can be expected.

8.1.2.3.2
UE CPICH measurement capability
When transmission gaps are scheduled for FDD inter frequency measurements the UE physical layer shall be capable of reporting measurements to higher layers with measurement period given by
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If the UE does not need compressed mode to perform inter-frequency measurements, the measurement period for inter frequency measurements is 480 ms.

The UE shall be capable of performing CPICH measurements for Xbasic measurement FDD inter inter-frequency cells per FDD frequency of the monitored set or the virtual active set, or the detected set for UE that supports inter frequency detected set meaurements, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of TMeasurement_Inter. If the UE has identified more than Xbasic measurement FDD inter cells, the UE shall perform measurements of all identified cells but the reporting rate of CPICH measurements of cells from UE physical layer to higher layers may be decreased.


Xbasic measurement FDDinter = 6

TMeasurement_Period Inter = 480 ms. The period used for calculating the measurement period Tmeasurement_inter for inter frequency CPICH measurements.


TInter:: This is the minimum time that is available for inter frequency measurements , during the period TMeasurement_Period inter with an arbitrarily chosen timing. The minimum time per transmission gap is calculated by using the actual idle length within the transmission gap as given in the table 11 of Annex B in TS 25.212 and by assuming 2*0.5 ms for implementation margin and after that taking only full slots into account in the calculation.


Tbasic_identify_FDD,inter = 300 ms. This is the time period used in the inter frequency equation where the maximum allowed time for the UE to identify a new FDD cell is defined.


Tbasic_measurement_FDD inter = 50 ms. This is the time period used in the equation for defining the measurement period for inter frequency CPICH measurements.


NFreq: Number of FDD frequencies indicated in the inter frequency measurement control information.

For UE that supports DC-HSDPA, DB-DC-HSDPA or 4C-HSDPA, the UE shall be capable of performing Xbasic measurement FDD inter inter-frequency cells per configured FDD frequency of the monitored set or the virtual active set, or the detected set for UE that supports inter frequency detected set meaurements, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of (600·Nfreq) ms without requiring compressed mode. 

For UE that supports inter frequency detected set CPICH measurements, out of the Xbasic measurement FDD inter inter-frequency cells per FDD frequency for which the UE is capable of performing CPICH measurements, the UE shall be capable of measuring the CPICH of at least one detected set cell.
If the UE does not need compressed mode to measure cells on a frequency adjacent to the intra-frequency (irrespective of the number of serving cells configured in the UE) according to its measurement capability in the IE “Adjacent Frequency measurements without compressed mode” defined in section 10.3.3.21 of TS 25.331 [16], and if the Adjacent Frequency Index [16] is configured,

· when DL_DRX_Active=0, the UE shall be capable of performing CPICH measurements for 8 cells on the indicated adjacent frequency, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of 200ms. For UE that supports inter frequency detected set CPICH measurements, out of 8 cells on the indicated adjacent frequency, the UE shall be capable of measuring the CPICH of at least one detected set cell. If the UE has identified more than 8 cells, the UE shall perform measurements of all identified cells but the reporting rate of CPICH measurements of cells from UE physical layer to higher layers may be decreased; or
· when DL_DRX_Active=1, the UE shall be capable of performing CPICH measurements for at least Ymeasurement intra cells on the indicated adjacent frequency, where Ymeasurement intra is defined in sub-clause 8.1.2.2.2. If the UE has identified more than Ymeasurement intra cells, the UE shall perform measurements of all identified cells but the reporting rate of CPICH measurements of cells from UE physical layer to higher layers may be decreased. For UE that supports inter frequency detected set CPICH measurements, out of Ymeasurement intra cells on the indicated adjacent frequency, the UE shall be capable of measuring the CPICH of at least one detected set cell. If the UE has identified more than Ymeasurement intra cells, the UE shall perform measurements of all identified cells but the reporting rate of CPICH measurements of cells from UE physical layer to higher layers may be decreased.
If the UE does not need compressed mode to measure cells on a frequency in a band jointly supported with the band of intra-frequency according to its measurement capability in the IE “Inter-band Frequency measurements without compressed mode” defined in section 10.3.3.21 of TS 25.331 [16],

· when DL_DRX_Active=0, the UE shall be capable of performing CPICH measurements for 8 cells on that frequency, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of 200ms. For UE that supports inter frequency detected set CPICH measurements, out of 8 cells on that frequency, the UE shall be capable of measuring the CPICH of at least one detected set cell. If the UE has identified more than 8 cells, the UE shall perform measurements of all identified cells but the reporting rate of CPICH measurements of cells from UE physical layer to higher layers may be decreased; or
· when DL_DRX_Active=1, the UE shall be capable of performing CPICH measurements for at least Ymeasurement intra cells on that frequency. If the UE has identified more than Ymeasurement intra cells, where Ymeasurement intra is defined in sub-clause 8.1.2.2.2, the UE shall perform measurements of all identified cells but the reporting rate of CPICH measurements of cells from UE physical layer to higher layers may be decreased. For UE that supports inter frequency detected set CPICH measurements, out of Ymeasurement intra cells on that frequency, the UE shall be capable of measuring the CPICH of at least one detected set cell. If the UE has identified more than Ymeasurement intra cells, the UE shall perform measurements of all identified cells but the reporting rate of CPICH measurements of cells from UE physical layer to higher layers may be decreased.
If the UE is able to search enhanced inter-frequency measurements without compressed mode according to its measurement capability in the IE “Enhanced inter-frequency measurements without compressed mode” defined in section 10.3.3.21 of TS 25.331 [16], and DL_DRX_Active = 0,

· when a single uplink frequency is configured, the UE shall be capable of performing CPICH measurements for 8 cells each on 2 indicated frequencies, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of 200ms. For UE that supports inter frequency detected set CPICH measurements, out of 8 cells each on 2 indicated frequencies, the UE shall be capable of measuring the CPICH of at least one detected set cell each on 2 indicated frequencies. If the UE has identified more than 8 cells on each frequency, the UE shall perform measurements of all identified cells but the reporting rate of CPICH measurements of cells from UE physical layer to higher layers may be decreased; or
· when dual uplink frequencies are configured, the UE shall be capable of performing CPICH measurements for 8 cells on the indicated frequency, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of 200ms. For UE that supports inter frequency detected set CPICH measurements, out of 8 cells on the indicated frequency, the UE shall be capable of measuring the CPICH of at least one detected set cell. If the UE has identified more than 8 cells, the UE shall perform measurements of all identified cells but the reporting rate of CPICH measurements of cells from UE physical layer to higher layers may be decreased.
If the UE is able to search enhanced inter-frequency measurements without compressed mode according to its measurement capability in the IE “Enhanced inter-frequency measurements without compressed mode” defined in section 10.3.3.21 of TS 25.331 [16], and DL_DRX_Active = 1,

· when a single uplink frequency is configured, the UE shall be capable of performing CPICH measurements for at least Ymeasurement intra cells each on 2 indicated frequencies, where Ymeasurement intra is defined in sub-clause 8.1.2.2.2. If the UE has identified more than Ymeasurement intra cells on the indicated frequency, the UE shall perform measurements of all identified cells but the reporting rate of CPICH measurements of cells from UE physical layer to higher layers may be decreased for that frequency. For UE that supports inter frequency detected set CPICH measurements, out of Ymeasurement intra cells each on 2 indicated frequencies, the UE shall be capable of measuring the CPICH of at least one detected set cell each on 2 indicated frequencies. If the UE has identified more than Ymeasurement intra cells on each frequency, the UE shall perform measurements of all identified cells but the reporting rate of CPICH measurements of cells from UE physical layer to higher layers may be decreased; or
· when dual uplink frequencies are configured, the UE shall be capable of performing CPICH measurements for at least Ymeasurement intra cells on the indicated frequency, where Ymeasurement intra is defined in sub-clause 8.1.2.2.2. If the UE has identified more than Ymeasurement intra cells on the indicated frequency, the UE shall perform measurements of all identified cells but the reporting rate of CPICH measurements of cells from UE physical layer to higher layers may be decreased for that frequency. For UE that supports inter frequency detected set CPICH measurements, out of Ymeasurement intra cells on the indicated frequency, the UE shall be capable of measuring the CPICH of at least one detected set cell. If the UE has identified more than Ymeasurement intra cells, the UE shall perform measurements of all identified cells but the reporting rate of CPICH measurements of cells from UE physical layer to higher layers may be decreased.
The measurement accuracy for all measured cells shall be as inter frequency measurement accuracy specified in the sub-clause 9.1.1 and 9.1.2.
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