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1. Overall Description:

RAN4 would like to thank RAN1 for their questions on simultaneous transmission of PUSCH/PUCCH/SRS for multiple TA.
The assumptions and question provided by RAN1 LS has been discussed in RAN4. The answers are as below:

Question 1: Should the assumption 2 and 3 be applied in transient period? 
Answer: In RAN4, the Transient period is only defined for testing ON/OFF time mask. The UE Maximum Output Power tests do not take into account transient periods. RAN4 is with the opinion that under the maximum 30us overlap assumption from RAN1, the performance difference brought to UE Maximum Output Power should be negligible and fall within the test tolerance; As the Transient period is considered in the time mask test in RAN4 specification TS 36.101. For all the physical channels, assumption 3 is not applied to transient period.
Question 2: How would the transient period be defined when there are multiple TAGs? If the UE transmission power during the partial overlap exceeds Pcmax, would the transmit power of Cell1 in duration (A) or Cell2 in duration (B) in the figure be affected?
Answer: In current RAN4 specification, for intra band contiguous CA, the general output power ON/OFF time mask specified is applicable for each CC during the ON power period and transient period. RAN4 is discussing how to define the transient period when there are multiple TAGs.
Question 3: If separate MPR/A-MPR needs to be used during the partial overlap period, what MPR/A-MPR value should be used? 
Answer: MPR/A-MPR is defined to allow UE to lower its maximum output power in order to meet some general RF requirements on signal quality and Out-Of-band emissions for some particular scenarios. So far these scenarios do not include the scenarios with short period where different TAGs are partially overlapped.
2. Actions:

RAN4 respectfully asks RAN1 to take into account the above clarifications. 
3. Date of Next 3GPP TSG-RAN4 Meetings:
3GPP TSG-RAN WG4 Meeting #63

May 21 – 25, 2012 

Prague, Czech Republic
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