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1 Introduction
A work item for carrier aggregation in Band 38 was established [1]. For UE coexistence with band 7, the requirements for non-CA operation in band 38 is specified through the restriction of RB number. To support carrier aggregation in Band 38, A-MPR shall be introduced to enable coexistence with adjacent Band 7. In this contribution, we provide text proposal on additional spurious emission requirements for CA_38.
2 Discussion
For CA operation in Band 38, the allowed emission level shall be aligned with the ones for Rel-10 non-CA operation. 
For CA Bandwidth Class C in Band 38, spurious emission shall not exceed the levels specified in following table for coexistence with protected bands.
Table 1: Emission requirements
	E-UTRA  Band
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)


	CA_38C
	E-UTRA Band 1,3, 8, 20, 22, 33, 34, 42, 43
	FDL_low 
	-
	FDL_high
	-50
	1

 

	
	Frequency range
	2620
	-
	2645
	-15.5
	5

	
	Frequency range
	2645
	-
	2690
	-40
	1


3 Conclusion
In this contribution, we provide text proposal on spurious emission requirements for CA_38. It is proposed the attached text proposal approved for TR for LTE-A CA in Band 38 [4].
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E-UTRA RF requirements for UE

6.4.1
Coexistence requirements with Band 7 for contiguous CA
For CA Bandwidth Class C in Band 38, emission shall not exceed the levels specified in Table 6.4.1-1 for coexistence with protected bands.
Table 6.4.1-1: Emission requirements
	E-UTRA  Band
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)


	CA_38C
	E-UTRA Band 1,3, 8, 20, 22, 33, 34, 42, 43
	FDL_low 
	-
	FDL_high
	-50
	1

 

	
	Frequency range
	2620
	-
	2645
	-15.5
	5

	
	Frequency range
	2645
	-
	2690
	-40
	1


The mechanism to meet the emission level specified in Table 6.4.1-1 is to define CA_NS signaling and the corresponding A-MPR table.
<End of TP>
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