3GPP TSG-RAN WG4 Meeting #62bis                                                               R4-122094
Jeju,Korea,26-30 Mar,2012
Agenda item:
6.4.1
Source: 
ZTE
Title: 
Text proposal on UE receiver characteristics for CA in Band 38
Document for:
Approval
1 Introduction

In the last meeting the contribution [1] about required changes to 36.101 for CA in Band 38 was approved. This contribution proposes how to change relative to the other bands in TS36.101 R10 about UE receiver characteristics for CA in Band 38, and attaches a TP for TR 36.830 for approval.

2 Discussion
From the contribution [1], it can be known that the following requirements should be changed about UE receiver characteristics for CA in Band 38 relative to the other bands in TS36.101 R10.
a). Reference sensitivity 
b). In-band blocking 
c). Out-of-band blocking
1) Reference sensitivity 
From the section 7.3.1A in TS36.101, it is known that the reference sensitivity for CA is defined to be met with both downlink component carrier active and each component carrier shall meet the requirements specified in clause 7.3.1. And Intra-band CA uplink configuration when testing reference sensitivity is specified in table 7.3.1A-1. Because the Band 38 is a TDD band, it is no need to restrict the uplink RB allocations. So the uplink configuration for CA Band 38 should be specified with full RB allocation for both PCC and SCC for all supported CC combinations.  
2) In-band blocking and Out-of-band blocking
From the simulation results in contribution [3], it can be known that although the introduction of the new CC combination (100RB+25RB) in band 38, but contiguous intra-band CA Rx requirements can be extended to cover the new CC combinations. So it is only need to add a CA_38C to the In-band blocking and Out-of-band blocking requirement.
3 Reference

[1] R4-120219, “Text proposal: Required changes to TS36.101”, Huawei, HiSilicon
[2] R4-116013，“Rx requirements for 25+100RB and 75+100RB CC combinations”,Nokia Corporation
Annex: Text Proposal
<start of text proposal>
6.5    UE receiver RF requirements
Three sub-clauses in TS36.101 (Rel-11) shall be updated for UE supporting intra-band contiguous CA in Band 38, and these sub-clauses cover the following aspects:

Reference sensitivity
In-band blocking 
Out-of-band blocking
For CA Band 38 there is no restriction on the uplink RB allocations, and the uplink configuration shall be specified with full RB allocation for both PCC and SCC for all supported CC combinations.  All of the relative changes for Band38 are captured in subclause10.1.
<end of text proposal >
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