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ABSTRACT: Considering situations one operator adopts a terminal which supports both Band 18 and Band 26, it might be necessary to align core requirements of both bands. Such a UE should be allowed to have looser requirements and therefore, relaxations of Band 18 core requirement would be proposed in this specific case.
1 Introduction

In the last RAN Plenary (RAN#55), the WI Extending 850 MHz Upper Band (814 – 849 MH) has been completed. Because of its globalization, it includes several 3GPP bands, namely, Band 5, Band 18 and Band 19. However, performances are not same between them. Especially, core requirements of Band 18/19 are much tighter than those of Band 26. In order to maximize usefulness of the global band, alignment of core requirements would be really needed.
2 Background
Figure 1 shows frequency arrangements regarding Band 26.
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Figure 1. Frequency arrangement regarding Band 26
One operator, which owns partial frequency range of Band 26, might implement its terminals to support multiple bands from the perspective of global usefulness. One typical example is Band 18 terminal which is implemented by Band 26 duplexer. It could potentially support frequency range of Band 26 either. Roaming into/out both Band 18 and Band 26 network would be quite beneficial not only for the operator but also UE vendors and even end users. However, current core requirements could disturb such usefulness. This contribution intends to solve problems raised above. However, discussion is limited within Band 18 and Band 26 and other relevant bands (Band 5 and Band 19) are out of scope.
3 Discussion
Looking at requirements of Band 18 and Band 26, several differences could be found. UE reference sensitivity (REFSENS) is one of typical examples. It would be usually observed that Band 18 UE outperforms Band 26 terminal because of their length of passband and Tx-Rx gap.  From the perspective of specifications in [1], difference is up to 2.5 dB. There is possibility that Band 26 duplexer could not compensate 2 dB gaps between them. Then UE vendors have no choice to implement both Band 18 and Band 26 RFIC independently not to violate 3GPP requirements. However, such a duplicative work (implementing two duplexers only for 850 MHz) does not enjoy functionality of global band. In order to avoid the case, following proposal shall be approved;
Proposal 1. REFSENS requirements for Band 18 and Band 26 should be allowed to align.
Considering on Tx side, one can see that Band 26 is allowed to use Tc requirement within the frequency range of 814 – 818 MHz and 845 – 849 MHz while Band 18 is not. Such a difference potentially impacts MOP (maximum output power) requirement of Band 18.  Namely, Band 18 UE which is implemented by Band 26 duplexer might have larger tolerance than  - 2 dB. Taking into account larger insertion loss of Band 26 duplexer than that of Band 18, +/– 2 dB tolerance might not be enough. Therefore, it should be allowed to apply Tc of Band 26 for Band 18 although Band 18 operator suffers pain. 
Proposal 2. Tc requirements for Band 26 should be allowed to use for the UE which supports both Band 18 and Band 26.
How to capture above two proposals in [1] is described in the Annex section. If it is acceptable for parties in RAN4, we would like to submit CR in the next RAN4 meeting.
4 Conclusion

In this contribution, we have discussed misalignment of requirements between Band 18 and Band 26. In order to utilize properties of global band, there are some cases that core requirements of Band 18 are preferred to be relaxed.  Therefore, we would like to make two proposal as below; 
Proposal 1. REFSENS requirements for Band 18 and Band 26 should be allowed to align.
Proposal 2. Tc requirements for Band 26 should be allowed to use for the UE which supports both Band 18 and Band 26.
In the Annex section, how to capture these proposals in [1] is suggested. When relevant parties are acceptable for it, CRs would be submitted in RAN4#63. Please note that it is also demanded these proposals are reflected from Rel-8 based on concepts of frequency bands’ properties.
5 References
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6 Annex
It is suggested to capture our proposals as below. Note that only relevant sections are shown.
6.2.2
UE maximum output power
The following UE Power Classes define the maximum output power for any transmission bandwidth within the channel bandwidth for non CA configuration and UL-MIMO unless otherwise stated. The period of measurement shall be at least one sub frame (1ms).

Table 6.2.2-1: UE Power Class

	EUTRA band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	1
	
	
	
	
	23
	±2
	
	

	2
	
	
	
	
	23
	±2[2]
	
	

	3
	
	
	
	
	23
	±22
	
	

	4
	
	
	
	
	23
	±2
	
	

	5
	
	
	
	
	23
	±2
	
	

	6
	
	
	
	
	23
	±2
	
	

	7
	
	
	
	
	23
	±22
	
	

	8
	
	
	
	
	23
	±22
	
	

	9
	
	
	
	
	23
	±2
	
	

	10
	
	
	
	
	23
	±2
	
	

	11
	
	
	
	
	23
	±2
	
	

	12
	
	
	
	
	23
	±22
	
	

	13
	
	
	
	
	23
	±2
	
	

	14
	
	
	
	
	23
	±2
	
	

	
	
	
	
	
	
	
	
	

	17
	
	
	
	
	23
	±2
	
	

	18
	
	
	
	
	23
	±25
	
	

	19
	
	
	
	
	23
	±2
	
	

	20
	
	
	
	
	23
	±22
	
	

	21
	
	
	
	
	23
	±2
	
	

	22
	
	
	
	
	23
	+2/-3.52
	
	

	23
	
	
	
	
	23
	±2
	
	

	24
	
	
	
	
	23
	±2
	
	

	25
	
	
	
	
	23
	±22
	
	

	26
	
	
	
	
	23
	±22
	
	

	…
	
	
	
	
	
	
	
	

	33
	
	
	
	
	23
	±2
	
	

	34
	
	
	
	
	23
	±2
	
	

	35
	
	
	
	
	23
	±2
	
	

	36
	
	
	
	
	23
	±2
	
	

	37
	
	
	
	
	23
	±2
	
	

	38
	
	
	
	
	23
	±2
	
	

	39
	
	
	
	
	23
	±2
	
	

	40
	
	
	
	
	23
	±2
	
	

	41
	
	
	
	
	23
	±22
	
	

	42
	
	
	
	
	23
	+2/-3
	
	

	43
	
	
	
	
	23
	+2/-3
	
	

	NOTE 1:
The above tolerances are applicable for UE(s) that support up to 4 E-UTRA operating bands. For UE(s) that support 5 or more E-UTRA bands the maximum output power is expected to decrease with each additional band and is FFS

NOTE 2:
2 refers to the transmission bandwidths (Figure 5.6-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB 

NOTE 3:
For the UE which supports both Band 11 and Band 21 operating frequencies, the tolerance is FFS.

NOTE 4:
PPowerClass is the maximum UE power specified without taking into account the tolerance
NOTE 5:   For a UE that supports both Band 18 and Band 26, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB for transmission bandwidths confined within 815 MHz and 818 MHz.


7.3.1

Minimum requirements (QPSK) 

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3.1-1 and table 7.3.1-2
Table 7.3.1-1: Reference sensitivity QPSK PREFSENS 

	Channel bandwidth

	E-UTRA Band
	1.4 MHz

(dBm)
	3 MHz

(dBm)
	5 MHz

(dBm)
	10 MHz

(dBm)
	15 MHz

(dBm)
	20 MHz

(dBm)
	Duplex Mode

	1
	
	
	-100
	 -97
	-95.2 
	-94 
	FDD

	2
	-102.7
	-99.7
	-98 
	-95
	-93.2
	-92
	FDD

	3
	-101.7
	-98.7
	-97 
	-94
	-92.2
	-91
	FDD

	4
	-104.7
	-101.7
	-100
	-97
	-95.2
	-94
	FDD

	5
	-103.2
	-100.2
	-98
	-95
	
	
	FDD

	6
	
	
	-100
	-97
	
	
	FDD

	7
	
	
	-98
	-95
	-93.2
	-92
	FDD

	8
	-102.2
	-99.2
	-97
	-94
	
	
	FDD

	9
	
	
	-99
	-96
	-94.2
	-93
	FDD

	10
	
	
	-100
	-97
	-95.2
	-94
	FDD

	11
	
	
	-100
	-97
	
	
	FDD

	12
	-101.7
	-98.7
	-97
	-94
	
	
	FDD

	13
	
	
	-97
	-94
	
	
	FDD

	14
	
	
	-97
	-94
	
	
	FDD

	…
	
	
	
	
	
	
	

	17
	
	
	-97
	-94
	
	
	FDD

	18
	
	
	-1007
	 -977
	-95.27 
	
	FDD

	19
	
	
	-100
	 -97
	-95.2 
	
	FDD

	20
	
	
	-97
	-94
	-91.2
	-90
	FDD

	21
	
	
	-100
	 -97
	-95.2 
	
	FDD

	22
	
	
	-97
	-94
	-92.2
	-91
	FDD

	23
	-104.7
	-101.7
	-100
	-97
	
	
	FDD

	24
	
	
	-100
	-97
	
	
	FDD

	25
	-101.2
	-98.2
	-96.5
	-93.5
	-91.7
	-90.5
	FDD

	26
	-102.7
	-99.7
	-97.56
	-94.56
	-92.76
	
	

	…
	
	
	
	
	
	
	

	33
	
	
	-100
	-97
	-95.2
	-94
	TDD

	34
	
	
	-100
	-97
	-95.2
	
	TDD

	35
	-106.2
	-102.2
	-100
	-97
	-95.2
	-94
	TDD

	36
	-106.2
	-102.2
	-100
	-97
	-95.2
	-94
	TDD

	37
	
	
	-100
	-97
	-95.2
	-94
	TDD

	38
	
	
	-100
	-97
	-95.2
	-94
	TDD

	39
	
	
	-100
	-97
	-95.2
	-94
	TDD

	40
	
	
	-100
	-97
	-95.2
	-94
	TDD

	41
	
	
	-98
	-95
	-93.2
	-92
	TDD

	42
	
	
	-99
	-96
	-94.2
	-93
	TDD

	43
	
	
	-99
	-96
	-94.2
	-93
	TDD

	NOTE 1:
The transmitter shall be set to PUMAX as defined in subclause 6.2.5

NOTE 2:
Reference measurement channel is A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1

NOTE 3:
The signal power is specified per port

NOTE 4:
For the UE which supports both Band 3 and Band 9 the reference sensitivity level is FFS.

NOTE 5:
For the UE which supports both Band 11 and Band 21 the reference sensitivity level is FFS.
Note 6:
6  indicates that the requirement is modified by -0.5 dB when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.
NOTE 7    For a UE that support both Band 18 and Band 26, the reference sensitivity level for Band 26 applies for the applicable channel bandwidths.


