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1 Introduction
This contribution discussed operating bands and Band categories requirement for MB-MSR receiver requirements and a text proposal is provided for inclusion in TR 37.8xx MB-MSR [1].
2 Discussion

From the MB-MSR WI[2], the typical application scenario for MB-MSR BS is band 20 + band 8 but other band combinations in different regions (e.g. band 12/13/14/17 + band 5, band 3 + band 1, band 2 + band 4) may also be feasible. The bands in band combinations may belong to the different band category, like band20+band8 combination, band 8 is band category 2 but band 20 is band category 1. In this case, to avoid unnecessary confusion, it is suggested keep the original band categories of each band, and no new band categories definition for multi-band are needed. Thus, the MB-MSR bands can be defined in table2-1:

Table 2-1: MB-MSR bands 

	MB-MSR

 band
	MSR and E‑UTRA/UTRA Band number
	GSM/EDGE

Band designation
	Uplink (UL) 
BS receive
UE transmit
	Downlink (DL) 
BS transmit 
UE receive
	Band category

	MB_8-20
	8/VIII
	E-GSM
	880 MHz
	–
	915 MHz
	925 MHz
	–
	960 MHz
	2

	
	20/XX
	-
	832 MHz
	–
	862 MHz
	791 MHz
	–
	821 MHz
	1


Note 1 : The MB_X-Y denotes MB-MSR for band X and Band Y where X and Y are the applicable E-UTRA,UTRA and/or GSM/EDGE operating band.

Note 2: Other band combinations for MB-MSR band are agreed based on operators could be added into the table.
3 Proposal
It is proposed that the text below is discussed and approved to be captured in MB-MSR WI TR[1]. 
4 Reference
 [1] R4-122095: TR skeleton for MB-MSR, HuaWei 

[2] RP-120260: RF Requirements for Multi-band and Multi-standard Radio (MB-MSR) Base Station, HuaWei

-------------------------- Start TP ------------------------ 
5.3 Operating bands and band categories

MB-MSR bands will be based on the operating bands and band categories defined in table 4.5-1 in TS37.104 . For a BS is designed to operate for the MB-MSR bands defined in Tables 5.3-1:
Table 5.3-1: MB-MSR bands 

	MB-MSR

 band
	MSR and E‑UTRA/UTRA Band number
	GSM/EDGE

Band designation
	Uplink (UL) 
BS receive
UE transmit
	Downlink (DL) 
BS transmit 
UE receive
	Band category

	MB_8-20
	8/VIII
	E-GSM
	880 MHz
	–
	915 MHz
	 925 MHz
	–
	960 MHz
	2

	
	20/XX
	-
	832 MHz
	–
	862 MHz
	791 MHz
	–
	821 MHz
	1


Note 1 : The MB_X-Y denotes MB-MSR for band X and Band Y where X and Y are the applicable E-UTRA,UTRA and/or GSM/EDGE operating band.

Note 2: Other band combinations for MB-MSR band are agreed based on operators could be added into the table
-------------------------- end TP ---------------------



























