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Introduction
A work item to specify RF requirements for MB MSR BS was approved in RAN#55 and some initial considerations on RF requirement were discussed in RAN4#62bis [1]~[3]. This paper provides the text proposal on transmitted signal quality requirement for TR, and no change is foreseen.

Proposal
It is proposed that the attached text proposal is approved and captured into MB MSR WI TR [4].

Reference
[1] R4-121332, Initial consideration on RF requirement for multi-band MSR BS, ZTE
[2] R4-121487, Discussion on Tx requirements of  Multi-Band MSR, NTT DOCOMO
[3] R4-121657, Consideration of the requirements for MB-MSR, Huawei
[4] R4-122095, TR skeleton for MB-MSR, Huawei

Text Proposal
<TP for MB MSR WI TR 37.cde v0.0.2>
6.5
Transmitted signal quality

6.5.1
Modulation quality

Modulation quality requirement in existing MSR specification is specified as single-RAT only requirement. This requirement can be kept unchanged for MSR BS supporting multi-band operation.

6.5.2
Frequency error

Frequency error requirement in existing MSR specification is specified as single-RAT only requirement. This requirement can be kept unchanged for MSR BS supporting multi-band operation.

6.5.3
Time alignment error
Time alignment error requirement in existing MSR specification is specified as single-RAT only requirement. This requirement can be kept unchanged for MSR BS supporting multi-band operation.

<End of TP>
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