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1 Background
The RF core requirements have been discussed in [1] [2]. The reference sensitivity level requirement which is applied in the operating band for MSR/MSR-NC is expected to be reused in each operating bands for MB-MSR base station. In this contribution, a text proposal is prepared for [3] as well as the draft CR in TS37.104.
2 Discussion
The reference sensitivity power level PREFSENS is the minimum mean power received at the antenna connector at which a reference performance requirement shall be met for a specified reference measurement channel.
In order to verify the same capability of receiver for MB-MSR base station, current reference sensitivity requirement which is applied in the operating band for MSR/MSR-NC is reused in each supported operating band for MB-MSR. 
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Text Proposal
<Start of TP>
7.2
Reference sensitivity level


The reference sensitivity power level PREFSENS is the minimum mean power received at the antenna connector at which a reference performance requirement shall be met for a specified reference measurement channel.
In order to verify the same capability of receiver for MB-MSR base station, current reference sensitivity requirement which is applied in the operating band for MSR/MSR-NC is reused in each supported operating band for MB-MSR.
<TP for Annex A for TS 37.104>
7.2
Reference sensitivity level

The reference sensitivity power level PREFSENS is the minimum mean power received at the antenna connector at which a reference performance requirement shall be met for a specified reference measurement channel in each supported band. 

7.2.1
E-UTRA minimum requirement

For E-UTRA, the minimum requirement for reference sensitivity is specified in TS 36.104 [4], subclause 7.2.

7.2.2
UTRA FDD minimum requirement

For UTRA FDD, the minimum requirement for reference sensitivity is specified in TS 25.104 [2], subclause 7.2.

7.2.3
UTRA TDD minimum requirement

For UTRA TDD, the minimum requirement for reference sensitivity is specified in TS 25.105 [3], subclause 7.2.

7.2.4
GSM/EDGE minimum requirement

For GSM/EDGE, the minimum requirement for reference sensitivity is specified in TS 45.005 [5], applicable parts of subclause 6.2. 

The conditions specified in TS 45.005 [5], Annex P.1 apply for GSM/EDGE reference sensitivity.
<End of TP>
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