Page 1



3GPP TSG-RAN WG4 Meeting # 63 
(
R4-122691
Prague, Czech Republic, 21-25 May, 2012
	CR-Form-v10

	CHANGE REQUEST

	

	(

	36.133
	CR
	1314
	(

rev
	-
	(

Current version:
	10.6.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Core requirement on interruption requirement of CA R10

	
	

	Source to WG:
(

	Huawei, HiSilicon

	Source to TSG:
(

	R4

	
	

	Work item code:
(

	TEI10
	
	Date: (

	2012-05-02

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	The interruption requirement due to the SCell activation status changes when measCycleSCell is smaller than 640 ms is agreed in R4-121677 at RAN4 #62bis. However, the interruption requirement due to the SCell activation status changes when measCycleSCell is larger than or equal to 640 ms is FFS.

	
	

	Summary of change:
(

	The interruption requirement due to the SCell activation status changes when measCycleSCell is larger than or equal to 640 ms is proposed to be defined within the same paragraphs as the measurements.

	
	

	Consequences if 
(

not approved:
	The interruption requirements are not completed.

	
	

	Clauses affected:
(

	Section 8.3.3.2.1 is affected.

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	X
	
	 Test specifications
	TS 36.521-3

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


<< Unchanged sections omitted >>
8.3.3.2.1
E-UTRAN secondary component carrier measurements when no common DRX is used

When no DRX is in use the UE shall be able to identify a new detectable FDD or TDD cell on the secondary component carrier within Tidentify_scc, according to the parameter measCycleSCell where Tidentify_scc = 20 measCycleSCell
A cell shall be considered detectable when 

-
RSRP related side condition given in Section 9.1 are fulfilled for a corresponding Band,

-
 SCH_RP|dBm and SCH  Ês/Iot  according to Annex B.2.7 for a corresponding Band
The measurement period for deactivated scell measurements is Tmeasure_scc according to the parameter measCycleSCell where Tmeasure_scc = 5 measCycleSCell. The UE shall be capable of performing RSRP and RSRQ measurements for 8 identified cells on the secondary component carrier, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of Tmeasure_scc. 

The measurement accuracy for all measured cells shall be as specified in the sub-clause 9.1.11 (Carrier aggregation measurement accuracy)

A UE may reconfigure receiver bandwidth when making measurements of cells on an SCC with deactivated SCell. This may cause interruptions (packet drops) to a PCell which belongs to the same frequency band as the measured secondary component carrier. Interruptions are allowed with up to 0.5% probability of missed ACK/NACK when the measCycleSCell is larger than or equal to 640 ms. Otherwise, no interruptions shall be allowed. The requirement considers only missed ACK/NACK due to reconfiguration of the receiver bandwith, and not due to other causes such as as RF impairments or channel conditions. No interruptions due to the SCell activation status changes shall be allowed at least when measCycleSCell is smaller than 640 ms and the interruptions due to the SCell activation status changes are allowed with 
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 probability of missed ACK/NACK when the measCycleSCell is larger than or equal to 640 ms.
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 is the number of glitch during the time of measCycleSCell.

 
[image: image4.wmf]duration

glitch 

T
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is the time of measCycleSCell when the measCycleSCell is larger than or equal to 640 ms.
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