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1. Introduction
In the RAN4 meeting #61, the working assumptions for eDL-MIMO RI test were agreed in [1]. In this contribution, we provide results for TDD scenario and give our recommendation on the requirement setting.
2. Simulation results for TDD scenario
 The simulation results of eDL-MIMO RI tests for TDD scenario based on the agreed working assumption are shown in Table 1.
Table 1 Simulation results (TDD)

	
	Test 1
	Test 2
	Test 3

	1
	-
	1.1346
	1.0046

	2
	1.2150
	-
	-


3. Proposed requirements
The recommended performance requirements for FDD and TDD cases are shown in Table 2 and Table 3.
Table 2 Minimum requirement (FDD)

	
	Test 1
	Test 2
	Test 3

	1
	N/A
	[1.05] 
	[0.95]

	2
	[1] 
	N/A
	N/A

	UE Category
	2-8
	2-8
	2-8


Table 3 Minimum requirement (TDD)

	
	Test 1
	Test 2
	Test 3

	1
	N/A
	[1.05]
	[0.95]

	2
	[1]
	N/A
	N/A

	UE Category
	2-8
	2-8
	2-8


4. Conclusion
In this contribution, we provided the simulation results of eDL-MIMO RI tests for TDD scenario. Based on the results, the following values are proposed as the minimum requirement for both FDD and TDD cases:

· Test 1: 2 = 1.0

· Test 2: 1 = 1.05
· Test 3: 1 = 0.95
5. References
[1] R4-116186, “CR for TS 36.101: RI performance requirements”,Huawei, NTT DOCOMO, NEC, Renesas Mobile Europe Ltd, Intel Corporation, Ericsson, ST-Ericsson, Motorola Mobility, Fujitsu, Qualcomm Incorporated, Samsung, ZTE, HiSilicon






