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<Start of change>
5.1.1.6
Power control modelling for E-UTRA and 3.84 Mcps TDD UTRA

No power control in downlink, fixed power per frequency resource block is assumed.

The following power control equation shall be used for the initial uplink (for E-UTRA and 3.84 Mcps TDD UTRA employing Enhanced UL) coexistence simulations:
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where Pmax is the maximum transmit power, Rmin is the minimum power reduction ratio to prevent UEs with good channels to transmit at very low power level, CL is the coupling loss defined as max{path loss-G_Tx-G_Rx, MCL}, where path loss is propagation loss plus shadowfading, G_TX is the transmitter antenna gain in the direction of the receiver, G_RX is the receiver antenna gain in the direction of the transmitter and CLx-ile is the x-percentile CL value. With this power control equation, the x percent of UEs that have the highest coupling loss will transmit at Pmax.  Finally, 0<(<=1 is the balancing factor for UEs with bad channel and UEs with good channel:

The parameter sets for power control are specified in table 5.3. 

Table 5.3: Power control algorithm parameter

	Parameter set
	Gamma
	CLx-ile

	
	
	20 MHz bandwidth
	15 MHz bandwidth
	10 MHz bandwidth
	5 MHz bandwidth

	Set 1
	1
	109
	110
	112
	115

	Set 2
	0,8
	TBD
	TBD
	129
	133


Further discussion and alignment concerning power control algorithms may be required after initial simulation results and further inputs from RAN WG1 are available.
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