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	The 6.5.3 headline gives the impresstion that time alignment requirements apply only between different transmitter branches. However, carrier agregation requirements apply also between signals generated from a single antenna port.

The specification text is correct and as before.

	
	

	Summary of change:
(

	4.1.2
 Change of headline in reference

6.5.3, Change of headline. The body text is unchanged.

G.1
Measurement of transmitter, Change of headline in reference

Annex I (Informative): Measurement system set-up : I.1.3, Change of headline
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(

	R4-123136 (CR 293), R4-123137 (CR 294), R4-123138 (CR 337) and 
R4-123141(CR 339) introcduces the same chenge as shadow CR in release-11 and in TS 36.141 release 10 and 11. 

R4-123139 (CR 338), R4-123142 (CR 340) updates the BS conformance procedure, for release-10 and 11.


------------------- Start of changed sections --------------
4.1.2
Acceptable uncertainty of Test System
The maximum acceptable uncertainty of the Test System is specified below for each test, where appropriate. The Test System shall enable the stimulus signals in the test case to be adjusted to within the specified tolerance and the equipment under test to be measured with an uncertainty not exceeding the specified values. All tolerances and uncertainties are absolute values, and are valid for a confidence level of 95 %, unless otherwise stated.

A confidence level of 95% is the measurement uncertainty tolerance interval for a specific measurement that contains 95% of the performance of a population of test equipment.
For RF tests, it should be noted that the uncertainties in subclause 4.1.2 apply to the Test System operating into a nominal 50 ohm load and do not include system effects due to mismatch between the DUT and the Test System.
4.1.2.1
Measurement of transmitter

Table 4.1.2-1: Maximum Test System Uncertainty for transmitter tests

	Subclause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	6.2. Base station output power
	±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz
	

	6.3.2 Total power dynamic range
	± 0.4 dB
	 Relative error of two OFDM Symbol TX power (OSTP) measurements 

	6.4.1 Transmitter OFF power
	±2.0 dB, f ≤ 3.0GHz

±2.5 dB, 3.0GHz < f ≤ 4.2GHz
	

	6.4.2 Transmitter transient period
	 N/A
	

	6.5.1 Frequency error
	± 12 Hz
	

	6.5.2 EVM
	 ± 1 %
	

	6.5.3 Time alignment  error
	 ± 25 ns
	

	6.5.4 DL RS power
	±0.8 dB, f ≤ 3.0GHz

±1.1 dB, 3.0GHz < f ≤ 4.2GHz
	

	6.6.1
Occupied bandwidth
	1.4MHz, 3MHz Channel BW: 30kHz

5MHz, 10MHz Channel BW: 100kHz

15MHz, ≥20MHz: Channel BW: 300kHz
	

	6.6.2
Adjacent Channel Leakage power Ratio (ACLR)
	ACLR ±0.8 dB

Absolute power ±2.0 dB, f ≤ 3.0GHz

Absolute power ±2.5 dB, 3.0GHz < f ≤ 4.2GHz
	

	6.6.3
Operating band unwanted emissions
	±1.5 dB, f ≤ 3.0GHz

±1.8 dB, 3.0GHz < f ≤ 4.2GHz
	

	6.6.4.5.1
Transmitter spurious emissions, Mandatory Requirements
	9 kHz < f ≤ 4 GHz: ±2.0 dB

4 GHz < f ≤ 19 GHz: ±4.0 dB
	

	6.6.4.5.2
Transmitter spurious emissions, Mandatory Requirements
	9 kHz < f ≤ 4 GHz:±2.0 dB

4 GHz < f ≤ 19 GHz:±4.0 dB
	


	6.6.4.5.3
Transmitter spurious emissions, Protection of BS receiver
	±3.0 dB
	

	6.6.4.5.4
Transmitter spurious emissions, Additional spurious emissions requirements
	±2.0 dB for > -60dBm, f ≤ 3.0GHz

±2.5 dB, 3.0GHz < f ≤ 4.2GHz
±3.0 dB for ≤ -60dBm, f ≤ 3.0GHz

±3.5 dB, 3.0GHz < f ≤ 4.2GHz
	

	6.6.4.5.5
Transmitter spurious emissions, Co-location
	± 3.0 dB
	

	6.7
Transmitter intermodulation (interferer requirements)
	The value below applies only to the interference signal and is unrelated to the measurement uncertainty of the tests (6.6.2, 6.6.3 and 6.6.4) which have to be carried out in the presence of the interferer.

.

±1,0 dB
	The uncertainty of interferer has double the effect on the result due to the frequency offset.


------------------- Next changed section --------------
6.5.3
Time alignment error
6.5.3.1
Definition and applicability

Frames of the LTE signals present at the BS transmitter antenna port(s) are not perfectly aligned in time. In relation to each other, the RF signals present at the BS transmitter antenna port(s) experience certain timing differences.
For a specific set of signals/transmitter configuration/transmission mode, time alignment error (TAE) is defined as the largest timing difference between any two signals. This test is only applicable for eNode B supporting TX diversity MIMO transmission, carrier aggregation and their combinations.
6.5.3.2
Minimum Requirement

The minimum requirement is in TS 36.104 [2] subclause 6.5.3.
6.5.3.3
Test Purpose

To verify that the timing alignment error in TX diversity, MIMO transmission, carrier aggregation and their combinations is within the limit specified by the minimum requirement.
6.5.3.4
Method of Test

6.5.3.4.1
Initial Conditions

Test environment: 
normal; see Annex D.2.

RF channels to be tested: 

M; see subclause 4.7. 
RF bandwidth position to be tested: 
MRFBW; see subclause 4.7.1.
1)
Connect two base station RF antenna ports to the measurement equipment according to Annex I.1.3. If available terminate the other unused antenna ports.

2)
Set the base station to transmit according to E-TM1.1 on both ports or any DL signal using TX diversity MIMO transmission or carrier aggregation.
3)
Set BS frequency.

6.5.3.4.2
Procedure

1)
Start BS transmission at the manufacturer’s specified maximum output power.

2)
Measure the time alignment error between the reference symbols on the antenna port 1 and the reference symbols on the antenna port 2.

3)
Repeat the measurement for any other possible configuration of 2 transmit antennas.

6.5.3.5
Test Requirement 

For MIMO or TX diversity transmissions, at each carrier frequency, TAE shall not exceed 90 ns.

For intra-band carrier aggregation, with or without MIMO or TX diversity, TAE shall not exceed 155 ns.

For inter-band carrier aggregation, with or without MIMO or TX diversity, TAE shall not exceed 1325 ns.
NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance are given in Annex G.
------------------- Next changed section --------------
G.1
Measurement of transmitter
Table G.1-1: Derivation of Test Requirements (Transmitter tests)

	Test 
	Minimum Requirement in TS 36.104
	Test Tolerance
(TT)
	Test Requirement in TS 36.141

	6.2 Base station maximum output power
	In normal conditions:
within ±2 dB of  manufacturer's rated output power
In extreme conditions: 
within ±2.5 dB of  manufacturer's rated output power
	Normal and extreme conditions:
0.7 dB, f ≤ 3.0GHz

1.0 dB, 3.0GHz < f ≤ 4.2GHz
	Formula:

Upper limit + TT, Lower limit - TT

In normal conditions:
within +2.7 dB and -2.7 dB of the manufacturer's rated output power, f ≤ 3.0GHz
within +3.0 dB and -3.0 dB of the manufacturer's rated output power, 3.0GHz < f ≤ 4.2GHz
In extreme conditions: 
within +3.2 dB and -3.2 dB of the manufacturer's rated output power, f ≤ 3.0GHz

within +3.5 dB and -3.5 dB of the manufacturer's rated output power, 3.0GHz < f ≤ 4.2GHz

	6.3.2 Total power dynamic range
	Total power dynamic range (dB):

1.4
 MHz E-UTRA: 7.7

3 MHz E-UTRA: 11.7 

5 MHz E-UTRA:
13.9 10 MHz E-UTRA:
16.9 

15 MHz E-UTRA:
18.7 

20 MHz E-UTRA:
20 


	0.4 dB
	Formula: 

Total power dynamic range – TT (dB)

1.4
 MHz E-UTRA: 7.3

3 MHz E-UTRA: 11.3

5 MHz E-UTRA:
13.5

10 MHz E-UTRA:
16.5

15 MHz E-UTRA:
18.3

20 MHz E-UTRA:
19.6



	6.4.1 Transmitter OFF power
	-85dBm/MHz.
	2 dB, f ≤ 3.0GHz

2.5 dB, 3.0GHz < f ≤ 4.2GHz
	Formula:

Minimum Requirement + TT

	6.4.2 Transmitter transient period
	 Transmitter transient period :

off to on: 17 us

on to off: 17 us
	 N/A
	 Minimum Requirement

	6.5.1 Frequency error
	Frequency error limit ±0.05 ppm
	12 Hz
	Formula: Frequency Error limit + TT

0.05 ppm + 12 Hz

	6.5.2 EVM
	 EVM limit:
QPSK: 17.5 %

16QAM: 12.5 %

64QAM: 8 %
	  1 %
	 Formula: 

EVM limit + TT

QPSK: 18.5 %

16QAM: 13.5 %

64QAM: 9 %


	6.5.3 Time alignment  error
	 Time alignment error within 65 ns
	25 ns
	Formula: 

Time alignment error limit + TT

90 ns



	6.5.4 DL RS power
	DL RS power shall be within (2.1 dB
	0.8 dB, f ≤ 3.0GHz

1.1 dB, 3.0GHz < f ≤ 4.2GHz
	Formula: 

Upper limit + TT
Lower limit - TT

DL RS power shall be within (2.9 dB, f ≤ 3.0GHz

DL RS power shall be within (3.2 dB, 3.0GHz < f ≤ 4.2GHz

	6.6.1
Occupied bandwidth
	1.4 MHz

3 MHz

5 MHz

10 MHz

15 MHz

20 MHz
	0 kHz
	Formula:

Minimum Requirement + TT
 

	6.6.2
Adjacent Channel Leakage power Ratio (ACLR)
	Paired spectrum ACLR:

45 dB for E-UTRA

45 dB for UTRA

Unpaired spectrum ACLR:

45 dB for E-UTRA

45 dB for 1.28 Mcps UTRA
45 dB for 3.84 Mcps UTRA
45 dB for 7.82 Mcps UTRA

Absolute limit -13dBm / MHz

	0.8 dB

0.8 dB

0.8 dB

0.8 dB

0.8 dB
0.8 dB

0 dB
	Formula:

ACLR Minimum Requirement - TT 

Absolute limit +TT 

Paired spectrum ACLR:

44.2 dB

44.2 dB

Unpaired spectrum ACLR:

44.2 dB

44.2 dB

44.2 dB

44.2 dB

Absolute limit -13dBm / MHz

	6.6.3
Operating band unwanted emissions
	For Wide Area BS:

Category A, bands < 1GHz
For 1.4MHz BW: 

Offsets < 2.8MHz

-1dBm to -11dBm / 100kHz

Offsets ≥ 2.8MHz

-13dBm / 100kHz

For 3MHz BW: 

Offsets < 3MHz

-4.5dBm to -14.5dBm / 100kHz

Offsets ≥ 3MHz

-13dBm / 100kHz

For 5, 10, 15, 20MHz BW: 

Offsets < 10MHz

-7dBm to -14dBm / 100kHz

Offsets ≥ 10MHz

-13dBm / 100kHz

Category A, bands > 1GHz
For 1.4MHz BW: 

Offsets < 2.8MHz

-1dBm to -11dBm / 100kHz

Offsets ≥ 2.8MHz

-13dBm / 1MHz

For 3MHz BW: 

Offsets < 6MHz

-5dBm to -15dBm / 100kHz
Offsets ≥ 6MHz

-13dBm / 1MHz

For 5, 10, 15, 20MHz BW: 

Offsets < 10MHz

-7dBm to -14dBm / 100kHz

Offsets ≥ 10MHz

-13dBm / 1MHz

Category  B, bands < 1GHz
For 1.4MHz BW: 

Offsets < 2.8MHz

-1dBm to -11dBm / 100kHz

Offsets ≥ 2.8MHz

-16dBm / 100kHz

For 3MHz BW: 

Offsets < 6MHz

-5dBm to -15dBm / 100kHz

Offsets ≥ 6MHz

-16dBm / 100kHz

For 5, 10, 15, 20MHz BW: 

Offsets < 10MHz

-7dBm to -14dBm / 100kHz

Offsets ≥ 10MHz

-16dBm / 100kHz

Category B, bands > 1GHz
For 1.4MHz BW: 

Offsets < 2.8MHz

-1dBm to -11dBm / 100kHz

Offsets ≥ 2.8MHz

-15dBm / 1MHz

For 3MHz BW: 

Offsets < 6MHz

-5dBm to -15dBm / 100kHz
Offsets ≥ 6MHz

-15dBm / 1MHz

For 5, 10, 15, 20MHz BW: 

Offsets < 10MHz

-7dBm to -14dBm / 100kHz

Offsets ≥ 10MHz

-15dBm / 1MHz

For Home BS:

Category A and B:
For 1.4MHz BW: 

Offsets < 2.8MHz

-30dBm to -36dBm / 100kHz

Offsets ≥ 2.8MHz

-50 dBm to -32dBm / 1MHz

For 3MHz BW: 

Offsets < 6MHz

-34dBm to -40dBm / 100kHz
Offsets ≥ 6MHz

-50dBm to -32dBm / 1MHz

For 5, 10, 15, 20MHz BW: 

Offsets < 10MHz

-36dBm to -42dBm / 100kHz

Offsets ≥ 10MHz

-50dBm to -32dBm / 1MHz

Additional Reqts, bands < 1GHz
All BWs:

Additional Reqts, bands > 1GHz
All BWs:

Additional Reqts bands 12,13,14
All BWs: 

Additional Reqts bands 20
All BWs:
	1.5dB
0dB  
1.5dB
0dB  
1.5dB
0dB

1.5dB, f ≤ 3.0GHz
1.8dB, 3.0GHz < f ≤ 4.2GHz
0dB
1.5dB, f ≤ 3.0GHz
1.8dB, 3.0GHz < f ≤ 4.2GHz

0dB
1.5dB, f ≤ 3.0GHz
1.8dB, 3.0GHz < f ≤ 4.2GHz
0dB

1.5dB
0dB  
1.5dB
0dB

1.5dB
0dB

1.5dB, f ≤ 3.0GHz
1.8dB, 3.0GHz < f ≤ 4.2GHz
0dB  
1.5dB, f ≤ 3.0GHz
1.8dB, 3.0GHz < f ≤ 4.2GHz

0dB  
1.5dB, f ≤ 3.0GHz
1.8dB, 3.0GHz < f ≤ 4.2GHz  
0dB

1.5dB, f ≤ 3.0GHz
1.8dB, 3.0GHz < f ≤ 4.2GHz

0dB
1.5dB, f ≤ 3.0GHz
1.8dB, 3.0GHz < f ≤ 4.2GHz

0dB
1.5dB, f ≤ 3.0GHz
1.8dB, 3.0GHz < f ≤ 4.2GHz

0dB

0dB  
0dB
0dB

0dB 
	Formula:

Minimum Requirement + TT 


	6.6.4.5.1
Transmitter spurious emissions, Mandatory Requirements
	Category A

9 kHz ( f < 150 kHz: 

-13dBm / 1kHz 
150 kHz ( f < 30 MHz: 

-13dBm / 10 kHz 
30 MHz ( f < 1 GHz: 

-13dBm / 100 kHz 
1 GHz ( f < 12.75 GHz: 

-13dBm / 1 MHz 
 
	0dB
	Formula:

Minimum Requirement + TT 

	6.6.4.5.2 Transmitter spurious emissions, Mandatory Requirements
	Category B

9 kHz ( f < 150 kHz: 

-36dBm / 1 kHz 
150 kHz ( f < 30 MHz: 

-36dBm / 10 kHz 
30 MHz ( f < 1 GHz: 

-36dBm / 100 kHz 
1 GHz ( f < 12.75 GHz: 

-36dBm / 1 MHz
	0dB
	Formula:

Minimum Requirement + TT 

	6.6.4.5.3
Transmitter spurious emissions, Protection of BS receiver
	-96dBm / 100 kHz
	0dB
	Formula:

Minimum Requirement + TT 

	6.6.4.5.4
Transmitter spurious emissions, Additional spurious emissions requirements
	Levels from -61dBm to -41dBm

Bandwidths from 6.25 kHz to 1MHz

See TS 36.104 [2] for details
	0dB
	Formula:

Minimum Requirement + TT 

	6.6.4.5.5
Transmitter spurious emissions, Co-location
	Levels from -98dBm to -96dBm

Bandwidth 100 kHz

See TS 36.104 [2] for details
	0dB
	Formula:

Minimum Requirement + TT 

	6.7
Transmitter intermodulation (interferer requirements)

This tolerance applies to the stimulus and not the measurements defined in 6.6.2, 6.6.3 and 6.6.4.
	Wanted signal level - interferer level = 30dB
	0dB
	Formula: Ratio + TT

Wanted signal level - interferer level = 30 + 0dB


------------------- Next changed section --------------
I.1.3
Time alignment error

[image: image1]
Figure I.1-3: Measuring system Set-up for Test of Time alignment error
------------------- end of CR --------------------------------
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