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1. Introduction

This contribution proposes to revise the supported E-UTRA bandwidths per CA configuration for Band 1 + Band 19 considering the minimization of the number of tests.
2. Discussion

Table 2-1 summarizes the supported E-UTRA bandwidths per CA configuration for Band 1 + Band 19 currently considered in [1]. Some of the combinations, however, are not expected to be used. Thus, in order to avoid any unnecessary tests and implementations, they are proposed to be removed from the table in [1].
Table 2.1: “Supported E-UTRA bandwidths per CA configuration for inter-band CA” currently considered in TR
	E-UTRA CA Configuration
	Supported E-UTRA bandwidths per CA configuration for inter-band CA

	CA_1A-19A
	E-UTRA Bands
	Band 1

	
	Band 19
	CBW
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	
	
	5 MHz
	Yes
	Yes
	Yes
	Yes

	
	
	10 MHz
	Yes
	Yes
	Yes
	Yes

	
	
	15 MHz
	Yes
	Yes
	Yes
	Yes


Considering the above discussion, the following revised supported E-UTRA bandwidths per CA configuration for inter-band CA is proposed as shown in Table 2.2.

Table 2.2: New proposal on “Supported E-UTRA bandwidths per CA configuration for inter-band CA”
	E-UTRA CA Configuration
	Supported E-UTRA bandwidths per CA configuration for inter-band CA

	CA_1A-19A
	E-UTRA Bands
	Band 1

	
	Band 19
	CBW
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	
	
	5 MHz
	Yes
	Yes
	Yes
	

	
	
	10 MHz
	Yes
	Yes
	Yes
	

	
	
	15 MHz
	
	
	Yes
	Yes


3. Conclusion
Supported E-UTRA bandwidths per CA configuration for inter-band CA are proposed to be revised as shown in the table below. 
	E-UTRA CA Configuration
	Supported E-UTRA bandwidths per CA configuration for inter-band CA

	CA_1A-19A
	E-UTRA Bands
	Band 1

	
	Band 19
	CBW
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	
	
	5 MHz
	Yes
	Yes
	Yes
	

	
	
	10 MHz
	Yes
	Yes
	Yes
	

	
	
	15 MHz
	
	
	Yes
	Yes
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6.1.9
LTE Advanced Carrier Aggregation of Band 1 and Band 19 (1 UL)

Table 6.1.9-1: Inter-band non-contiguous CA
	E-UTRA CA Band
	E-UTRA
Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex Mode

	
	
	BS receive / UE transmit1
	BS transmit / UE receive
	

	
	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	CA_1-19
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	19
	830 MHz
	–
	845MHz
	875 MHz
	–
	890 MHz
	

	NOTE 1:
A single uplink component carrier of either Band 1 or Band 19 shall be used at any time.


6.1.9.1

List of specific combination issues 
6.1.9.1.1
Channel bandwidths per operating band for CA

Table 6.1.9.1.1-1: Supported E-UTRA bandwidths per CA configuration for inter-band CA
	E-UTRA CA Configuration
	Supported E-UTRA bandwidths per CA configuration for inter-band CA

	CA_1A-19A
	E-UTRA Bands
	Band 1

	
	Band 19
	CBW
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	
	
	5 MHz
	Yes
	Yes
	Yes
	

	
	
	10 MHz
	Yes
	Yes
	Yes
	

	
	
	15 MHz
	
	
	Yes
	Yes
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