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<Start of Change>
4.3A
Applicability of minimum requirements (CA, UL-MIMO, eDL-MIMO)

The requirements in clause 6 and clause 7 which are specific to CA, UL-MIMO, and eDL-MIMO are specified as suffix A, B, C, D where; 

a)
Suffix A additional requirements need to support CA

b)
Suffix B additional requirements need to support UL-MIMO

c)
Suffix C additional requirements need to support TBD
d)
Suffix D additional requirements need to support eDL-MIMO

A terminal which supports the above features needs to meet both the general requirements and the additional requirement applicable to the additional sub-clause (suffix A, B, C and D) in clause 6 and clause 7. Where there is a difference in requirement between the general requirements and the additional sub-clause requirements (suffix A, B, C and D) in clause 6 and clause 7, the tighter requirements are applicable unless stated otherwise in the additional sub-clause.

A terminal which supports more than one feature (CA, UL-MIMO, and eDL-MIMO) in clause 6 and clause 7 shall meet all of the separate corresponding requirements.
The frequency bands and channel arrangement for CA, UL-MIMO, and eDL-MIMO are specified in clause 5, where;

a)  The subclauses with suffix A specify the operating bands and channel arrangement related information for CA

b)  The subclauses with suffix B specify the operating bands and channel arrangement related information for UL-MIMO
c)  The subclauses with suffix C specify the  operating bands and channel arrangement related information for [TBD]
d)  The subclauses with suffix D specify the  operating bands and channel arrangement related information for eDL-MIMO
<End of Change>
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