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1 Background and discussion
During the last RAN4 meeting, simulation results on in-band blocking level have been presented in [1- 4]. From the simulation results [1], it is seen that -31~34dBm in-band blocking level is observed at 99.99% point (agreed simulation criterion) based on different PC parameter setting for the worst case of ISD 1732m. Similar results were also presented in [2, 3]
From the company evaluation results it seems that in-band blocking should be defined not lower than -34dBm. However Pico eNB has adopted -35dBm as the in-band blocking level, it is thus proposed to agree on -35dBm for E-UTRA MR BS in-band blocking level.

A text proposal is provided for the BS classes Work Item TR [1] in section 3.
2 Reference

[1]  R4-121272, E-UTRA Medium Range  BS blocking level, CATT, RAN4#62bis

[2]  R4-120154, Simulation results for in-band blocking, Huawei, RAN4#62bis

[3]  R4-121724, Blocking level simulations for E-UTRA MR, Ericsson, RAN4#62bis

[4]  R4-121326, Simulation results on MR BS in-band blocking, ZTE, RAN4#62bis

[5]  R4-121052, BS classes Work Item TR 37.xxx v0.2.0 (WI TR), Ericsson, RAN4#62

3 Text Proposal
----------------------------------------------Text proposal for in-band blocking-------------------------------------------
7.10
In-band blocking
The in-band blocking requirement for E-UTRA BS is in subclause 7.6.1 of TS 36.104. The wanted signal mean power is set relative to the reference sensitivity (6dB higher than PREFENS) in the same way as for LA and WA BS. The interfering signal mean power is selected to be -35dBm according to the simulations.

TP for BS classes TR (Annex A for TR 36.104)
7.6.1.1
Minimum requirement

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted and an interfering signal coupled to BS antenna input using the parameters in Table 7.6.1.1-1, 7.6.1.1-1a, 7.6.1.1-1b, 7.6.1.1-1c and 7.6.1.1-2. The reference measurement channel for the wanted signal is identified in Table 7.2.1-1 and 7.2.1-2 for each channel bandwidth and further specified in Annex A.
Table 7.6.1.1-1: Blocking performance requirement for Wide Area BS
	Operating Band
	Centre Frequency of Interfering Signal [MHz]
	Interfering Signal mean power [dBm]
	Wanted Signal mean power [dBm]
	Interfering signal centre frequency minimum frequency offset from  the lower (higher) edge [MHz]
	Type of Interfering Signal

	1-7, 9-11, 13, 14, 18,19, 21-23, 24, 33-43
	(FUL_low -20)
	to
	(FUL_high +20)
	-43
	PREFSENS +6dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +20)
	to

to
	(FUL_low -20) 

12750
	-15
	PREFSENS +6dB* 
	(
	CW carrier 

	8
	(FUL_low  -20)
	to
	(FUL_high +10)
	-43
	PREFSENS +6dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +10)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB* 
	(
	CW carrier 

	12
	(FUL_low  -20)
	to
	(FUL_high +13)
	-43
	PREFSENS +6dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +13)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB* 
	(
	CW carrier 

	17
	(FUL_low  -20)
	to
	(FUL_high +18)
	-43
	PREFSENS +6dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +18)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB* 
	(
	CW carrier 

	20
	(FUL_low  -11)
	to
	(FUL_high +20)
	-43
	PREFSENS +6dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +20)
	to

to
	(FUL_low  -11) 

12750
	-15
	PREFSENS +6dB* 
	(
	CW carrier 

	25
	(FUL_low  -20)
	to
	(FUL_high +15)
	-43
	PREFSENS +6dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +15)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB*
	(
	CW carrier

	Note*: 
PREFSENS depends on the channel bandwidth as specified in Table 7.2.1-1.


Table 7.6.1.1-1a: Blocking performance requirement for Local Area BS

	Operating Band
	Centre Frequency of Interfering Signal [MHz]
	Interfering Signal mean power [dBm]
	Wanted Signal mean power [dBm]
	Interfering signal centre frequency minimum frequency offset from  the channel edge of the wanted signal [MHz]
	Type of Interfering Signal

	1-7, 9-11, 13-14, 18,19, 21-23, 24, 33-43
	(FUL_low -20)
	to
	(FUL_high +20)
	-35
	PREFSENS +6dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +20)
	to

to
	(FUL_low -20) 

12750
	-15
	PREFSENS +6dB* 
	(
	CW carrier 

	8
	(FUL_low  -20)
	to
	(FUL_high +10)
	-35
	PREFSENS +6dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +10)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB* 
	(
	CW carrier 

	12
	(FUL_low  -20)
	to
	(FUL_high +13)
	-35
	PREFSENS +6dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +13)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB* 
	(
	CW carrier 

	17
	(FUL_low  -20)
	to
	(FUL_high +18)
	-35
	PREFSENS +6dB*
	See table 7.6.1. 1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +18)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB* 
	(
	CW carrier 

	20
	(FUL_low  -11)
	to
	(FUL_high +20)
	-35
	PREFSENS +6dB*
	See table 7.6.1. 1-2
	See table 7.6.1.1-2

	
	1
	to
	(FUL_low  -11)

12750
	-15
	PREFSENS +6dB*
	(
	CW carrier

	
	(FUL_high +20)
	to
	
	
	
	
	

	25
	(FUL_low  -20)
	to
	(FUL_high +15)
	-35
	PREFSENS +6dB*
	See table 7.6.1. 1-2
	See table 7.6.1.1-2

	
	1

(FUL_high +15)
	to

to
	(FUL_low  -20)

12750
	-15
	PREFSENS +6dB*
	(
	CW carrier

	Note*: 
PREFSENS depends on the channel bandwidth as specified in Table 7.2.1-2


Table 7.6.1.1-1b: Blocking performance requirement for Home BS

	Operating Band
	Centre Frequency of Interfering Signal [MHz]
	Interfering Signal mean power [dBm]
	Wanted Signal mean power [dBm]
	Interfering signal centre frequency minimum frequency offset from  the channel edge of the wanted signal [MHz]
	Type of Interfering Signal

	1-7, 9-11, 13, 14, 18, 19, 21, 22, 24, 33-43
	(FUL_low -20)
	to
	(FUL_high +20)
	-27
	PREFSENS +14dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +20)
	to

to
	(FUL_low -20) 

12750
	-15
	PREFSENS +14dB* 
	(
	CW carrier 

	8
	(FUL_low  -20)
	to
	(FUL_high +10)
	-27
	PREFSENS +14dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +10)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +14dB* 
	(
	CW carrier 

	12
	(FUL_low  -20)
	to
	(FUL_high +13)
	-27
	PREFSENS +14dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +13)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +14dB* 
	(
	CW carrier 

	17
	(FUL_low  -20)
	to
	(FUL_high +18)
	-27
	PREFSENS +14dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +18)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +14dB* 
	(
	CW carrier 

	20
	(FUL_low  -11)
	to
	(FUL_high +20)
	-27
	PREFSENS +14dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +20)
	to

to
	(FUL_low  -11)

12750
	-15
	PREFSENS +14dB*
	(
	CW carrier

	25
	(FUL_low  -20)
	to
	(FUL_high +15)
	-27
	PREFSENS +14dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +15)
	to

to
	(FUL_low  -20)

12750
	-15
	PREFSENS +14dB*
	(
	CW carrier

	Note*: 
PREFSENS depends on the channel bandwidth as specified in Table 7.2.1-3.


Table 7.6.1.1-1c: Blocking performance requirement for Medium Range BS

	Operating Band
	Centre Frequency of Interfering Signal [MHz]
	Interfering Signal mean power [dBm]
	Wanted Signal mean power [dBm]
	Interfering signal centre frequency minimum frequency offset from  the channel edge of the wanted signal [MHz]
	Type of Interfering Signal

	1-7, 9-11, 13-14, 18,19, 21-23, 24, 33-43
	(FUL_low -20)
	to
	(FUL_high +20)
	-35
	PREFSENS +6dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +20)
	to

to
	(FUL_low -20) 

12750
	-15
	PREFSENS +6dB* 
	(
	CW carrier 

	8
	(FUL_low  -20)
	to
	(FUL_high +10)
	-35
	PREFSENS +6dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +10)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB* 
	(
	CW carrier 

	12
	(FUL_low  -20)
	to
	(FUL_high +13)
	-35
	PREFSENS +6dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +13)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB* 
	(
	CW carrier 

	17
	(FUL_low  -20)
	to
	(FUL_high +18)
	-35
	PREFSENS +6dB*
	See table 7.6.1. 1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +18)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB* 
	(
	CW carrier 

	20
	(FUL_low  -11)
	to
	(FUL_high +20)
	-35
	PREFSENS +6dB*
	See table 7.6.1. 1-2
	See table 7.6.1.1-2

	
	1
	to
	(FUL_low  -11)

12750
	-15
	PREFSENS +6dB*
	(
	CW carrier

	
	(FUL_high +20)
	to
	
	
	
	
	

	25
	(FUL_low  -20)
	to
	(FUL_high +15)
	-35
	PREFSENS +6dB*
	See table 7.6.1. 1-2
	See table 7.6.1.1-2

	
	1

(FUL_high +15)
	to

to
	(FUL_low  -20)

12750
	-15
	PREFSENS +6dB*
	(
	CW carrier

	Note*: 
PREFSENS depends on the channel bandwidth as specified in Table 7.2.1-2


Table 7.6.1.1-2: Interfering signals for blocking performance requirement

	E-UTRA channel BW of the lowest (highest) carrier received [MHz]
	Interfering signal centre frequency minimum offset to  the lower (higher) edge [MHz]
	Type of interfering signal

	1.4
	±2.1
	1.4MHz E-UTRA signal

	3
	±4.5
	3MHz E-UTRA signal

	5
	±7.5
	5MHz E-UTRA signal

	10
	±7.5
	5MHz E-UTRA signal

	15
	±7.5
	5MHz E-UTRA signal

	20
	±7.5
	5MHz E-UTRA signal


-------------------------------------------------------End of text proposal----------------------------------------------------
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